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Annex A (Informative)Reduction of UMTS signalling
A.1.1
GLR Concept

The benefit of the Gateway Location Register (GLR) is the reduction in signalling traffic between networks. GLR  is an optional network element which shall not  affect the MAP protocol.
· 
A.1.1.1
Overview of the GLR Concept

The GLR is a node between the VLR and the HLR, which may be used to optimise the handling of subscriber location data across network boundaries. 

In Figure 1, the GLR interacts with HLRa and VLRb for roamers on Network B. The GLR is part of the roaming subscriber's Home Environment. When a subscriber to HLRa is roaming on Network B the GLR plays the role of an HLR towards VLRb and the role of a VLR towards HLRa. The GLR handles any location change between different VLR service areas in the visited network without involving HLRa.


Figure 1: GLR Overview

The sequence of events when the subscriber roams to network B is as follows:

· VLRb sends the registration message to HLRa via the GLR, (i.e. HLRa stores the GLR's SCCP address and the GLR stores VLRb's SCCP address).

· HLRa returns the subscriber profile data

· The subscriber profile is stored in the GLR and VLRb

As the roaming subscriber moves between VLRs in network B, then the GLR is updated, but no message is sent to HLRa, therefore the number of messages between Network A and Network B is reduced. The reduction in signalling traffic is a significant benefit when the two networks are far apart, e.g. between Europe and Japan.
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