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Introduction
This contribution proposes how to progress QoS works from the coordination group point of view.

2

Discussion
S2 has defined UMTS bearer attributes, RAB attributes and the mapping between them as described in TS 23.107. Based on this definition, R3 is discussing RAB QoS parameter, N3 is discussing the mapping from BC parameter to RAB attributes for CS domain, and N1 is discussing QoS profile and the mapping from QoS parameter to RAB attributes. However, N1 is confused by the QoS profiles defined in TS23.107, because they are different from the previous ones (see attached tdoc N1-99C93). Therefore, N1 needs more information about the relation between UMTS QoS profile and GPRS one and the relation between R97/98 QoS profile and R99 ones.

At the current meeting, S2 agreed that GPRS R99 QoS profiles and UMTS ones are the same, and those are different from GPRS R97/98 ones. Furthermore, S2 is discussing the detail mapping between them.

S2 should inform the above agreements today to other WGs to have them complete QoS protocol work within this year since some WGs have meeting this week.

The mapping between Pre-R99 QoS profiles and R99 ones are also important. However, the basic principle of interoperation is the most important from the protocol work points of view. Therefore, this contribution proposes that S2 shall agree the basic principle for interoperation today and S2 shall send LS including the following points.  The draft LS is attached to this contribution.

· QoS profile for GPRS R99 and UMTS R99

· the basic principle of interoperation between R99 QoS profile and pre-R99 QoS profile.

The basic principle may be discussed based on S2-99xxx (revised from S2-99B15) and S2-99C18 (revised from S2-99C01).

Also, the detailed mapping between R97/98 and R99 can be sent for information if S2 reaches consensus
3

Proposal,

This contribution proposes how to progress QoS works so that other WGs can proceed their works on schedule. S2 shall progress the QoS works this week as shown below.

1). S2 shall agree the basic principle for interoperation today
2). S2 shall send the LS to other WG2 today. The LS shall include, at least, the following two principles.

· Definition of QoS profile for GPRS R99 QoS and UMTS R99 QoS.

· Principles of interoperation between GPRS R99 QoS and UMTS R99 QoS.

3) S2 will discuss the detailed mapping between pre-R99 and R99 after finishing the above tasks.

Draft liaison statement on Basic principles of QoS interoperations

Source:

TSG S2

To: 


TSG N1,N2,N3

For:


Decision

To support stage 3 group to complete R99 QoS protocol works, the S2 has defined the basic principles of interworking between UMTS/GPRS R99 QoS profile and GPRS pre-R99 QoS profile. The S2 would sincerely inform you of its current status and agreement for your prompt development of the related protocols. 

1. S2 agreed that QoS profiles and attributes of GPRS R99 are the same as those of UMTS R99, which is specified in TS 23.107 version 3.0.0 “QoS concept and architecture”. Also, the relevant CR to 23.060 was approved. (See the attached file)

2. S2 agreed the basic principles for the interworking between UMTS/GPRS R99 QoS profile and GPRS pre-R99 QoS profile. (See the attached file)

3. S2 is currently discussing the detailed QoS mapping between GPRS/UMTS R99 and GPRS pre-R99.  The result may be incorporated into TS23.060 or TS23.107 later for information.






3GPP


