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	Reason for change:
(

	Netloc (NWK-PL2IMS) supports the P-CSCF determination of the NPLI (IMS Network Provided location Information) of an UE in case of a 3GPP access. Thus in case of a 3GPP access, a trusted UE Access Network Information can be provided to IMS entities. This feature needs to be extended to a TWAN access.

	
	

	Summary of change:
(

	The extension of Netloc to support TWAN accesses implies following aspects :

· Defining the nature of the TWAN Id being reported in Rel12. This is addressed in a revised § 16.1.x


	
	

	Consequences if 
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not approved:
	Access Network information cannot be reported to IMS entities (P-CSCF) in case of a TWAN Access

	
	

	Clauses affected:
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	16.1.x; 
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	Other comments:
(

	Stage 3 small impacts expected to 29.274 ; 29.212 ; 29.214 
Text in clause 16.1.x is overlapping with exactly the same text in CR 1176


*** 1st change*** (text in yellow is overlapping with exactly the same text in CR 1176)
16.1.x
Access Network information reporting in case of a TWAN Access

In order for an Application Function (e.g. the P-CSCF) to be able to determine the NPLI (Network Provided location Information) of an UE in case of a TWAN access, the TWAN shall report over S2a TWAN related Access Network Information at PDN connection establishment, at bearer creation / modification / release and at PDN connection release. Such TWAN related Access Network Information may correspond to a  “TWAN Identifier” and/or to a UE Time Zone.
When such information is available at the TWAN, the TWAN Identifier (reported over S2a, Gx, Gy..) shall include the SSID of the access point to which the UE is attached and should include 
· the BSSID (see IEEE Std 802.11-2007 [64]) and/ or 
· geographical information about  the AP to which the UE is attached and/ or
· civic address information of  the AP to which the UE is attached and/ or
· the identifier of Access Line serving the AP  to which the UE is attached 
· The IP address of the AP to which the UE is attached and/ or
NOTE: The IP address of the AP to which the UE is attached is to be translated into “Location-Information” of the Wireline access. It is assumed that CGNAT does not apply to traffic from the AP and targeting the TWAG/TWAP and that thus the IP address reported over S2a (in the TWAN related Access Network Information ) can be mapped into proper “Location-Information” of the Wireline access.
NOTE: The Information carried as part of theTWAN Identifier should be defined to cater for extension in future releases
Editor’s Note: Whether other information may be provided as part of the TWAN Identifier, especially when the TWAN and the PGW/P-CSCF belong to different operators  is FFS.
The TWAN may also contain a TWAN Operator Identifier (realm) in order for the Application Function to be able to determine  the domain corresponding to the TWAN identifier being provided.
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