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Start of 1st Change

16.7.2
Detach in WLAN on PMIP S2a

16.7.2.1
UE/TWAN Initiated Detach Procedure in WLAN on PMIP S2a
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Figure 16.7.2.1-1: UE/TWAN Initiated Detach on PMIP S2a

The procedure is similar to GTP based S2a call flows in clause 16.3.1.1, with the following differences:

-
Step 2 is a Proxy Binding Update. The details of the Proxy Binding Update message are described in step 3 in clause 6.4.1.1.

-
Step 5 is a Proxy Binding Acknowledgement. The details of the Proxy Binding Acknowledgement message are described in step 6 in clause 6.4.1.1.



End of 1st Change

Start of 2nd Change

16.7.2.2
HSS/AAA Initiated Detach Procedure in WLAN on PMIP S2a
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Figure 16.7.2.2-1: HSS/AAA Initiated Detach on PMIP S2a

The procedure is similar to GTP S2a call flow in clause 16.3.1.2, the difference is that step 2 refers to figure 16.7.2.1-1.

NOTE:
The HSS/AAA may also send a detach indication message to the PDN GW. The PDN GW does not remove the PMIP tunnels on S2a, since the TWAN is responsible for removing the PMIP tunnels on S2a. The PDN GW acknowledges the receipt of the detach indication message to the 3GPP AAA Server.
End of 2nd Change
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6. TWAN Specific resource release 
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3. Session Termination Response







2. The procedures as figure 16.7.2.1-1, step 2 to 8
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