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Abstract of the contribution: The contribution provides text for the high level functions supported in GCSE.
1 Introduction

Adopt the identified changes into section 4.4 of the TS 23.468.
==== Start of Changes ====
 4.4
High level functions
4.4.1
Unicast Delivery 
The UE and GCS AS use the EPS bearers defined in TS 23.401 [XXX] for Unicast Delivery. The EPS bearers are used for the following:

· Exchanging GC1 signaling between UE and GCS AS.
· Transport of data on the uplink from UE to the GCS AS.
· Transport of data on the downlink from GCS AS to UE when MBMS Delivery is not desirable or possible.
The GCS AS uses the Rx interface to specify and modify the priority level of the EPS bearers used for the group communication session (see section 5.4).
4.4.2
MBMS Delivery
The GCS AS uses the MBMS bearers defined in TS 23.246[XX] for MBMS Delivery. The MBMS bearer is used to transport data on the downlink from the GCS AS to the UE. The MBMS bearer(s) used for MBMS Delivery can be pre-established before the group communication session is setup or can be dynamically established after the group communication session is setup.
NOTE 1:
Downlink data from the same or different group communication sessions may be multiplexed on the same MBMS bearer as required by the GCS AS. The multiplexing of such data is transparent to the BM-SC.
4.4.3
Service continuity 
The UE uses the service continuity procedures defined in section 5.3 for switching between Unicast Delivery and MBMS Delivery.
==== End of Changes ====
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