Page 1



SA WG2 Meeting #102 
S2-141457
24 - 28 March 2014, St. Julian's, Malta












was S2-1411346
	CR-Form-v11

	CHANGE REQUEST

	

	
	23.303
	CR
	0042
	rev
	2
	Current version:
	12.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction to use of masks and filters

	
	

	Source to WG:
	Broadcom Corporation, Qualcomm Incorporated

	Source to TSG:
	S2

	
	

	Work item code:
	ProSe
	
	Date:
	2014-03-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	There is no description of Discovery Filter or ProSe Application Mask, and the concept of partial matching is ambiguous. 

	
	

	Summary of change:
	This CR defines the use of ProSe Application Mask and Discovery Filter. New subclauses are introduced to describe the Discovery Filter and ProSe Application Mask. Also partial matching is clarified.
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**** FIRST MODIFIED SECTION ****

4.6.4.2a
Discovery Filter

Discovery Filter consists of ProSe Application Codes, ProSe Application Masks and time to live (TTL) At least one of either ProSe Application Code or ProSe Application Mask shall be present. In addition, Discovery Filter contains one or more time to live (TTL). A TTL indicates for how long the related ProSe Application Code or Mask in the Discovery Filter is valid after it is received. 
A Discovery Filter is always provided to a monitoring UE by its HPLMN ProSe Function. It is used by the monitoring UE to selectively filter matching ProSe Application Codes received on the PC5 interface.
Discovery Filter without ProSe Application Mask can be used for identification of full match of the service indicated in ProSe Application Code. Discovery Filter with ProSe Application Mask allows partial matching of as many parts ofProSe Application Code as are contained in the ProSe Application Mask.
4.6.4.2b
ProSe Application Mask

A ProSe Application Mask is used for partial matching of ProSe Application Codes received on the PC5 interface. A ProSe Application Mask is contained in a Discovery Filter.
A ProSe Application Mask is a mask that contains one or more parts of applicable temporary identities of ProSe Application Codes to allow either full or partial matching of ProSe Application Codes.
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