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	Reason for change:
	Numbers that are recognized in the PLMN as emergency numbers are not always indicated to the UE as emergency numbers in practise. In order to align the TS with reality, it can not be required to provide the UE with emergency numbers.
Furthermore, in rare situations, a UE may be able to have voice calls on PS domain to any other address than a number it can't recognize as an emergency number. 
Not being able to make voice calls for emergency services while voice calls for non-emergency services succeed, is undesirable and may be cause to fail regulatory requirements in some countries.
Finally, when selecting a PLMN of a different country after receiving a rejection, the UE serves its user best by making a TS12.



	
	

	Summary of change:
	Clarify that numbers which are recognized in the PLMN as emergency numbers are not always indicated to the UE as emergency numbers. 

In H.2, a reference is made to 7.1.2. When referenced procedure and requirement "retry the call on that domain" are taken together, the UE appears to be required to make two (emergency) calls. A rewording is proposed.

Clarify that in exceptional case the UE attempts a TS12 in limited service mode while it normally would have attempted a TS11 (in normal service mode). Note that calls in limited service mode need not be supported in all juridictions, e.g. Japan.

	
	

	Consequences if not approved:
	In certain networks, where CS/VoLTE capable UEs are unable to obtain normal service (in the same country's) CS domain, the UEs can successfully complete a call to e.g. (human) neighbors. Yet VOLTE calls to numbers that connect to PSAPs but that are not provisioned as emergency numbers, will fail.
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	Other comments:
	


***** First change *****
H.1
General

This annex includes additional requirements and clarifications when the IP-CAN is a PS Domain supporting UTRAN and E-UTRAN radio access network.

If a PLMN supports other emergency numbers than those listed in TS 22.101 [8], and the UE is connected to the PLMN using UTRAN or E-UTRAN radio access network, then such emergency numbers may be provided to the UE via the mobility management procedures as described in TS 24.301 [33] and TS 24.008 [13].

For registration requests received from an emergency PDN connection, the P-CSCF shall reject any IMS registration which is not for the emergency purpose.

***** Next change *****
H.2
UE specific behaviour

For the specific case where the UE has selected to make an emergency call over EPS or GPRS the UE shall use the following procedures:

-
A UE shall establish an emergency PDN connection and perform an IMS emergency registration before initiating a UE detectable emergency session via UTRAN or E-UTRAN.

-
A UE shall not establish an emergency PDN connection if the UE initiated a non UE detectable emergency session and is subsequently informed by the network that the ongoing session is an emergency session.

NOTE 1:
If SRVCC is required in the network, an operator could download the local emergency numbers to avoid non UE detectable emergency sessions since UTRAN and E-UTRAN will not be able to identify emergency SRVCC handling without an emergency PDN connection

-
If the UE initiates a non UE detectable emergency session, and the session initiation request is rejected by the P‑CSCF with an indication that this is an emergency session, the UE shall apply subclause 7.1.2 with the following modifications and clarifications when selecting a domain for the emergency session, select a domain according to the requirements for domain priority and selection in clause H.5.
EXCEPTION: If the CS domain is selected in accordance with clause H.5, and the UE enters limited service state, then the UE s attempts an emergency call (i.e. TS 12, see TS 22.003 [26]) while in this state.

EXCEPTION: If the CS domain is selected in accordance with clause H.5, the PLMN of the CS domain is in a different country as the PLMN where the UE received the session rejection, then the UE attempts an emergency call (i.e. TS 12, see TS 22.003 [26]).

-
If the UE has not been authenticated in the PS domain, the UE shall initiate an IMS emergency session establishment without registration according to clause 7.4.

-
The UE shall include the latest available Cell Global Identification (CGI) in the IMS emergency request establishing the emergency call.

NOTE 2:
When using UTRAN, the UE is not always able to read the current cell identity and in some cases the UE can be connected to several cells simultaneously.

-
If the UE is required to include an equipment identifier (according to clauses 4.1 and 6.1) the equipment identifier shall be the IMEI.

-
For the media supported during IMS emergency sessions in TS 22.101 [8] clause 10.4, media codec and format support is specified in TS 26.114 [34].

