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	In the scope of ProSe feature in Rel-12, it is indicated that ProSe discovery identifies that ProSe-enabled UEs are in proximity, using E-UTRAN (with or without E-UTRAN) or EPC.
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· ProSe Application Code(s) of corresponding ProSe Application ID;
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· Security related content for ProSe Direct Discovery in Public safety.
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First Change

4.5.1.1.2.3
Provisioning for ProSe Direct Discovery and ProSe Direct Communication (Public Safety UE)

4.5.1.1.2.3.1
General

The content of clause 4.5.1.1.2.3 is applicable to ProSe-enabled Public Safety UEs only.

Clause 3 provides the definition of a ProSe-enabled Public Safety UE. To comply with international and national regulations, the HPLMN shall endeavour to ensure that the UE only uses the specific Public Safety capabilities in territories in which the HPLMN is authorised to permit such rights to the UE.

4.5.1.1.2.3.2
Additional provisioning information for ProSe Direct Discovery

In addition to the parameters indicated in clause 4.5.1.1.2.2, the ProSe-enabled Public Safety UE is provisioned with the following information:

1)
Authorisation policy when the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorised to perform ProSe Direct Discovery when "not served by E-UTRAN"

2)
ProSe Direct Discovery policy/parameters:

-
Include the parameters that enable the UE to perform open ProSe Direct Discovery when provisioned from DPF:

-
ProSe Application Code(s) of corresponding ProSe Application ID;
-
Discovery Filter(s), Filter ID of corresponding ProSe Application ID;
-
Include security related content for open ProSe Direct Discovery.

NOTE 2:
More details on the necessary security aspect will be defined in SA3 specifications.
3)
Radio parameters for when the UE is "not served by E-UTRAN":

-
Includes the radio parameters that need to be configured in the UE in order to be able perform ProSe Direct Discovery procedures when not "served by E-UTRAN". This includes e.g. frequency bands.

NOTE:
These parameters are defined in TS 36.300 [17].

4.5.1.1.2.3.3
Provisioning information for one-to-many ProSe Direct Communication

NOTE 1:
ProSe Direct Communication one-to-one is not specified in this version of the 3GPP specifications.
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