Page 1



SA WG2 Meeting #104
S2-142605
7-11 July 2014, Dublin, Ireland

	CR-Form-v11

	CHANGE REQUEST

	

	
	23.060
	CR
	1890
	rev
	-
	Current version:
	12.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Clarification on ISR for WLAN offloading control

	
	

	Source to WG:
	Samsung

	Source to TSG:
	SA WG2

	
	

	Work item code:
	UTRA_LTE_WLAN_interw-SA2
	
	Date:
	2014-7-7

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	In SA2 #103, it was agreed to use NAS-based solution for indicating WLAN offloadability for PDP context(s). To support different WLAN offloadabilities in different RATs (e.g., UTRAN and E-UTRAN), ISR shall not be applied to the MS with PDP context(s) allowed for WLAN offloading.
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5.3.21
Access network selection and traffic steering based on WLAN/3GPP Radio Interworking

As described in TS 36.300 [122], TS 36.331 [37] and TS 25.331 [52], UTRAN and E-UTRAN may provide RAN assistance parameters to the UE via RRC signalling. TS 23.401 [89] describes how the network provides to the MS the WLAN offloading permissions for the UE and PDP context in NAS signalling.

When the MS receives, as described in TS 23.401 [89] the indication of whether a PDP context is offloadable or not, the MS stores the indication. Upon performing inter-RAT mobility the MS shall not reset the stored indication unless it receives a new indication from the network. If the UE is in A/Gb mode, the UE does not use the indication received from SGSN or previously stored for as long as it is in A/Gb mode.
The SGSN shall not activate ISR for the MS if the MS has one or more PDP contexts which are offloadable to WLAN.
