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* * * * Start of 1st Change * * * *
4.4.2
UE

Any ProSe-enabled UE may support the following function:


-
Exchange of ProSe control information between ProSe-enabled UE and the ProSe Function over PC3 reference point.
The ProSe-enabled non-Public Safety UE may support the following function:

-
Procedures for open ProSe Direct Discovery of other ProSe-enabled UEs over PC5 reference point. 
The ProSe-enabled Public Safety UE may support the following functions:

-
Procedures for one-to-many ProSe Direct Communication over PC5 reference point.

-
Procedures to act as a ProSe UE-to-Network Relay. The Remote UE communicates with the ProSe UE-to-Network Relay over PC5 reference point. The Prose UE-to Network Relay uses layer-3 packet forwarding.

-
Exchange of control information between ProSe UEs over PC5 reference point, e.g. for UE-to-Network Relay detection and ProSe Direct Discovery.

-
Exchange of ProSe control information between another ProSe-enabled UE and the ProSe Function over PC3 reference point. In the ProSe UE-to-Network Relay case the Remote UE will send this control information over PC5 user plane to be relayed over the LTE-Uu interface towards the ProSe Function.

-
Configuration of parameters (e.g. including IP addresses, ProSe Layer-2 Group IDs, Group security material, radio resource parameters). These parameters can be pre-configured in the UE, or, if in coverage, provisioned by signalling over the PC3 reference point to the ProSe Function in the network.

* * * * End of Change * * * *
