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**** First Change ****

5.3.21
Access network selection and traffic steering based on WLAN/3GPP Radio Interworking

As described in TS 36.300 [122], TS 36.331 [37] and TS 25.331 [52], UTRAN and E-UTRAN may provide RAN assistance parameters to the UE via RRC signalling. TS 23.401 [89] describes how the network provides to the MS the WLAN offloading permissions for the UE and PDP context in NAS signalling.

For traffic steering decisions using procedures defined in TS 25.304 [51b] the SGSN may provide an offloadability indication of a PDN Connection to the UE. The SGSN may provide a per-RAT indication for the PDN connection, e.g. in case the indication is different for UTRAN and for E-UTRAN. If the SGSN provides a single indication, the UE shall apply such indication both to E-UTRAN and UTRAN.

The SGSN may provide an updated offloadability indication of a PDN Connection to the UE. This may be initiated by HSS as part of the Insert Subscriber Data procedure as described in clause 6.11.1.1. It can also be initiated by SGSN by invoking a PDP Context Modification Procedure as described in clause 9.2.3.1 or by adding the offloadability indication to a session management NAS message sent to the UE as part of an existing procedure.
The indication of whether a PDN connection is offloadable or not offloadable should be passed from the source to the target serving node in mobility management procedures from a SGSN to a MME/SGSN. This allows the target SGSN/MME to learn the indication previously provided to the UE and to decide the need for updating the indication.
When the MS receives, as described in TS 23.401 [89] the indication of whether a PDP context is offloadable or not, the MS stores the indication. Upon performing inter-RAT mobility the MS shall not reset the stored indication unless it receives a new indication from the network. If the UE is in A/Gb mode, the UE does not use the indication received from SGSN or previously stored for as long as it is in A/Gb mode.

**** Next Change ****

6.9.1.2.1
Intra SGSN Routeing Area Update

The Intra SGSN Routeing Area Update procedure is illustrated in Figure 32. This procedure applies for S4-SGSNs and for Gn/Gp SGSNs.
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Figure 32: Intra SGSN Routeing Area Update Procedure

1)
The MS sends a Routeing Area Update Request (P‑TMSI, old RAI, old P‑TMSI Signature, Update Type, MS Radio Access Capability, DRX parameters, MS Network Capability, additional P‑TMSI/RAI, Voice domain preference and UE's usage setting) to the SGSN. Update Type shall indicate RA update or periodic RA update. The BSS shall add the Cell Global Identity including the RAC and LAC of the cell where the message was received before passing the message to the SGSN, see TS 48.018 [78]. MS Radio Access Capability contains the MS GPRS multislot capabilities, supported frequency bands, etc as defined in TS 24.008 [13]. DRX Parameters are included if the MS has altered its DRX Parameters.


If the E‑UTRAN capable UE's TIN indicates "GUTI" and the UE holds a valid GUTI then the UE indicates the GUTI as the old P‑TMSI and old RAI. If the UE's TIN indicates "P‑TMSI" or "RAT‑related TMSI" and the UE holds a valid P‑TMSI and related RAI then these two elements are indicated as old P‑TMSI and old RAI. Mapping a GUTI to a P‑TMSI and an RAI is specified in TS 23.401 [89]. In this scenario of intra SGSN RAU, the TIN indicates "P‑TMSI" or "RAT-related TMSI".


If the E‑UTRAN capable UE holds a valid P‑TMSI and related RAI then the UE indicates these parameters as additional P‑TMSI/RAI, regardless whether the old P‑TMSI and old RAI indicate the same parameters or parameters mapped from a GUTI.


The Gn/Gp SGSN shall ignore this additional P‑TMSI/RAI.


The UE sets the voice domain preference and UE's usage setting according to its configuration, as described in clause 5.3.15.

2)
Security functions may be executed. These procedures are defined in clause "Security Function".

3)
The SGSN validates the MS's presence in the new RA. If, due to regional subscription restrictions, the MS is not allowed to be attached in the RA, or if subscription checking fails, the SGSN rejects the routeing area update with an appropriate cause. If all checks are successful, the SGSN updates the MM context for the MS. A new P‑TMSI may be allocated. A Routeing Area Update Accept (P‑TMSI, P‑TMSI Signature, IMS voice over PS Session Supported Indication, SMS-Supported) is returned to the MS. The IMS voice over PS Session Supported Indication is set as described in clause 5.3.8.


If ISR is activated for the MS when the S4-SGSN receives the Routeing Area Update Request in the intra SGSN scenario, the S4-SGSN should maintain ISR by indicating ISR Activated in the Routeing Area Update Accept message.


"SMS-Supported" is indicated to the MS when the HSS has indicated "SMS in SGSN Support". It indicates to the MS that it can obtain SMS services via PS domain NAS from the SGSN. An MS that needs only PS services and SMS services over NAS should not perform any procedures via CS domain when it can obtain SMS services via PS domain NAS from SGSN.



4)
If P‑TMSI was reallocated, the MS acknowledges the new P‑TMSI by returning a Routeing Area Update Complete message to the SGSN.

For some network sharing scenario (e.g. GWCN) if the PLMN-ID of the RAI supplied by the RNC is different from that of the RAI in the UE's context, then the SGSN shall informs the HLR.

If the routeing area update procedure fails a maximum allowable number of times, or if the SGSN returns a Routeing Area Update Reject (Cause) message, the MS shall enter IDLE state.

The CAMEL procedure calls shall be performed, see referenced procedure in TS 23.078 [8b] C1:

C1)
CAMEL_GPRS_Routeing_Area_Update_Session, CAMEL_PS_Notification and CAMEL_GPRS_Routeing_Area_Update_Context.
They are called in the following order:

-
The procedure CAMEL_GPRS_Routeing_Area_Update_Session is called once per session. It returns as a result "Continue".

-
Then the procedure CAMEL_PS_Notification is called once per session. It returns as a result "Continue".

-
Then the procedure CAMEL_GPRS_Routeing_Area_Update_Context is called once per PDP context. It returns as a result "Continue".

**** Next Change ****

6.9.1.2.2
Inter SGSN Routeing Area Update

The Inter SGSN Routeing Area Update procedure is illustrated in Figure 33 for mobility between two Gn/Gp SGSNs and for mobility from S4-SGSN to Gn/Gp SGSN. The Inter SGSN Routeing Area Update procedure between two S4-SGSNs shows differences for the steps in the boxes (A) and (B). The Inter SGSN Routeing Area Update procedure from Gn/Gp SGSN to S4-SGSN shows differences for the steps in the box (B). These different step descriptions of the boxes are described in clause "Inter SGSN Routeing Area Update and Combined Inter SGSN RA / LA Update using S4".
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Figure 33: Inter SGSN Routeing Area Update Procedure

NOTE 1:
All steps in figure 33, except steps 2, 4, and 6, are common for architecture variants using Gn/Gp based and S4 based SGSN. For specific interaction with S4 based SGSN, procedure steps (A) and (B) are defined in the clause 6.9.1.2.2a.

1)
The MS sends a Routeing Area Update Request (old RAI, old P‑TMSI Signature, Update Type, MS Radio Access Capability, DRX parameters, MS Network Capability, additional P‑TMSI/RAI, Voice domain preference and UE's usage setting) to the new SGSN. Update Type shall indicate RA update or periodic RA update. The BSS shall add the Cell Global Identity including the RAC and LAC of the cell where the message was received before passing the message to the SGSN. MS Radio Access Capability contains the MS GPRS multislot capabilities, supported frequency bands, etc. as defined in TS 24.008 [13]. DRX Parameters are included if the MS has altered its DRX Parameters.


If the E‑UTRAN capable UE's TIN indicates "GUTI" and the UE holds a valid GUTI then the UE indicates the GUTI as the old P‑TMSI and old RAI. If the UE's TIN indicates "P‑TMSI" or "RAT‑related TMSI" and the UE holds a valid P‑TMSI and related RAI then these two elements are indicated as old P‑TMSI and old RAI. Mapping a GUTI to a P‑TMSI and an RAI is specified in TS 23.401 [89]. In this scenario of inter SGSN RAU, the TIN indicates "P‑TMSI" or "RAT‑related TMSI".


If the E‑UTRAN capable UE holds a valid P‑TMSI and related RAI then the UE indicates these parameters as additional P‑TMSI/RAI, regardless whether the old P‑TMSI and old RAI indicate the same parameters or parameters mapped from a GUTI.


The Gn/Gp SGSN shall ignore this additional P‑TMSI/RAI.


The UE sets the voice domain preference and UE's usage setting according to its configuration, as described in clause 5.3.15.

2)
The new SGSN sends SGSN Context Request (old RAI, TLLI, old P‑TMSI Signature, New SGSN Address) to the old SGSN to get the MM and PDP contexts for the MS. If the new SGSN provides functionality for Intra Domain Connection of RAN Nodes to Multiple CN Nodes, the new SGSN may derive the old SGSN from the old RAI and the old P-TMSI (or TLLI) and send the SGSN Context Request message to this old SGSN. Otherwise, the new SGSN derives the old SGSN from the old RAI. In any case the new SGSN will derive an SGSN that it believes is the old SGSN. This derived SGSN is itself the old SGSN, or it is associated with the same pool area as the actual old SGSN and it will determine the correct old SGSN from the P-TMSI (or TLLI) and relay the message to that actual old SGSN. The old SGSN validates the old P‑TMSI Signature and responds with an appropriate error cause if it does not match the value stored in the old SGSN. This should initiate the security functions in the new SGSN. If the security functions authenticate the MS correctly, the new SGSN shall send an SGSN Context Request (old RAI, TLLI, MS Validated, New SGSN Address) message to the old SGSN. MS Validated indicates that the new SGSN has authenticated the MS. If the old P‑TMSI Signature was valid or if the new SGSN indicates that it has authenticated the MS, the old SGSN stops assigning SNDCP N‑PDU numbers to downlink N‑PDUs received, and responds with SGSN Context Response (MM Context, PDP Contexts, Negotiated Evolved ARP). If the MS is not known in the old SGSN, the old SGSN responds with an appropriate error cause. The old SGSN stores New SGSN Address, to allow the old SGSN to forward data packets to the new SGSN. Each PDP Context includes the SNDCP Send N‑PDU Number for the next downlink N‑PDU to be sent in acknowledged mode to the MS, the SNDCP Receive N‑PDU Number for the next uplink N‑PDU to be received in acknowledged mode from the MS, the GTP sequence number for the next downlink N‑PDU to be sent to the MS and the GTP sequence number for the next uplink N‑PDU to be tunnelled to the GGSN. The old SGSN starts a timer and stops the transmission of N-PDUs to the MS. The new SGSN shall ignore the MS Network Capability contained in MM Context of SGSN Context Response only when it has previously received an MS Network Capability in the Routeing Area Request.


SNDCP and GTP sequence numbers are not relevant for a new S4-SGSN if provided by an old Gn/Gp SGSN and need not to be provided by an old S4-SGSN as the EPS network shall not configure usage of "delivery order required" and no acknowledged mode NSAPIs (SNDCP) as described in clause "Network Configuration for Interaction with E-UTRAN and S4-SGSNs".

3)
Security functions may be executed. These procedures are defined in clause "Security Function". Ciphering mode shall be set if ciphering is supported. If the SGSN Context Response message did not include IMEISV and ADD is supported by the SGSN, the SGSN retrieves the IMEISV from the MS.


If the security functions fail (e.g. because the SGSN cannot determine the HLR address to establish the Send Authentication Info dialogue), the Inter SGSN RAU Update procedure fails. A reject shall be returned to the MS with an appropriate cause.

4)
The new SGSN sends an SGSN Context Acknowledge message to the old SGSN. This informs an old Gn/Gp SGSN that the new SGSN is ready to receive data packets belonging to the activated PDP contexts. Only old Gn/Gp SGSNs may forward data to a new Gn/Gp or S4-SGSN.


The old SGSN marks in its context that the MSC/VLR association and the information in the GGSNs and the HLR are invalid. This triggers the MSC/VLR, the GGSNs, and the HLR to be updated if the MS initiates a routeing area update procedure back to the old SGSN before completing the ongoing routeing area update procedure. If the security functions do not authenticate the MS correctly, then the routeing area update shall be rejected, and the new SGSN shall send a reject indication to the old SGSN. The old SGSN shall continue as if the SGSN Context Request was never received.

5)
Only old Gn/Gp SGSNs may forward data to a new SGSN. An old Gn/Gp SGSN duplicates the buffered N‑PDUs and starts tunnelling them to the new SGSN. Additional N‑PDUs received from the GGSN before the timer described in step 2 expires are also duplicated and tunnelled to the new SGSN. N‑PDUs that were already sent to the MS in acknowledged mode and that are not yet acknowledged by the MS are tunnelled together with the SNDCP N‑PDU number. No N‑PDUs shall be forwarded to the new SGSN after expiry of the timer described in step 2.


SNDCP N-PDU numbers are not relevant for S4-SGSNs as the network shall not configure usage of acknowledged mode NSAPIs (SNDCP) as described in clause "Network Configuration for Interaction with E-UTRAN and S4-SGSNs". A new S4-SGSN indicates reserved TEID and IP address parameters from an SGW to an old Gn/Gp SGSN so that the old Gn/Gp SGSN can forward data packets when needed. The SGW discards any packets received from old Gn/Gp SGSN.

6)
The new SGSN sends Update PDP Context Request (new SGSN Address, TEID, QoS Negotiated, Negotiated Evolved ARP, serving network identity, CN Operator Selection Entity, CGI/SAI, User CSG Information, RAT type, MS Info Change Reporting support indication, NRSN) to the GGSNs concerned. The SGSN shall send the serving network identity and the CN Operator Selection Entity to the GGSN. The CN Operator Selection Entity indicates whether the Serving Network has been selected by the UE or by the network. NRSN indicates SGSN support of the network requested bearer control. The inclusion of the Negotiated Evolved ARP IE indicates that the SGSN supports the Evolved ARP feature. If the new SGSN did not receive a Negotiated Evolved ARP IE in the SGSN Context Response message from the old SGSN then the new SGSN shall derive this value from the Allocation/Retention Priority of the QoS profile negotiated according to Annex E of TS 23.401 [89]. The GGSNs update their PDP context fields and return Update PDP Context Response (TEID, Prohibit Payload Compression, APN Restriction, MS Info Change Reporting Action, CSG Information Reporting Action, BCM, Negotiated Evolved ARP). The GGSN sets the Negotiated Evolved ARP based on local policy or PCC. The Allocation/Retention Priority of the QoS Profile Negotiated is derived from the Evolved ARP according to the mapping principles of TS 23.401 [89] Annex E. The Prohibit Payload Compression indicates that the SGSN should negotiate no data compression for this PDP context. User CSG Information includes CSG ID, access mode and CSG membership indication. The SGSN shall apply the Negotiated Evolved ARP if received from the GGSN.

7)
The new SGSN informs the HLR of the change of SGSN by sending Update Location (SGSN Number, SGSN Address, IMSI, IMEISV, UE SRVCC capability, Registration For SMS Request) to the HLR. IMEISV is sent if the ADD function is supported. If the S6d interface is used between S4-SGSN and HSS, a parameter "SMS in SGSN offered" is included in the Update Location message, otherwise this parameter is included in the Insert Subscriber Data Ack (Step 9). "SMS in SGSN offered" indicates that the SGSN supports SMS services via SGSN.


If the MS performs the Routeing Area Update procedure in a VPLMN supporting Autonomous CSG Roaming and the HPLMN has enabled Autonomous CSG Roaming in the VPLMN (via Service Level Agreement) and the SGSN needs to retrieve the CSG subscription information of the MS from the CSS, the SGSN initiates the Update CSG Location Procedure with CSS as described in clause 6.16.

8)
The HLR sends Cancel Location (IMSI, Cancellation Type) to the old SGSN with Cancellation Type set to Update Procedure. If the timer described in step 2 is not running, the old SGSN removes the MM and PDP contexts/EPS Bearer Contexts and an old S4-SGSN releases in addition the S‑GW resources when the new SGSN is a Gn/Gp SGSN or when an S‑GW change is performed. GTPv1 SGSN context transfer signalling indicates to the old S4-SGSN that the new SGSN is a Gn/Gp SGSN, which does not signal any S‑GW change. When the timer described in step 2 is running, the MM and PDP/EPS Bearer Contexts and any affected S‑GW resources are removed when the timer expires and the SGSN received a Cancel Location. The old S4-SGSN deletes S-GW bearer resources by sending Delete Session Request (Cause, Operation Indication) messages to the SGW. If ISR is activated the Cause indicates that the old S-GW shall delete the bearer resources on the other old CN node by sending Delete Bearer Request message to the other CN node. The Operation Indication flag is not set by the old S4-SGSN. This indicates to the S-GW that the S‑GW shall not initiate a delete procedure towards the PDN GW.


When the timer described in step 2 expires and no Cancel Location was received the S4-SGSN removes the PDP contexts/EPS Bearer Contexts but preserves the MM context.


The timer started in step 2 allows the old SGSN to complete the forwarding of N‑PDUs. It also ensures that the MM and PDP contexts/EPS Bearer Contexts are kept in the old SGSN in case the MS initiates another inter-SGSN routeing area update before completing the ongoing routeing area update to the new SGSN. The old SGSN acknowledges with Cancel Location Ack (IMSI).

9)
The HLR sends Insert Subscriber Data (IMSI, Subscription Data) to the new SGSN. The new SGSN validates the MS's presence in the (new) RA. If due to regional subscription restrictions or access restrictions the MS is not allowed to be attached in the RA, the SGSN rejects the Routeing Area Update Request with an appropriate cause, and may return an Insert Subscriber Data Ack (IMSI, SGSN Area Restricted) message to the HLR. If all checks are successful, the SGSN constructs an MM context for the MS and returns an Insert Subscriber Data Ack (IMSI, SMS in SGSN offered) message to the HLR. The "SMS in SGSN offered" indicates that the SGSN supports SMS services via SGSN. If the S6d interface is used between S4-SGSN and HSS the messages "Insert Subscriber Data" and "Insert Subscriber Data Ack" are not used. Instead, the Subscription Data is sent by HSS in the message Update Location Ack (Step 10).

10)
The HLR acknowledges the Update Location by sending Update Location Ack (IMSI, GPRS Subscriber Data (only if S6d interface is used)) to the new SGSN.

11)
The new SGSN validates the MS's presence in the new RA. If due to roaming restrictions or access restrictions the MS, is not allowed to be attached in the SGSN, or if subscription checking fails, the new SGSN rejects the routeing area update with an appropriate cause. If all checks are successful, the new SGSN constructs MM and PDP contexts/EPS Bearer Contexts for the MS. A logical link is established between the new SGSN and the MS. The new SGSN responds to the MS with Routeing Area Update Accept (P‑TMSI, P‑TMSI Signature, Receive N‑PDU Number, IMS voice over PS Session Supported Indication, SMS-Supported). Receive N‑PDU Number contains the acknowledgements for each acknowledged-mode NSAPI used by the MS, thereby confirming all mobile-originated N‑PDUs successfully transferred before the start of the update procedure. The IMS voice over PS Session Supported Indication is set as described in clause 5.3.8.


ISR Activated is never indicated to the MS in case of inter SGSN RAU as described in TS 23.401 [89]. The E‑UTRAN capable UE sets its TIN to "P‑TMSI" or "RAT‑related TMSI" as described for Routing Area Update procedures in TS 23.401 [89].


"SMS-Supported" is indicated to the MS when the HSS has indicated "SMS in SGSN Support". It indicates to the MS that it can obtain SMS services via PS domain NAS from the SGSN.




In Iu mode, if after step 6 the new SGSN receives a Downlink Data Notification message or any other downlink signalling message while the MS is still connected, the new SGSN may prolong the PS signalling connection with the MS.

12)
The MS acknowledges the new P‑TMSI by returning a Routeing Area Update Complete (Receive N‑PDU Number) message to the SGSN. Receive N‑PDU Number contains the acknowledgements for each acknowledged-mode NSAPI used by the MS, thereby confirming all mobile-terminated N‑PDUs successfully transferred before the start of the update procedure. If Receive N‑PDU Number confirms reception of N‑PDUs that were forwarded from the old SGSN, these N‑PDUs shall be discarded by the new SGSN. LLC and SNDCP in the MS are reset.

For a rejected routeing area update operation, due to regional subscription, roaming restrictions, access restrictions (see TS 23.221 [80] and TS 23.008 [79]) or because the SGSN cannot determine the HLR address to establish the locating updating dialogue, the new SGSN should not construct an MM context. In the case of receiving the subscriber data from HLR, the new SGSN may construct an MM context and store the subscriber data for the MS to optimize signalling between the SGSN and the HLR. A reject shall be returned to the MS with an appropriate cause. Upon return to idle, the MS shall act according to TS 23.122 [7b].

If the new SGSN is unable to update the PDP context/EPS Bearer Context in one or more GGSNs/P‑GWs, the new SGSN shall deactivate the corresponding PDP contexts/EPS Bearer Contexts as described in clause "SGSN-initiated PDP Context Deactivation Procedure". This shall not cause the SGSN to reject the routeing area update.

The PDP Contexts/EPS Bearer Contexts shall be sent from old to new SGSN in a prioritized order, i.e. the most important PDP Context/EPS Bearer Context first in the SGSN Context Response message. (The prioritization method is implementation dependent, but should be based on the current activity).

The new SGSN shall determine the Maximum APN restriction based on the received APN Restriction of each PDP context/EPS Bearer Context from the GGSN/P‑GW or old S4-SGSN and then store the new Maximum APN restriction value.

If the new SGSN is unable to support the same number of active PDP contexts as received from old SGSN, the new SGSN should use the prioritisation sent by old SGSN as input when deciding which PDP contexts/EPS Bearer Contexts to maintain active and which ones to delete. In any case, the new SGSN shall first update all contexts in one or more GGSNs/P‑GWs and then deactivate the context(s) that it cannot maintain as described in clause "SGSN-initiated PDP Context Deactivation Procedure". This shall not cause the SGSN to reject the routeing area update.

If the timer described in step 2 expires and no Cancel Location (IMSI) was received from the HLR, the old SGSN stops forwarding N‑PDUs to the new SGSN.

If the routeing area update procedure fails a maximum allowable number of times, or if the SGSN returns a Routeing Area Update Reject (Cause) message, the MS shall enter IDLE state.

If "SMS-Supported" is indicated to the MS, the MS should not initiate Location Update or IMSI attach with the MSC for only obtaining SMS services as SMS services via PS domain NAS are provided by the SGSN.

The CAMEL procedure calls shall be performed, see referenced procedures in TS 23.078 [8b]:

C1)
CAMEL_GPRS_PDP_Context_Disconnection, CAMEL_GPRS_Detach and CAMEL_PS_Notification.
They are called in the following order:

-
The CAMEL_GPRS_PDP_Context_Disconnection procedure is called several times: once per PDP context. The procedure returns as result "Continue".

-
Then the CAMEL_GPRS_Detach procedure is called once. The procedure returns as result "Continue".

-
Then the CAMEL_PS_Notification procedure is called once. The procedure return as result "Continue".

C2)
CAMEL_GPRS_Routeing_Area_Update_Session and CAMEL_PS_Notification.
They are called in the following order:

-
The CAMEL_GPRS_Routeing_Area_Update_Session procedure is called. The procedure returns as result "Continue".

-
Then the CAMEL_PS_Notification procedure is called. The procedure returns as result "Continue".

C3)
CAMEL_GPRS_Routeing_Area_Update_Context.
This procedure is called several times: once per PDP context. It returns as result "Continue".

**** Next Change ****

9.2.3.0
General

Modification procedures modify parameters that were negotiated during an activation procedure for one or several PDP contexts. An MS, a GGSN, a P‑GW, an SGSN, a PCRF, or an RNC can request or initiate a modification procedure. The Modification procedures may possibly be triggered by the HLR as explained in clause "Insert Subscriber Data Procedure" or by an RNC in a RAB Release or an RNC-initiated RAB Modification procedure. An MS and SGSN can also decide about modification procedures after an RNC-initiated Iu release.

The following parameters can be modified:

-
QoS Negotiated;

-
Negotiated Evolved ARP;

-
Radio Priority;

-
Packet Flow Id;

-
PDP Address (in case of the GGSN-initiated modification procedure);

-
TFT (in case of MS- or GGSN or PDN GW-initiated modification procedure);

-
Protocol Configuration Options (in case of MS and GGSN-initiated modification procedure);

-
BCM (in case of GGSN-initiated or PDN GW-initiated modification procedure);

-
Usage of Direct Tunnel;

-
APN-AMBR; and

-
indication for one or more 3GPP RATs of whether the PDP context can be offloaded to WLAN.

The SGSN can request the modification of parameters by sending a Modify PDP Context Request message to the MS.

A GGSN can request the modification of parameters by sending an Update PDP Context Request message to the SGSN.

A P‑GW can request the modification of parameters by sending an Update Bearer Request message to the S‑GW.

An MS can request the modification of parameters by sending a Modify PDP Context Request message to the SGSN.

An RNC can request an Iu release by sending an Iu Release Request message to the SGSN. After Iu release the MS and SGSN shall modify the PDP contexts according to the rules defined in clause "RNC-Initiated PDP Context Modification Procedure".

An RNC can request the release of a radio access bearer. After RAB release the MS and the SGSN shall locally modify the corresponding PDP context according to rules defined in the clause "RAB Release-Initiated Local PDP Context Modification Procedure".

A trace may be activated while a PDP context is active. To enable trace activation in a GGSN, the SGSN shall send an Update PDP Context Request message to the GGSN. To enable trace activation in a P‑GW, the SGSN shall send an Update Bearer Request message to the S‑GW. If PDP context modification is performed only to activate a trace, the SGSN shall not send a Modify PDP Context Request message to the MS.

When the APN restriction value configured in the GGSN/P‑GW is modified, the GGSN/P-GW applies the new APN restriction value to new PDP contexts/EPS bearers. Existing PDP contexts/EPS bearers continue to use the previous APN restriction value.

If the GGSN has stored information that the current SGSN supports the reporting of CGI/SAI/RAI and/or user CSG information changes, to enable or disable CGI/SAI/RAI and/or user CSG information change reporting for an already active PDP context, the GGSN shall send an Update PDP Context Request message to the SGSN. The SGSN shall behave according to clause 15.1.1a.

If the P‑GW has stored information that the current S4-SGSN supports the reporting of CGI/SAI/RAI and/or user CSG information changes, to enable or disable CGI/SAI/RAI and/or user CSG information change reporting for an already active EPS Bearer, the P‑GW shall send an Update Bearer Request message to the S‑GW. The S4-SGSN shall behave according to clause 15.1.1a.

An RNC may request the modification of some negotiated RAB related QoS parameters by sending a RAB Modify Request.

For S4-based SGSNs the SGSN-Initiated PDP Context Modification can be used in the following use case:

-
HSS initiated subscribed QoS modification, where typically QoS related parameters are changed. The parameters that may be modified are EPS Bearer QoS of the default bearer and APN-AMBR.

-
A handover or RAU from Gn/Gp SGSN to S4-SGSN, if the S4-SGSN detects that the mapped EPS subscribed QoS profile (i.e. the subscribed QoS profile mapped according to TS 23.401 [89], Annex E) of the default bearer is different from the EPS Subscribed QoS profile received from the HSS.

**** Next Change ****

13.1
HLR/HSS

IMSI is the prime key to the subscription data stored in the HLR/HSS. There may be several sets of PS subscription data per IMSI. This is illustrated in Figure 93.
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Figure 93: Subscription Data

As Figure 93 indicates, the PS subscription data is at the same level as basic services. Each PDP subscription is seen as a basic service. Supplementary services are provisioned as part of the overall subscription. Activation of SSs is either at the basic service level (SS1) or at the overall subscription level (SS2).

Table 5 shows the GPRS/EPS subscription data contained in the HLR/HSS.

Table 5: HLR/HSS GPRS/EPS Subscription Data

	Field
	Description

	IMSI
	IMSI is the main reference key.

	MSISDN
	The basic MSISDN of the MS. (Presence of the MSISDN is optional).

	SGSN Number
	The SS7 number of the SGSN currently serving this MS.

	SGSN Address
	The IP address of the SGSN currently serving this MS.

	Subscribed Charging Characteristics
	The charging characteristics for the MS, e.g. normal, prepaid, flat-rate, and/or hot billing subscription.

	Trace Reference
	Identifies a record or a collection of records for a particular trace.

	Trace Type
	Indicates the type of trace, e.g. MSC/BSS trace, HLR trace, and/or SGSN/GGSN/BSS trace.

	OMC Identity
	Identifies the OMC that shall receive the trace record(s).

	SMS Parameters
	SMS-related parameters, e.g. operator-determined barring.

	MS PS Purged for GPRS
	Indicates that the MM and PDP contexts of the MS are deleted from the SGSN.

	MNRG
	Indicates that the MS is not reachable through an SGSN, and that the MS is marked as not reachable at the SGSN and possibly at the GGSN.

	GGSN‑list
	The GSN number and optional IP address pair related to the GGSN that shall be contacted when activity from the MS is detected and MNRG is set. The GSN number shall be either the number of the GGSN or the protocol-converting GSN as described in the clauses "MAP-based GGSN-HLR Signalling" and "GTP and MAP-based GGSN‑HLR Signalling".

	GPRS‑CSI
	Optional GPRS CAMEL subscription information, see TS 23.016 [5b]

	MG-CSI
	Optional Mobility Management for GPRS CAMEL subscription information, see TS 23.016 [5b].

	APN-OI Replacement
	Indicates the domain name to replace the APN-OI when constructing the GGSN/PDN GW FQDN upon which to perform a DNS resolution. This replacement applies for all the APNs in the subscriber's profile. See TS 23.003 [4] clause 9.1.2 for more information on the format of domain names that are allowed in this field.

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.

	Access Restriction
	Indicates the access restriction subscription information. (Note, the access restriction applies to both packet and circuit oriented services).

	IMEI
	International Mobile Equipment Identity

	SVN
	Software Version Number

	RFSP Index
	An index to specific RRM configuration in the UTRAN/GERAN

	CSG Subscription Data
	The CSG Subscription Data is a list of CSG IDs per PLMN and for each CSG ID optionally an associated expiration date which indicates the point in time when the subscription to the CSG ID expires; an absent expiration date indicates unlimited subscription.

For a CSG ID that can be used to access specific PDNs via Local IP Access, the CSG ID entry includes the corresponding APN(s).

	VPLMN LIPA Allowed
	Specifies per PLMN whether the UE is allowed to use LIPA.

	Subscribed UE-AMBR
	The Maximum Aggregated uplink and downlink MBRs to be shared across all Non-GBR PDP contexts according to the subscription of the user.

	URRP-SGSN UE
	Reachability Request Parameter indicating that UE activity notification from SGSN has been requested by the HLR/HSS.

	Homogenous Support of IMS Voice over PS Sessions for SGSN
	Indicates per UE and SGSN if "IMS Voice over PS Sessions" is homogeneously supported in all RAs in the serving SGSN or homogeneously not supported, or, support is non-homogeneous/unknown, see clause 5.3.8A.

	Subscribed periodic RAU/TAU Timer
	Indicates a subscribed periodic RAU/TAU timer value.

	UE-SRVCC-Capability
	Indicates whether the UE is UTRAN/GERAN SRVCC capable or not.

	Each subscription profile may also contain one or more APN configurations:

	PDP/EPS Bearer Context Identifier
	Index of the PDP/EPS Bearer context.

	PDP Type
	PDP type, e.g. PPP or IP (IPv4, IPv6, IPv4v6).

	PDP Address
	PDP address, e.g., an IP address. This field shall be empty if dynamic addressing is allowed.

	APN-OI Replacement
	APN level APN-OI Replacement which has the same role as the UE level APN-OI Replacement but with higher priority than UE level APN-OI Replacement. This is an optional parameter. When available, it shall be used to construct the GGSN/PDN GW FQDN instead of UE level APNOI Replacement. See TS 23.003 [4] clause 9.1.2 for more information on the format of domain names that are allowed in this field.

	Access Point Name
	A label according to DNS naming conventions describing the access point to the packet data network. For S4-SGSN the APN to be used as default APN is indicated.

	SIPTO permissions
	Indicates whether the traffic associated with this APN is prohibited for SIPTO, allowed for SIPTO excluding SIPTO at the local network, allowed for SIPTO including SIPTO at the local network or allowed for SIPTO at the local network only (NOTE 2).

	LIPA permissions
	Indicates whether the PDN can be accessed via Local IP Access. Possible values are: LIPA-prohibited, LIPA-only and LIPA-conditional.

	WLAN offloadability
	Indicates whether the traffic associated with this APN is allowed to be offloaded to WLAN using the WLAN/3GPP Radio Interworking feature or if it shall be kept on 3GPP access (see clause 5.3.21). The indication may contain separate values per RAT (E-UTRA and UTRA).

	QoS Profile Subscribed
	The quality of service profile subscribed. QoS Profile Subscribed is the default level if a particular QoS profile is not requested. . QoS Profile Subscribed is also the maximum QoS per PDP context to the associated APN.

	Subscribed Evolved ARP
	The Subscribed Evolved ARP for PDP contexts associated with the APN.

	VPLMN Address Allowed
	Specifies per VPLMN whether the MS is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.

	PDP/EPS Bearer context Charging Characteristics
	The charging characteristics of this PDP/EPS Bearer context, e.g. normal, prepaid, flat-rate, and/or hot billing.

	EPS subscribed QoS profile
	The EPS bearer level QoS parameter values for that APN's default bearer (QCI and ARP)

	APN-AMBR
	The maximum aggregated uplink and downlink MBR values to be shared across all Non-GBR EPS bearers, which are established for this APN.

	P‑GW/GGSN address
	The address currently used for the P‑GW/GGSN supporting this APN


NOTE 1:
IMEI and SVN are stored in HLR/HSS when the Automatic Device Detection feature is supported, see clause 15.5.

NOTE 2:
In this specification, the values "prohibited for SIPTO" and " allowed for SIPTO excluding SIPTO at the local network" correspond to the pre Rel‑12 values "prohibited for SIPTO" and "allowed for SIPTO". Actual coding of these values belongs to Stage 3 domain.

An expired CSG subscription should not be removed from the HLR/HSS subscription data before it is removed from the MS's Allowed CSG list or Operator CSG list. When a CSG subscription is cancelled it should be handled as an expired subscription in HLR/HSS subscription data to allow for removing it from MS's Allowed CSG list or Operator CSG list first.

If the LIPA permission and SIPTO permission flags are both included for a particular APN, they shall be set in a consistent manner, e.g. if the LIPA permission is set to LIPA-only or LIPA-conditional, the SIPTO permission shall be set to SIPTO-prohibited. Conversely, if the SIPTO permission indicates the APN is a SIPTO-allowed APN, the LIPA permission shall be set to LIPA-prohibited. A SIPTO-allowed APN is an APN for which the SIPTO permission is set to allowed for SIPTO excluding SIPTO at the local network, allowed for SIPTO including SIPTO at the local network or allowed for SIPTO at the local network only.

**** Next Change ****

13.2.3
Context fields for one MS

Table 6: SGSN MM and PDP/EPS Bearer Contexts

	Field
	Description
	A/Gb mode
	Iu mode

	IMSI
	IMSI is the main reference key.
	X
	X

	IMSI-unauthenticated-indicator
	This is an IMSI indicator to show the IMSI is unauthenticated.
	
	X

	MM State
	Mobility management state, IDLE, STANDBY, READY, PMM‑DETACHED, PMM‑IDLE, or PMM‑CONNECTED.
	X
	X

	P‑TMSI
	Packet Temporary Mobile Subscriber Identity.
	X
	X

	P‑TMSI Signature
	A signature used for identification checking purposes.
	X
	X

	IMEI
	International Mobile Equipment Identity
	X
	X

	SVN
	Software Version Number (stored by SGSNs supporting the "Provision of UE Specific Behaviour Information to Network Entities" feature as defined in TS 23.195 [76].) or the "Automatic Device Detection" feature, see clause 15.5.
	3)
	X

	MSISDN
	The basic MSISDN of the MS. The presence is dictated by its storage in the HLR/HSS.
	X
	X

	Routeing Area
	Current routeing area.
	X
	X

	Cell Identity
	Current cell in READY state, last known cell in STANDBY or IDLE state.
	X
	

	Cell Identity Age
	Time elapsed since the last LLC PDU was received from the MS at the SGSN.
	X
	

	Service Area Code
	Last known SAC when initial UE message was received or Location Reporting procedure was executed.
	
	X

	Service Area Code Age
	Time elapsed since the last SAC was received at the 3G‑SGSN.
	
	X

	CSG ID
	Last known CSG ID when the UE was active.
	
	X

	CSG membership
	Last known CSG membership of the MS when the UE was active.
	
	X

	Access mode
	Access mode of last known Cell Identity when the UE was active.
	
	X

	VLR Number
	The VLR number of the MSC/VLR currently serving this MS.
	X
	X

	New SGSN Address
	The IP address of the new SGSN where buffered and not sent N‑PDUs should be forwarded to.
	X
	X

	Authentication Vectors
	Authentication and ciphering parameters (authentication triplets or quintets).
	X
	X

	Kc
	Currently used A/Gb mode ciphering key.
	X
	2)

	CKSN
	Ciphering key sequence number of Kc.
	X
	2)

	Ciphering algorithm
	Selected ciphering algorithm.
	X
	X

	CK 
	Currently used Iu mode ciphering key.
	1)
	X

	IK 
	Currently used Iu mode integrity key.
	1)
	X

	KSI
	Key Set Identifier.
	1)
	X

	MS Radio Access Capability
	MS, mostly GERAN, radio access capabilities.
	X
	

	MS Radio Access Capabilities for other RATs
	MS's Radio access capabilities for UTRAN, E-UTRAN, etc (needed only for PS handover support)
	X
	

	MS Classmark 2
	GERAN/UTRAN CS domain core network Classmark (used if the MS supports SRVCC to GERAN or UTRAN)
	X
	X

	MS Classmark 3
	GERAN CS domain radio network Classmark (used if the MS supports SRVCC to GERAN)
	X
	X

	Supported Codecs
	List of codecs supported in the CS domain (used if the MS supports SRVCC to GERAN or UTRAN, see TS 23.216 [101])
	X
	X

	MS Network Capability
	MS network capabilities.
	X
	X

	UE Network Capability
	Core network capabilities (stored if the UE supports E-UTRAN)
	X
	X

	Higher bitrates than 16 Mbps flag
	Indicates whether assignment of higher bitrates than 16 Mbps is "allowed" (for UE supporting Rel‑7 or higher release) or "not allowed" (for UE supporting Rel‑6 or lower release)
	X
	X

	DRX Parameters
	Discontinuous reception parameters.
	X
	X

	MNRG
	Indicates whether activity from the MS shall be reported to the HLR.
	X
	X

	NGAF
	Indicates whether activity from the MS shall be reported to the MSC/VLR.
	X
	X

	PPF
	Indicates whether paging for PS and CS services can be initiated.
	X
	X

	Subscribed Charging Characteristics
	The charging characteristics for the MS, e.g. normal, prepaid, flat-rate, and/or hot billing subscription.
	X
	X

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [83]). 
	
	4)

	Trace Reference
	Identifies a record or a collection of records for a particular trace.
	X
	X

	Trace Type
	Indicates the type of trace.
	X
	X

	Trigger Id
	Identifies the entity that initiated the trace.
	X
	X

	OMC Identity
	Identifies the OMC that shall receive the trace record(s).
	X
	X

	SMS Parameters
	SMS-related parameters, e.g. operator-determined barring.
	X
	X

	Recovery
	Indicates if HLR/HSS or VLR is performing database recovery.
	X
	X

	Radio Priority SMS
	The RLC/MAC radio priority level for uplink SMS transmission.
	X
	

	Access Restriction
	The access restriction subscription information.
	X
	X

	GPRS‑CSI
	Optional GPRS CAMEL subscription information, see TS 23.016 [5b]
	X
	X

	MG-CSI
	Optional Mobility Management for GPRS CAMEL subscription information, see TS 23.016 [5b].
	X
	X

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.
	X
	X

	APN-OI Replacement
	Indicates the domain name to replace the APN-OI when constructing the GGSN/PDN GW FQDN upon which to perform a DNS resolution. See TS 23.003 [4] clause 9.1.2 for more information on the format of domain names that are allowed in this field.
	X
	X

	Subscribed UE-AMBR
	The Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR PDP contexts/bearers according to the subscription of the user.
	X
	X

	UE-AMBR
	The currently used Maximum Aggregated uplink and downlink MBR values to be shared across all Non-GBR PDP context/bearers.
	X
	X

	APN Subscribed
	The APN received from the HLR/HSS. For S4-SGSN the APN to be used as default APN is indicated.
	X
	X

	CSG Subscription Data
	The CSG Subscription Data is associated lists of CSG IDs for the visiting PLMN and the equivalent PLMNs of the visiting PLMN and for each CSG ID optionally an associated expiration date which indicates the point in time when the subscription to the CSG ID expires; an absent expiration date indicates unlimited subscription.

For a CSG ID that can be used to access specific PDNs via Local IP Access, the CSG ID entry includes the corresponding APN(s).
	
	X

	LIPA Allowed
	Specifies whether the UE is allowed to use LIPA in this PLMN.
	
	X

	MME IP Address for S3
	IP address of the MME for the MS when connected via E-UTRAN (used if ISR is activated for the MS).
	X
	X

	MME TEID for S3
	Tunnel Endpoint Identifier of the MME for the MS when connected via E-UTRAN (used if ISR is activated for the MS).
	X
	X

	URRP-SGSN
	URRP-SGSN indicating that the HSS has requested the SGSN to notify the HSS regarding UE reachability at the SGSN
	X
	X

	Subscribed RFSP Index
	An index to specific RRM configuration in the UTRAN/GERAN that is received from the HSS.
	X
	5)

	RFSP Index in Use
	An index to specific RRM configuration in the UTRAN/GERAN that is currently in use.
	X
	5)

	Subscribed Periodic RAU/TAU Timer
	Indicates a subscribed periodic RAU/TAU timer value.
	X
	5)

	Voice Support Match Indicator
	An indication whether the UE radio capabilities are compatible with the network configuration for PS voice continuity. The SGSN uses it as an input for setting the IMS voice over PS Session Supported Indication.
	
	X

	Homogenous Support of IMS Voice over PS Sessions
	Indicates per UE if "IMS Voice over PS Sessions" is homogeneously supported in all RAs in the serving SGSN or homogeneously not supported, or, support is non-homogeneous/unknown, see clause 5.3.8A.
	X
	X

	> For each active PDN connection with GGSN (using Gn/Gp) or with S‑GW (using S4):

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the default APN Operator Identifier as specified in TS 23.003 [4], clause 9.1.2. Any received value in the APN-OI Replacement field in the subscription data is not applied here.
	X
	X

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this PDP Context. (See Note)
	X
	X

	APN-OI Replacement
	APN level APN-OI Replacement which has the same role as the UE level APN-OI Replacement but with higher priority than UE level APN-OI Replacement. This is an optional parameter. When available, it shall be used to construct the GGSN/PDN GW FQDN instead of UE level APN-OI Replacement. See TS 23.003 [4] clause 9.1.2 for more information on the format of domain names that are allowed in this field.
	X
	X

	SIPTO permissions
	Indicates whether the traffic associated with this APN is prohibited for SIPTO, allowed for SIPTO excluding SIPTO at the local network, allowed for SIPTO including SIPTO at the local network or allowed for SIPTO at the local network only.
	
	X

	Local Home Network ID
	If SIPTO@LN is enabled for this PDN connection it indicates the identity of the Local Home Network to which the (H)NB/RNC belongs.
	
	X

	LIPA permissions
	Indicates whether the PDN can be accessed via Local IP Access. Possible values are: LIPA-prohibited, LIPA-only and LIPA-conditional.
	
	X

	WLAN offloadability
	Indicates whether the traffic associated with this APN is allowed to be offloaded to WLAN using the WLAN/3GPP Radio Interworking feature or if it shall be kept on 3GPP access (see clause 5.3.21). The indication may contain separate values per RAT (E-UTRA and UTRA).
	
	X

	Subscribed APN-AMBR
	The maximum aggregated uplink and downlink MBRs to be shared across all Non-GBR PDP contexts/EPS Bearers established for this APN according to the subscription of the user.
	X
	X

	Negotiated APN-AMBR
	The maximum aggregated uplink and downlink MBRs to be shared across all Non-GBR PDP contexts/EPS Bearers established for this APN according to the GGSN/PGW decision.
	X
	X

	VPLMN Address Allowed
	Specifies whether the MS is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.
	X
	X

	EPS subscribed QoS profile
	The bearer level QoS parameter values for that APN's default bearer
	X
	X

	Subscribed Evolved ARP
	The Evolved ARP for this PDN connection according to the subscription of the user
	X
	X

	GGSN or P‑GW TEID on Gn/Gp or S5/S8 (control plane)
	Tunnel Endpoint Identifier at the GGSN or P‑GW on the Gn/Gp or S5/S8 interfaces for control plane signalling
	X
	X

	GGSN or P‑GW IP Address in Use (control plane)
	The IP address of the GGSN (using Gn/Gp) or P‑GW (when using S4) for control plane signalling
	X
	X

	SGSN IP address for Gn/Gp or S4 (control plane)
	SGSN IP address for the Gn/Gp (used by GGSN) or S4 (used by S‑GW) for control plane signalling
	X
	X

	SGSN TEID for Gn/Gp or S4 (control plane)
	SGSN Tunnel Endpoint Identifier for the Gn/Gp used by GGSN) or S4 (used by S‑GW) for control plane signalling.
	X
	X

	S‑GW IP address for S11/S4 (control plane)
	S‑GW IP address for the S11 and S4 interfaces
	X
	X

	S‑GW TEID for S11/S4 (control plane)
	S‑GW Tunnel Endpoint Identifier for the S11 and S4 interfaces.
	X
	X

	low access priority
	Indicates that the UE requested low access priority when the PDN connection was opened (see Note 6).
	X
	X

	> For each active PDN connection with S‑GW (using S4):

	Default bearer
	Identifies the NSAPI of the default bearer, corresponding to the PDP context which was first established within the given PDN connection.
	X
	X

	PDN GW GRE Key for uplink traffic (user plane)
	PDN GW assigned GRE Key for the S5/S8 interface for the user plane for uplink traffic. (For PMIP-based S5/S8 only)
	X
	X

	Presence Reporting Area Action
	Denotes the need to send a change of UE presenence in a Presence Reporting Area. This field denotes separately the Presence Reporting Area identifier and the list of Presence Reporting Area elements (if provided by the PDN GW).
	X
	X

	Each MM context contains zero or more of the following PDP/EPS bearer contexts within the PDN connection::

	PDP/EPS bearer Context Identifier
	Index of the PDP/EPS bearer context.
	X
	X

	PDP State
	Packet data protocol state, INACTIVE or ACTIVE.
	X
	X

	PDP/PDN Type
	PDP type (e.g., PPP) or PDN type (e.g., IPv4, IPv6, or IPv4v6)
	X
	X

	PDP/PDN Address
	PDP/PDN address, e.g., an IP address.
	X
	X

	NSAPI/EPS bearer ID
	Network layer Service Access Point Identifier. There is a 1:1 mapping between the NSAPI and the EPS bearer ID.
	X
	X

	TI
	Transaction Identifier.
	X
	X

	TEID for Iu
	Tunnel Endpoint Identifier for the Iu interface.
	
	X

	GGSN or P‑GW TEID (user plane)
	Tunnel Endpoint Identifier of the GGSN or P‑GW for user-plane traffic.

(NOTE 4)
	X
	X

	GGSN or P‑GW IP address (user plane)
	The IP address of the GGSN or P‑GW for user-plane traffic.

(NOTE 5)
	X
	X

	S‑GW IP address (user plane)
	S‑GW IP address for user plane.
	X
	X

	S‑GW TEID (user plane)
	S‑GW Tunnel Endpoint Identifier for user plane.
	X
	X

	SGSN IP address (user plane)
	SGSN IP address used by GGSN for Gn/Gp or by S‑GW for S4 for user plane downlink traffic.
	X
	X

	SGSN TEID (user plane)
	SGSN Tunnel Endpoint Identifier used by GGSN for Gn/Gp or by S‑GW for S4 for user plane downlink traffic.
	X
	X

	QoS Profile Subscribed
	The quality of service profile subscribed.
	X
	X

	QoS Profile Requested
	The quality of service profile requested.
	X
	X

	QoS Profile Negotiated
	The quality of service profile negotiated. This also represents the EPS Bearer QoS parameters QCI and ARP and optionally GBR and MBR in case of GBR bearer
	X
	X

	Negotiated Evolved ARP
	The evolved ARP to be used for this PDP context as authorized by the GGSN
	X
	X

	Radio Priority
	The RLC/MAC radio priority level for uplink user data transmission.
	X
	

	Packet Flow Id
	Packet flow identifier.
	X
	

	Aggregate BSS QoS Profile Negotiated
	The aggregate BSS quality of service profile negotiated for the packet flow that this PDP context belongs to.
	X
	

	Send N‑PDU Number
	SNDCP sequence number of the next downlink N‑PDU to be sent to the MS.
	X
	

	Receive N‑PDU Number
	SNDCP sequence number of the next uplink N‑PDU expected from the MS.
	X
	

	GTP‑SND
	GTP‑U sequence number of the next downlink N‑PDU to be sent to the MS.
	X
	X

	GTP‑SNU
	GTP‑U sequence number of the next uplink N‑PDU to be sent to the GGSN.
	X
	X

	PDCP‑SND
	Sequence number of the next downlink in-sequence PDCP‑PDU to be sent to the MS.
	
	X

	PDCP‑SNU
	Sequence number of the next uplink in-sequence PDCP‑PDU expected from the MS.
	
	X

	Charging Id
	Charging identifier, identifies charging records generated by SGSN, S‑GW and P‑GW/GGSN.

(NOTE 3)
	X
	X

	PDP/EPS bearer Context Charging Characteristics
	The charging characteristics of this PDP/EPS bearer context, e.g. normal, prepaid, flat-rate, and/or hot billing.
	X
	X

	RNC Address in Use
	The IP address of the RNC/BSC currently used.
	
	X

	Prohibit Payload Compression
	Indicates that the SGSN should negotiate no data compression for this PDP context.
	X
	

	DTI
	Indicates whether SGSN has established direct user plane tunnel between RNC and GGSN (using Gn/Gp) or between RNC and S‑GW (using S12) for this PDP context.
	
	X

	MS Info Change Reporting Action
	Denotes the need to send changes in CGI/SAI or RAI to the GGSN (using Gn/Gp) or S‑GW (using S4) associated with this PDP Context. (See Note 2).
	X
	X

	CSG Information Reporting Action
	Denotes the need to send changes in User CSG Information to the GGSN (using Gn/Gp) or S‑GW (using S4) associated with this PDP Context. (See Note 2).

This field denotes separately whether the SGSN is requested to send changes in User CSG Information for (a) CSG cells, (b) hybrid cells in which the subscriber is a CSG member, and (c) hybrid cells in which the subscriber is not a CSG member, or any combination of the above.
	X
	X

	CGI/SAI/RAI change support indication
	Denotes the indicated level of support to the GGSN (using Gn/Gp) or S-GW (using S4) associated with this PDP Context

(See Note 2).
	X
	X

	BCM
	The negotiated BCM.
	X
	X

	> For each PDP/EPS bearer context with S‑GW (using S4):

	DL TFT
	Downlink Traffic Flow Template. (For PMIP-based S5/S8 only)
	X
	X

	UL TFT
	Uplink Traffic Flow Template. (For PMIP-based S5/S8 only)
	X
	X

	NOTE 1:
The SGSN might not have information on the allocated IPv4 address. Alternatively, following mobility involving a pre-Release 8 SGSN, this IPv4 address might not be the one allocated to the MS.

NOTE 2:
APN Restriction, CGI/SAI/RAI change support indication, MS Info Change Reporting Action and CSG Information Reporting Action shall not be transferred between SGSNs during mobility management, unless the connectivity between the SGSNs is based on S16..

NOTE 3:
When the SGSN is connected with a S-GW through S4, then the Charging Id is only applicable for online charging with CAMEL as specified in clause 15.1.0.

NOTE 4:
The PDN GW TEID is needed in SGSN context as S‑GW relocation is triggered without interaction with the source S‑GW. The Target S GW requires this Information Element, so it must be stored by the SGSN.

NOTE 5:
The PDN GW IP address is needed in SGSN context as S‑GW relocation is triggered without interaction with the source. The Target S‑GW requires this Information Element, so it must be stored by the SGSN.

NOTE 6:
The low access priority indicator is only stored for the purpose to be included in charging records.


The information marked with a "1)" in table 6 may be maintained if authentication is performed by the UMTS authentication procedure.

The information marked with a "2)" in table 6 may be maintained if authentication is performed by the GSM authentication procedure.

The information marked with a "3)" in table 6 is optional. It can be sent to a new SGSN at RA update.

The information marked with a "4)" in table 6 is used in networks that support network sharing as defined in TS 23.251 [83].

The information marked with a "5)" in table 6 is used in UTRAN only.

**** Next Change ****

13.4
MS

Each MS supporting GPRS maintains MM and PDP context information in IDLE, STANDBY, READY, PMM‑DETACHED, PMM‑IDLE, and PMM‑CONNECTED states. The information may be contained in the MS and the TE. Table 8 shows the MS context fields. An E-UTRAN capable MS maintains additional information, e.g. a TIN. The additional information is described in TS 23.401 [89].

Table 8: MS MM and PDP Contexts

	Field
	SIM
	Description
	A/Gb mode
	Iu mode

	IMSI
	G, U
	International Mobile Subscriber Identity.
	X
	X

	MM State
	
	Mobility management state, IDLE, STANDBY, READY, PMM‑DETACHED, PMM‑IDLE, or PMM‑CONNECTED.
	X
	X

	P‑TMSI
	G, U
	Packet Temporary Mobile Subscriber Identity.
	X
	X

	P‑TMSI Signature
	G, U
	A signature used for identification checking purposes.
	X
	X

	Routeing Area
	G, U
	Current routeing area.
	X
	X

	Cell Identity
	
	Current cell.
	X
	

	Kc
	G
	Current A/Gb mode ciphering key.
	X
	2)

	KSI / CKSN
	G, U
	Key Set Identifier for IK Next, CK Next / key sequence number of Kc.
	X
	X

	Ciphering algorithm
	
	Selected ciphering algorithm.
	X
	X

	CK
	
	Currently used Iu mode ciphering key.
	1)
	X

	CK Next
	U
	Iu mode ciphering key to be used after the next security mode command.
	1)
	X

	IK
	
	Currently used Iu mode integrity key.
	1)
	X

	IK Next
	U
	Integrity key to be used after the next security mode command.
	1)
	X

	MS Radio Access Capability
	
	MS radio access capabilities.
	X
	X

	UE Capability
	
	UE radio capabilities.
	
	X

	MS Network Capability
	
	MS network capabilities.
	X
	X

	DRX Parameters
	
	Discontinuous reception parameters.
	X
	X

	Radio Priority SMS
	
	The RLC/MAC radio priority level for uplink SMS transmission.
	X
	

	Allowed CSG list
	
	The Allowed CSG list, which is under both user and operator control, indicates the list of CSG IDs and the associated PLMN where the MS is a member.
	
	X

	Operator CSG list
	
	The Operator CSG list, which is under exclusive Operator control, indicates the list of CSG IDs and the associated PLMN where the MS is a member.
	
	X

	Each MM context contains zero or more of the following PDP contexts:

	PDP Type
	PDP type, e.g. PPP or IP.
	X
	X

	PDP Address
	PDP address; e.g. an IP address.
	X
	X

	PDP State
	Packet data protocol state, INACTIVE or ACTIVE.
	X
	X

	Dynamic Address Allowed
	Specifies whether the MS is allowed to use a dynamic address.
	X
	X

	APN Requested
	The APN requested.
	X
	X

	NSAPI
	Network layer Service Access Point Identifier.
	X
	X

	TI
	Transaction Identifier.
	X
	X

	QoS Profile Requested
	The quality of service profile requested.
	X
	X

	QoS Profile Negotiated
	The quality of service profile negotiated.
	X
	X

	TFT
	Traffic flow template.
	X
	X

	Radio Priority
	The RLC/MAC radio priority level for uplink user data transmission.
	X
	

	Packet Flow Id
	Packet flow identifier.
	X
	

	Send N‑PDU Number
	SNDCP sequence number of the next uplink N‑PDU to be sent to the SGSN.
	X
	X

	Receive N‑PDU Number
	SNDCP sequence number of the next downlink N‑PDU expected from the SGSN.
	X
	X

	PDCP‑SND
	Sequence number of the next downlink in-sequence PDCP‑PDU expected from the RNC.
	
	X

	PDCP‑SNU
	Sequence number of the next uplink in-sequence PDCP‑PDU to be sent to the RNC.
	
	X

	BCM
	The negotiated Bearer Control Mode
	X
	X

	WLAN offloadability
	Indicates whether the traffic associated with this PDN Connection is allowed to be offloaded to WLAN using the WLAN/3GPP Radio Interworking feature or if it shall be kept on 3GPP access (see clause 5.3.21). The indication may contain separate values per RAT (E-UTRA and UTRA).
	
	X


The information marked with a "1)" in table 8 may be maintained if authentication is performed by the UMTS authentication procedure.

The information marked with a "2)" in table 8 may be maintained if authentication is performed by the GSM authentication procedure.

The information marked with a "U" in table 8 shall be stored in the USIM.

The information marked with a "G" in table 8:

-
shall be stored in the GSIM if the connected SIM is GPRS-aware; and

-
may be stored in the ME after GPRS detach if the connected GSIM is not GPRS-aware.

If the GSIM is GPRS service-aware, then the IMSI, P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, and CKSN stored in the GSIM shall be used for GPRS services.

If the GSIM is not GPRS service-aware, the P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, and CKSN stored in the ME shall be used if and only if the IMSI stored in the GSIM is identical to the IMSI image maintained in the ME. If the IMSI stored in the GSIM is different from the IMSI image in the ME, the IMSI image in the ME shall not be used, and the MS shall identify itself with the IMSI stored in the SIM when performing a GPRS attach. IMSI, P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, and CKSN may be stored in the ME after the GPRS attach has been successfully performed.

When using a USIM, the IMSI, P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, CK Next, IK Next, and CKSN / KSI stored in the USIM, and the CK and IK stored in the ME, shall be used for GPRS services.

**** End of Changes ****
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