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Abstract of the contribution: This contribution introduces the approved SEES requirement on changing the chargeable party and proposes a related key issue and solution.
Introduction
The requirement on changing the chargeable charging party is specified in TS22.115 Section “5.1.3 Charged Party”:
“It shall be possible to change the chargeable party at the session set-up or during the session. 

The 3GPP Core network shall allow the 3rd party service provider to request which of the subscriber or the 3rd party service provider has to be charged for an ongoing communication in order to allow:


- The subscriber to be charged for the traffic flow,


- The 3rd party service provider to be charged for the traffic flow.”
This paper proposes the new key issue and the solution in AESE TR23.708.
***** 1st CHANGE *****
5.X
Key Issue X - Change the chargeable party at the session set-up or during the session
5.X.1
Description

The requirement in TS22.115 Section “5.1.3 Charged Party” specifies the requirement to support changing the chargeable party: 

It shall be possible to change the chargeable party at the session set-up or during the session. 

The 3GPP Core network shall allow the 3rd party service provider to request which of the UE subscriber or the 3rd party service provider has to be charged for an ongoing communication in order to allow:


- The UE subscriber to be charged for the traffic flow,


- The 3rd party service provider to be charged for the traffic flow.
The issue is to specify how to set the chargeable party at the session set-up or during the session.
5.X.2
Required functionality

· Service capability exposure framework should allow the 3rd party service provider to request changing the chargeable party at the session set-up or during the session,
· The 3GPP network should be able to change the chargeable party between the UE subscriber and the 3rd party for the traffic flow.
***** 2nd CHANGE *****
6.X
Solution X: Change the chargeable party at the session set-up or during the session
6.X.1
Description

The solution addresses key issue “Change the chargeable party at the session set-up or during the session”. The main idea is that the 3rd party indicates the expected chargeable party to the SCEF, and then SCEF transfers the request of changing the chargeable party to PCRF via Rx interface. 

6.X.1.1
Set the chargeable party at the session set-up

When setting up the connection between the AS and UE, the AS may request to set the chargeable party for the session to be set up according to the procedure in Clause “6.X.1.1”. This is all existing functionality besides exposing it via SCEF.
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Figure 6.X.1.1-1: Set the chargeable party at the session set-up
1. When setting up the connection between the AS and UE, the AS may request to set the chargeable party for the session to be set up, and the AS sends a request on setting chargeable party (application information, chargeable party indication) to the SCEF. 

NOTE: the chargeable party indication may be the indication that the 3rd party service provider is the chargeable party or the indication that the traffic is charged to the UE subscriber. 

2. The SCEF authorize the AS request of setting the chargeable party.

3. The SCEF determines the PCRF, e.g. based on the UE’s IP address, and sends the message on setting chargeable party to PCRF via Rx interface. The message includes the following parameters:

-
IP filter information to identify the service data flow for policy control, and

-
The indication on charging to the UE subscriber, or

-
The sponsored data connectivity information defined in TS23.203.

4. The PCRF determines whether the request is allowed and notices the result to SCEF. As specified in TS23.203, PCRF determines the PCC rule(s) for the specified session and provides them to the PCEF.

5. SCEF notices AS whether the request is allowed and the reason if not allowed.

6.X.1.2
Change the chargeable party during the session
This flow is new as so far it is not possible to change the chargeable party after session setup.
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Figure 6.X.1.2-1: Change chargeable party during the session
1. For the ongoing session, the AS sends a request on changing chargeable party (chargeable party indication) to the SCEF. 

NOTE: the chargeable party indication may be the indication that the 3rd party service provider is the chargeable party or the indication that the traffic is charged to the UE subscriber. Before the AS sends the request on changing chargeable party, the AS may inquiry SCEF to get which party is currently chargeable for the ongoing session.

2. The SCEF authorize the AS request of changing the chargeable party.

3. The SCEF determines the PCRF, e.g. based on the UE’s IP address, and sends the message on setting chargeable party to PCRF via Rx interface. The message includes the following parameters:

-
The indication on charging to the UE subscriber, or
-
The sponsored data connectivity information defined in TS23.203.
4. The PCRF determines whether the request is allowed and notices the result to SCEF. As specified in TS23.203, PCRF modifies the PCC rule(s) of the service data flow and provides them to the PCEF.

5. SCEF notices AS whether the request is allowed and the reason if not allowed.

6.X.2
Impacts on existing nodes and functionality
Rx reference point needs to:

-
transfer the indication that the UE subscriber is charged for the service in case that the service provider requests that the UE subscriber is to be charged.

-
utilize the existing sponsored data connectivity mechanism in case that the 3rd party service provider is charged for the service, which should have no impact on the Rx interface.
6.X.3
Solution Evaluation

The solution addresses the key issue “Change the chargeable party at the session set-up or during the session”. The solution enables a 3rd party service provider to set the chargeable party when setting up the session or change the chargeable party during the session.
***** End of CHANGE *****
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3. Setting charging party request (IP filter information, chargeable entity indication,)
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1. API request on changing chargeable party (chargeable entity Indication)
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5. API response 
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3. Changing charging party request (chargeable entity indication)




























