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1. Overall Description:

SA2 has discussed deployment scenarios where operators providing MBMS over LTE may need to broadcast services via networks that have a mix of IPv4 and IPv6 eNBs and/or backhauls. For such scenarios, the MBMS GW should provide both IPv4 and IPv6 MBMS IP Multicast Distribution Addresses to the MME. Moreover, M3 interface and M1 interface may use different IP address types and therefore the two addresses should also be provided over M3 interface.
SA2 has agreed to introduce these scenarios in Release 13 in the attached CR to TS 23.246. In addition, SA2 has agreed that the decision of the IP version type to be used in the user plane is taken by the RAN (MCE or eNB) but SA2 leaves to RAN3 the responsibility of determining whether the decision should be taken by the MCE or by the eNB. 

Corresponding stage 3 implementations are expected to be completed in CT4 and RAN3 by the same SA/RAN plenary. Please also note that the reference to MBMS_enh work item is for tracking purposes.
2. Actions:

To CT4 group.

ACTION: 
SA2 kindly asks CT4 to implement corresponding stage 3 updates (over Sm interface)
To RAN3 group.

ACTION: 
SA2 kindly asks RAN3 to decide whether the IP version decision should be taken by MCE or by eNB, and to implement the corresponding stage 3 updates.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA2 Meeting #108
13 – 17 April 2015
San Jose del Cabo, Mexico
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Japan
