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Abstract of the contribution: This contribution proposes call flows for the FMSS solution with service steering policy interface
Introduction

This contribution proposes call flows for the FMSS solution with service steering policy interface
Proposal

It is proposed to update TR 23.718 as follows

**** First Change ****

6.1.4.1.3 
Procedures

Editor's Note: This section will capture the message sequence procedures including St. 
NOTE: Only non-roaming and roaming home-routed scenarios are considered in the procedures below. The SCTCF is thus located in the HPLMN. The scenario with Visited Access (Local Breakout) is not covered. 
6.1.4.1.3.1 
IP-CAN session establishment
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Figure 6.1.4.1.3.1-1: IP‑CAN Session Establishment
1-11.
These steps are the same as in TS 23.203, clause 7.2

12.
For service steering control, if operator policies determine that traffic steering policies are needed for the IP-CAN session, the PCRF provides a traffic steering policy to the SCTCF. The PCRF may include the UE IP address and one or more Traffic Steering Rules. The SCTCF IP address is pre-configured on the PCRF.
Editor’s note: The Traffic Steering Policy is to be detailed as part of key issue #2
NOTE: The SCTCF IP address is pre-configured in PCRF, e.g. per PCEF and APN.
13. The SCTCF sends an acknowledgement to the PCRF to inform the PCRF about the outcome of the actions related to the Traffic Steering Policy received in step 12. 
14-19. 
These steps are the same as steps 12-17 in TS 23.203, clause 7.2

6.1.4.1.3.2
UE initiated IP‑CAN Session termination
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Figure 6.1.4.1.3.2-1: UE-initiated IP‑CAN Session Termination

1-12.
These steps are the same as in TS 23.203, clause 7.3.1.

13. 
If the PCRF has provisioned Traffic Steering Rule(s) for the IP-CAN session, the PCRF sends a request to the SCTCF to remove the Traffic Steering Rule(s).

14. 
The SCTCF acknowledges the removal of the Traffic Steering Rule(s)

15-21.
These steps are the same as steps 13-19 in TS 23.203, clause 7.3.1

6.1.4.1.3.3
GW (PCEF) initiated IP‑CAN Session termination
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Figure 6.1.4.1.3.3: GW (PCEF) Initiated IP‑CAN Session Termination

1-14.
These steps are the same as in TS 23.203, clause 7.3.2.

15.

If the PCRF has provisioned Traffic Steering Rule(s) for the IP-CAN session, the PCRF sends a request to the SCTCF to remove the Traffic Steering Rule(s).

16. 
The SCTCF acknowledges the removal of the Traffic Steering Rule(s)

17-22.
These steps are the same as steps 15-20 in TS 23.203, clause 7.3.2

6.1.4.1.3.4 
GW/PCEF-initiated IP-CAN session modification
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Figure 6.1.4.1.3.4-1: GW (PCEF) Initiated IP‑CAN Session Modification
1-14. 
These steps are the same as in TS 23.203, clause 7.4.1

15.
For service steering control, the PCRF provides an updated traffic steering policy to the SCTCF. The PCRF provisions new Traffic Steering Rule(s), or modifies or removes existing Traffic Steering Rule(s). 
Editor’s note: The Traffic Steering Policy is to be detailed as part of key issue #2

16. The SCTCF sends an acknowledge to the PCRF

17-25.
These steps are the same as steps 15-23 in TS 23.203, clause 7.4.1

6.1.4.1.3.5  
PCRF-initiated Traffic Steering Policy Modification
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Figure 6.1.4.1.3.5-1: PCRF-Initiated IP‑CAN Session Modification
1-8. 
These steps are the same as in TS 23.203, clause 7.4.2.

9.
For service steering control, the PCRF provides an updated traffic steering policy to the SCTCF. The PCRF provisions new Traffic Steering Rule(s), or modifies or removes existing Traffic Steering Rule(s).
Editor’s note: The Traffic Steering Policy is to be detailed as part of key issue #2

10. The SCTCF sends an acknowledge to the PCRF

11-20.
These steps are the same as steps 9-18 in TS 23.203, clause 7.4.2 with the following exceptions

- 
Step 12 is optional.

- 
Steps 13-18 only apply if the message in step 12 is sent.

**** End of Changes ****
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