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Abstract of the contribution: This contribution proposes to update the description of Group Info in the UE-to-Network Relay discovery procedure.
1. Introduction
A new parameter “Group Info” was introduced in the UE-to-Network Relay discovery in last SA2 meeting:

-Group Info: contains information about the group(s) that the UE-to-Network Relay is currently relaying
The Group Info is included in the discovery message to fulfil the following requirement:

[R-6.19-002] A ProSe UE-to-Network Relay authorized to act as an MCPTT relay shall advertise, at the ProSe interface, those MCPTT Services (Groups) which it is currently relaying. 
The current description only covers the case of “group(s) is currently relaying”, however, the Group(s) that a UE-to-Network Relay can support (the Group(s) may not being relayed) should also be included in the Group Info according to the following requirements:

A public safety ProSe UE-to-Network Relay shall be able to relay Group Communication to/from ProSe Communication paths, if the following conditions apply:

- the GCSE Group is allowed to be relayed; and

-the public safety ProSe UE-to-Network Relay is allowed to relay Group Communication. 

A public safety ProSe UE-to-Network Relay shall be able to restrict the relayed Group Communication on a per group basis.
2. Proposal
It is proposed to agree on the following changes to the existing TR 23.713.     
*********************************************Begin of First change******************************************************

6.1.2
Procedures

6.1.2.1
General

The following use cases for public safety discovery are supported:
-
UE-to-Network Relay discovery.

-
Determination is needed regarding within the ProSe Communication which user(s) are in ProSe Communication range at any given time (shortly referred to as “Group Member Discovery”).
The following parameters are common to both UE-to-Network Relay Discovery and Group Member Discovery:

-
Message type: Announcement (Model A) or Solicitation/Response (Model B).

-
Discovery type: indicates whether this is UE-to-Network Relay Discovery or Group Member Discovery.

The following parameters are used for UE-to-Network Relay Discovery:

-
ProSe Relay UE ID: link layer identifier that is used for direct communication and is associated with a PDN connection the ProSe UE-to-Network Relay has established.

-
PLMN ID: this identifies the PLMN to which radio frequencies used on the link to the Remote UE belong. If these radio frequencies are shared between multiple PLMNs, or not allocated to any PLMN, then the choice of PLMN ID is configured by the HPLMN.

-
Connectivity Info: Parameter identifying connectivity the ProSe UE-to-Network Relay provides (e.g. including APN information).

-
Status/maintenance flags (e.g. indicating whether the relay is temporarily without connectivity or battery running low so the Remote UEs can seek/reselect another Relay).
-
Group Info: contains information about the group(s) that the UE-to-Network Relay is currently relaying or is able to relay.
The following parameters are used for Group Member Discovery:
-
ProSe UE ID: link layer identifier that is used for direct communication.

-
Announcer/Discoverer info: provides information about the announcing or discoverer user.

-
Discoveree info (Model B): provides information about the discoveree (targeted user or group).
**************************************************End of changes********************************************************
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