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1. Discussion 

This paper assumes architectural assumptions listed in companion document are already agreed

A potential list of topics to be studied for phase 1 is
1. In phase 1 there is No need for procedures similar to emergency attach (that aim at support the case where the UE is not authenticated , etc…) 

But it may be useful to allow the AAA server to know that an authentication (over TWAN/ePDG) is meant for emergency services: this would allow the AAA server to properly serve this request in case of congestion (own congestion, congestion information received over SWx). 
The Key issue is, when the UE authenticates itself to a TWAN/ePDG for the purpose of setting up an emergency session, to 

· Determine whether it may be useful to allow the AAA server to know that an authentication (over TWAN/ePDG) is meant for emergency services:

· If it is useful be useful to allow the AAA server to know that an authentication (over TWAN/ePDG) is meant for emergency services, define the mechanism to provide this information to the AAA server.

2. Location information 
In S2a case, mechanisms have been defined (as part Netloc_TWAN) to provide location information from TWAG to IMS nodes upon bearer creation / deletion / modification. No more work is assumed for the S2a architecture in order to support providing network asserted location information from TWAG to IMS nodes.
No similar work has been carried out for the S2b case.
No interfaces have been specified to allow the LRF to fetch the location of an UE that is currently camping over WLAN
2. Proposal

To add following text in the TR

5
Key issues

5.1
Key Issue 1: AAA server knowledge that an authentication (over TWAN/ePDG) is meant for emergency 

The Key issue is, when the UE authenticates itself to a TWAN/ePDG for the purpose of setting up an emergency session, to 

· Determine whether it may be useful to allow the AAA server to know that an authentication (over TWAN/ePDG) is meant for emergency services:

· If it is useful be useful to allow the AAA server to know that an authentication (over TWAN/ePDG) is meant for emergency services, define the mechanism to provide this information to the AAA server.

5.2
Key Issue 2: providing to IMS nodes an as trusted as possible location information

In S2a case, mechanisms have been defined (as part Netloc_TWAN) to provide location information from TWAG to IMS nodes upon bearer creation / deletion / modification. No more work is assumed for the S2a architecture in order to support providing network asserted location information from TWAG to IMS nodes.
The key issue is to define,
· In S2b/UWAN case, how it is possible to provide to IMS nodes an as trusted as possible location information. In Phase 1“Only existing location determination mechanisms are considered”.
· How the LRF can fetch the location of an UE that is currently camping over WLAN (in both TWAN and UWAN cases)
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