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Abstract of the contribution:

Some operators may want to configure their LTE network to support only NBIFOM NW-Initiated mode. Normally but not necessarily such operators would not use ANDSF in their networks. It is suggested to enable such operators to either accept or reject UE’s request for UE-Initiated mode. Most of the time it is expected that UEs of such an operator would request NBIFOM NW-Initiated mode. However, there may be cases of UEs, which may request NBIFOM UE-Initiated mode. In such a case it is desired that an operator would have the option to either accept or reject the request of the UE. In case of rejection, the NW will default to NW-Initiated mode.
Proposal

It is proposed to agree the following changes to 3GPP TR 23.861.
* * * * Start of 1st Change * * * *
7.8.6.2
Mode Selection

1.
When an NBIFOM-capable UE has both ANDSF rules and RAN rules, and the UE requests a multi-access PDN connection, the operation mode of this PDN connection is selected based on the flowchart of Figure 7.8.6.2-1. Note that the part within the red frame is specified in TS 23.402 [2], clause 4.8.6.4.


The flowchart of Figure 7.8.6.2-1 also applies when the UE is roaming in a VPLMN contained in the list of “VPLMNs with preferred WLAN Selection Rules”. In this case however the first condition checks if the “UE has a valid ISRP rule from VPLMN”.

2.
When an NBIFOM-capable UE has only ANDSF rules, and the UE requests a multi-access PDN connection, the operation mode of this PDN connection is selected based on Figure 7.8.6.2-1, starting from point A.

3.
When an NBIFOM-capable UE has only RAN rules, and the UE requests a multi-access PDN connection, the operation mode of this PDN connection is selected based on Figure 7.8.6.2-1, starting from point B.

4.
When an NBIFOM-capable UE has neither ANDSF rules nor RAN rules, and the UE requests a multi-access PDN connection, the operation mode of this PDN connection is selected based on Figure 7.8.6-1, starting from point C.

Editor’s note:
When an NBIFOM-capable UE has user-configured routing rules, and the UE requests a multi-access PDN connection, it is FFS if the operation mode of this PDN connection is selected based on Figure 7.8.6.2-1, starting from point D.
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When the UE in its HPLMN requests UE-initiated NBIFOM, and there is no ANDSF in the network, the H-PCRF may override the UE request for NBIFOM UE initiated mode.
The V-PCRF cannot override the UE request for NBIFOM UE-initiated mode.
* * * * End of Changes * * * *
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