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Introduction

GSM 03.60 is the stage-2 service description for GPRS network and signalling issues.

GSM 03.60 v5.0.0 was approved by SMG#22 in June 1997.

GSM 03.60 v5.1.0 was approved by SMG#23 in October 1997.

GSM 03.60 v5.2.0 was approved by SMG#24 in December 1997.

GSM 03.60 v6.0.0 was approved by SMG#25 in March 1998. Due to late approval of CR A044, v5.3.0 was distributed as a temporary version with all SMG#25-approved CRs included except A044.

GSM 03.60 v6.1.0 was approved by SMG#26 in June 1998. ETSI subsequently produced v6.1.1 which differed from v6.1.0 only in the cover pages and in the history section.

GSM 03.60 v6.2.0 was approved by SMG#27 in October 1998.

GSM 03.60 v6.3.0 and v7.0.0 were approved by SMG#28 in February 1999. ETSI subsequently produced v6.3.1.

GSM 03.60 v6.4.0 and v7.1.0 were approved by SMG#29 in June 1999.

3G TS 23.060 v3.0.0 was approved by email by SMG#29 in August 1999.

GSM 03.60 v6.5.0 and v7.2.0 and 3G TS 23.060 v3.1.0 were approved by TSG SA#5 in October 1999.

GSM 03.60 v6.6.0 and v7.3.0 and 3G TS 23.060 v3.2.0 were approved by TSG SA#6 in December 1999. ETSI MCC subsequently produced 23.060 v3.2.1.

This document contains an overview of all known change requests (CRs) and open issues for GSM 03.60 and 3G TS 23.060, and the status of each CR.
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Open issues for 23.060

NOTE:
The table below reflects the FFS and Editor's Note items currently found in 23.060, and is probably not exhaustive.

Subclause#
Description
Status

2
All references need to be verified.
ETSI MCC to help out?

5.3.1
Shall anonymous access be supported for UMTS or GPRS 99?
S1: No.

5.3.1.4
It is FFS if/how user-controlled screening can be provided by utilising TFTs.


5.6.2.1
Add a short AAL5 description.


6.5.2
Merge this subclause with 6.5.1 for easier spec maintenance?


6.8.1
Security information conversion functions need to be defined by TSG SA3.


6.8.1.4
There are two open issues surrounding the Authentication of a UMTS Subscriber in GSM.


6.8.4
Shall the MS be able to send its IMSI encrypted?.


6.9.2.1 and 6.13.2.2
Shall UTRAN pass cell id or RAC and LAC to the SGSN when an RA Update Request is received?
Check RAN specs.

9.3
Shall the maximum N-PDU size be greater than 1500 octets?


12.1.1
TCP support on Gn needs to be checked. The need to support TCP on Gn and not on Iu for TCP-U is questionable.
S1: X.25 shall not be supported in R99, can we therefore remove TCP?

12.8.2.1
Shall it be mandatory to support IPv6 on Iu?


12.8.3
The Release RRC Connection cause values need to be aligned with Uu specs.


15.1.3
Fair charging for UMTS needs to be addressed.
See 23.121 CR in S2-99B02. Update 23.060 CR 034 based on London SA2 decision.

Annex B
Not yet updated for UMTS.


CRs to 3G TS 23.060 v3.2.0 (UMTS99 and GSM99)

CR #
Rev
Subject
Description
TSG SA2
TSG SA#7


0
Subscriber and equipment trace for PS domain
Proposes removal of Initiating OMC Identity as this is covered by Trigger Id.



115

P-TMSI and P-TMSI Signature re-allocation in MS initiated detach procedure
Proposes that, for UMTS, the network be allowed to allocate P-TMSI and P-TMSI Signature upon MS-initiated detach.



114






113






112

NSAPI missing after change from TID to TEID
Proposes that NSPAI be added to GTP signalling messages since TEID does not contain NSAPI any longer.



111

Correction of old QoS attributes references in chapter 12
Proposes thabvt all NSAPIs that share the same LLC SAPI shall have identical QoS profiles.



110

RAB Assignment Procedure Description
Proposes that a high-level description of the RAB Assignment procedure be added to 23.060.



109
0
PDCP sequence numbers in SRNC relocation and inter-system handover
Proposes to align the SRNC relocation and inter-system handover procedures with the recent RAN2 agreement to use "virtual" PDCP sequence numbers instead of RLC sequence numbers for reliable acknowledged-mode user data traffic.



108






107






106

Service Request
Proposes modifications to the Service Request procedure, and new Radio Access Bearer re-establishment procedures.



105

Transfer of present RA info from UTRAN to SGSN
Proposes descriptions of how UTRAN sends RAI to the 3G-SGSN when the RA Update Request message is received.



104






103

UMTS authentication
Proposes text to simplify and to complete the authentication descriptions.



102
0
Classmark handling
Proposes a brief description of the UMTS UE classmark, and improvements to the existing GPRS classmark descriptions.



101
0
Common GPRS and UMTS PS attach procedure
Proposes that the GPRS attach and UMTS PS attach procedure descriptions be combined for clarity and easier spec maintenance.



100
0
IPv6 as optional Iu and Gn protocol
Proposes that IPv6 support in the packet domain PLMN backbone network be optional, and that IPv4 is kept mandatory.



099
0
Removal of TCP support in the packet domain PLMN backbone network
Proposes that the protocol stack below GTP be based on UDP/IP and not on TCP/IP.



098
0
Removal of Anonymous Access support
Proposes that anonymous access support be removed from 23.060, in line with a recent TSG S1 decision.



097
0
AAL5 description
Proposes descriptive text for the AAL5 layer in the UMTS user plane protocol stack.



096
0
Removal of PDP Type X.25 support
Proposes that X.25 support be removed from 23.060, in line with a recent TSG S1 decision.



095






094
0
Removal of the description of the cell reselection algorithm from 3G TS 23.060
Same as A182.



093

Enhancements to GPRS subscriber data for multiple PDP contexts
Proposes that subscription data can 1) specify a maximum number of simultaneously-activated PDP contexts, and 2) indicate that an APN is exclusive, ie. that other PDP contexts cannot be activate when the exclusive-APN PDP context is activate.



092

IP Multicast support in GGSN
Proposes that the GGSN can optionally act as an IP Multicast proxy.



091

Correction to GPRS/CAMEL interworking
Proposes that the CAMEL interaction points for Service Request procedures be removed since they may not be invoked due to attach, but for non user-initiated reasons.



090

NSAPI as RAB identifier for packet domain
Proposes clarifications on the use of and the relationship between NSAPI, RB Identity and RAB ID for UMTS, as well as TEID.



089

Release of RABs Without PDP Context Modification
Proposes procedures for keeping PDP contexts without modification when RABs are released.



088

Handling of QoS budget in CN and BSS
Proposes that the Aggregate BSS QoS Profile attribute values consider the MS-SGSN segment and not the CN segment.



087

QoS parameters to be propagated downlink for network initiated PDP Context Request
Proposes that the network-requested PDP context activation procedure allow the GGSN to indicate the required QoS profile to the MS.



086

Optimisation to selective routing area update procedure
Proposes that for the selective RA update procedure, an RA update is not needed if the uplink signalling message to be sent is a power-off detach.



085
0
Storage of Aggregated BSS QoS Profile in the SGSN
Proposes that the aggregated BSS QoS profile be stored in each of the PDP contexts that share the same packet flow.



080
1
GPRS Interworking With CAMEL
Proposes corrections to the description of CAMEL intraction with GPRS.










CRs to GSM 03.60 v7.3.0 (GSM98)

CR #
Rev
Subject
Description
TSG SA2
TSG SA#6















A183
0
Removal of the description of the cell reselection algorithm from GSM 03.60
Same as A182.



CRs to GSM 03.60 v6.6.0 (GSM97)

CR #
Rev
Subject
Description
TSG SA2
TSG SA#6















A182
0
Removal of the description of the cell reselection algorithm from GSM 03.60
Proposes that the cell selection and reselection description be replaced by references to GSM 03.22, 03.64, and 05.08.



CRs to 3G TS 23.060 v3.1.0 (UMTS99 and GSM99)

CR #
Rev
Subject
Description
TSG SA2
TSG SA#6

084
0
PDP-PDU, N-PDU size
Proposes that the maximum PDP PDU size be left undefined, and determined by implementations and negotiation of the Max SDU Size QoS attribute.
Reviewed


083
2
Usage of secondary PDP context activation procedure
Clarifies secondary PDP context activation and that at most one linked PDP context can be without a TFT.
Agreed
Approved

082
0
SMS support in 3G‑SGSN
Adds a reference to 3G TS 23.040 that provides the UMTS SMS stage-2 service description.
Agreed
Approved

081
0
CS paging response
Same as A180.
Agreed
Approved

079
1
Information storage in USIM
Proposes description of USIM information storage.
Agreed
Approved

078
1
The usage of reordering required parameter
Proposes that the Reordering Required parameter be replaced by the Delivery Order QoS attribute as defined in 3G TS 23.107.
Agreed
Approved

077
0
The number of RNC RAB contexts in a RNC context
Proposes that there can be zero RNC RAB contexts in one RNC context.
Agreed
Approved

076
0
Deletion of TFT in 3G-SGSN PDP context
Proposes that TFTs need not be stored in the SGSN.
Agreed
Approved

075
2
Necessity of cell identity and cell identity age in 3G-SGSN MM context
Proposes that the Service Area Code and the SAC Age be stored in the SGSN, and also proposes description of Service Area Identity.
Agreed
Approved

074
0
UTRAN Registration Area Identity and Cell Identity
Proposes alignment of the descriptions of UTRAN Registration Area Identity and Cell Identity with the UTRAN specifications.
Agreed
Approved

073
0
User Plane for UMTS
Proposes short descriptions of the ATM and MAC layers for the UMTS user plane.
Agreed
Approved

072
0
Packet Domain Core Network Nodes
Proposes that the 3G‑MSC shall be able to page for CS services via the Gs interface.
Agreed
Approved

071
0
Logical Link Management Functions for GPRS
Proposes that the editor's note asking whether the UMTS signalling connection could be considered as a logical link be deleted.
Agreed
Approved

070
1
Usage of TI in secondary PDP context activation procedure
Proposes that a new TI be assigned to each new PDP context activated with the Secondary PDP Context Activation procedure.
Agreed
Approved

069
0
GPRS Mobile Stations classes
Same as A178.
Agreed
Approved

068
1
BSS QoS involvement improvements
Proposes a new packet flow id for signalling, and that BSS Packet Flow Context Creation Procedure is used for SGSN-initiated modification.
Agreed
Approved

067
2
Subscriber and equipment trace for PS domain
Proposes distribution of subscriber and equipment trace parameters in the packet domain.
Agreed
Approved

066
1
Improving charging efficiency
Proposes that subscription data may include parameters that the operator can use to suppress CDR generation for non-roaming subscribers.
Agreed on condition
Approved

065
0
Radio bearer release and PDP context interaction
Proposes that real-time PDP contexts be automatically deactivated after RRC reestablishment procedure have failed.
Reviewed


064
0
-
Not submitted (Ericsson)
Withdrawn
-

063
0
-
Not submitted (Ericsson)
Withdrawn
-

062
0
-
Not submitted (Ericsson)
Withdrawn
-

061
1
Move of BSS Packet Flow Context Procedures
Proposes that the BSS Packet Flow Context be negotiated after the GGSN context has been negotiated.
Agreed
Approved

060
2
UMTS-GPRS Intersystem Handover
Proposes procedures for lossless intersystem handovers.
Agreed
Approved

059
1
UMTS <-> GPRS Intersystem change (handover)
Proposes that UMTS <-> GPRS intersystem handover be renamed to UMTS <-> GPRS inter​system change.
Agreed
Approved

058
1
Notification of the server address in UMTS PS Domain
Proposes that the MS be able to request a server address from the GGSN.
Rejected
-

057
0
Multicall for PS
Proposes that the maximum number of simultaneously active PDP contexts be controlled via a subscription parameter.
Rejected
-

056
0
Proposal for MM behavior during URA connected for common UMTS/GSM RA
Not submitted (Lucent).
Withdrawn
-

055
1
Clarification of MM procedures in PMM-IDLE for common UMTS/GSM RA
Proposes a deferred RA update procedure to reduce unnecessary signalling load.
Agreed
Approved

054
0
-
Not submitted (Nokia).
Withdrawn
-

053
3
Releases 97, 98 and 99 interactions
Describes the interaction between release 99 and releases 97 and 98.
Agreed
Approved

052
0
QoS Related Updates
Aligns the specification with the decision to use the UMTS release 99 QoS parameters also for GPRS release 99.



051
0
No (P‑)TMSI in Complete messages
Same as A176.
Agreed
Approved

050
0
Section 15.2 QoS Profiles
Proposes mapping between Release 99 packet-domain QoS attributes and GPRS QoS attributes for Releases 98 and 97.
Replace by 23.107 CR
-

049
1
Description of Mobility Agents in Mobile IP
Describes how the packet domain can optionally support mobile IP without impacting the standards.
Agreed
Approved

048
1
Interaction points for GPRS/CAMEL interwork
Proposes Camel interaction points in some GPRS signalling procedures.
Agreed
Approved

047
1
MS Initiated TFT modification, addition and deletion
Proposes that the MS be able to modify TFTs with the MS-Initiated PDP Context Modification Procedure.
Agreed
Approved

046
3
Addition of the sections of NSAPI, RB identity, RAB ID for UMTS and of TEID
Proposes requirements for the usage of UMTS identities.
Agreed
Approved

043
2
GPRS QoS Parameters
Proposes that the GPRS and UMTS QoS profiles be the same, that the QoS attributes be defined in 3G TS 23.107, and that 3G TS 23.107 define mapping between QoS attributes for release 99 and earlier GPRS releases.
Agreed
Approved

017
1
Removal of BB Protocol
Same as A172.
Agreed
Approved

013
2
Traffic Flow Templates (TFT) for packet filtering
Proposes traffic flow templates to allow the GGSN to deliver downlink PDP PDUs with the correct QoS.
Agreed
Approved

CRs to GSM 03.60 v7.2.0 (GSM98)

CR #
Rev
Subject
Description
TSG SA2
TSG SA#6

A182
0
Compatibility between releases 97 and 98
Proposes a clause 11 statement that release 98 shall be backwards compatible with release 97.
Agreed
Approved

A181
0
CS paging response
Same as A180.
Agreed
Approved

A179
0
GPRS Mobile Stations classes
Same as A178.
Agreed
Approved

A177
0
No (P‑)TMSI in Complete messages
Same as A176.
Agreed
Approved

A175
0
PTM, PDU, and SS cleanup
Same as A174.
Agreed
Approved

A173
0
Removal of BB Protocol
Same as A172.
Agreed
Approved

CRs to GSM 03.60 v6.5.0 (GSM97)

CR #
Rev
Subject
Description
TSG SA2
TSG SA#6

A180
0
CS paging response
Proposes that a GPRS class-B MS can delay the response to an incoming CS page request in order to allow an ongoing GPRS communication to terminate.
Agreed
Approved

A178
0
GPRS Mobile Stations classes
Proposes that the requirement to revert from class-B to class-C mode of operation when the MS cannot monitor both paging channels be replaced by a reference to 02.60 which covers this.
Agreed
Approved

A176
0
No (P‑)TMSI in Complete messages
Proposes removal of P‑TMSI and VLR TMSI from the Attach Complete, RA Update Complete, and BSSAP+ TMSI Reallocation Complete messages to align with 04.08 and 09.18.
Agreed
Approved

A174
0
PTM, PDU, and SS cleanup
Proposes removal of all references to PTM and supplementary services, and a cleanup up in the usage of the terms PDP PDU, N-PDU, and GTP PDU.
Agreed
Approved

A172
1
Removal of BB Protocol
Proposes that all mention of the BB Protocol parameter be removed since this is part of the QoS reliability class attribute.
Agreed
Approved

CRs to 3G TS 23.060 v3.0.0 (UMTS99 and GSM99)

CR #
Rev
Subject
Description
TSG SA2
TSG CN1
TSG SA#5
TSG CN

045
1
Consistent Sequence Numbering of GTP-PDUs on Iu and Gn interfaces
Proposes that the GTP-U sequence numbers shall be assigned by the RNC and the GGSN, and be passed unmodified through the SGSN.
Agreed
-
Approved
-

044
2
UMTS-GPRS Intersystem Handover
Proposes procedures for inter-system handovers between GPRS and the UMTS packet domain.
Agreed
-
Approved
-

042
1
Introduction of UMTS MS classes
Proposes definitions of the UMTS MS classes.
Agreed
-
Approved
-

041
2
Mobility Management states and state transitions for UMTS
Proposes more detailed descriptions of the PMM states, PMM state transitions, and the resource request procedures.
Agreed
-
Approved
-

040
0
Handling of lost of coverage for UMTS
Adapts subclause 6.3.3 "Periodic RA Update Timer Function" to UMTS.
Agreed
-
Approved
-

039
0
Introduction of LOCATION REPORTING procedure
Same as 008r2.
Withdrawn
-
-
-

038
3
Location Management and attach procedure for UMTS
Proposes UMTS PS attach and location management procedures.
Agreed
-
Approved
-

037
1
Interactions between 3G-SGSN and MSC/VLR for UMTS
Adapts subclause 6.4 "Interactions Between SGSN and MSC/VLR" to UMTS.
Agreed
-
Approved
-

036
1
CR to chapters 6.6
Adapts subclause 6.6 "Detach Function" to UMTS.
Agreed
-
Approved
-

035
0
Classmark handling
Proposes the definition of access-network-specific and a core-network specific classmarks for UMTS.
23.060 ad-hoc reviewed
-
-
-

034
1
Procedures for volume-based charging
Proposes a procedure for RNC to report the amount of data successfully delivered to the MS.
Rejected
-
-
-

033
1
Changes in chapter 12 of 23.060
Adapts clause 12 "Transmission" to UMTS, and proposes a high-level description of the Iu interface.
Agreed
-
Approved
-

032
0
Changes in chapter 11 of 23.060
Adapts clause 11 "Compatibility Issues" to UMTS.
Agreed
-
Approved
-

031
1
Introduction of UMTS security
Proposes UMTS PS security requirements.
Agreed
-
Approved
-

030
1
Authentication and security keys agreement for support of GSM-UMTS Interoperability
Proposes authentication procedures for a UMTS SIM in a UMTS system, for a GPRS SIM in a UMTS system, and for a UMTS SIM in a GPRS system.
Agreed
-
Approved
-

029
1
UMTS 23.060 v3.1.0 DRAFT 2
Proposes restructuring of 23.060 to allow inclusion of both GSM / GPRS and UMTS PS. Also cleans up in PDU names, PTM, and SS.
Agreed
-
Approved
-

028
0
Modification of the definition and the usage of network operation mode
Proposes two UMTS network operation modes.
Agreed
-
Approved
-

027
1
Addition of Paging Co-ordination for UMTS
Proposes a description of UMTS paging co-ordination.
Agreed
-
Approved
-

026
1
Procedures for volume based charging
Replaced by 034.
Rev 0 reviewed
-
-
-

025
0
Extension of PDP type IP to support e.g. End-to-End DHCP or Mobile IP
Proposes a method to allow the MS to interact with e.g. a DHCP server or Mobile IP foreign agent that allocates the PDP address subsequent to PDP context activation.
Agreed
-
Approved
-

024
1
Adaptation to UMTS in chapter 14
Adapts clause 14 "Identities" to UMTS.
Agreed
-
Approved
-

023
1
Adaptation to UMTS in chapter 13
Adapts clause 13 "Information Storage" to UMTS.
Agreed
-
Approved
-

022
1
Changes in chapter 7, 8 of 23.060
Adapts clauses 7 "Network Management Functionality" and 8 "Radio Resource Functionality" to UMTS, and proposes a new "Radio Resource Functionality for UMTS" subclause.
Agreed
-
Approved
-

021
1
Updating of Section 9
Adapts clause 9 "Packet Routeing and Transfer Functionality" to UMTS.
Agreed
-
Approved
-

020
1
Changes in chapter 5 of 23.060
Adapts clause 5 "General Packet Domain Architecture and Transmission Mechanism" to UMTS, and adds UMTS user and control plane protocol stacks.
Agreed
-
Approved
-

019
1
Change in chapters 2, 3 of 23.060
Proposes UMTS packet domain additions to clauses 2 "References" and 3 "Definitions, abbreviations and symbols".
Agreed
-
Approved
-

018
2
23.060 Section 1, 4
Proposes UMTS packet domain additions to clauses 1 "Scope" and 4 "Main Concepts".
Agreed
-
Approved
-

016
0
PDP Context Deactivation during an activation
Same as A161.
Agreed
Agreed
Approved
-

015
2
Clarification on multiplexing of several NSAPIS onto one LLC SAPI
Same as A170.
Agreed
Agreed
Approved
-

014
2
Mobile terminated packet transfer to UE in PMM-Idle state
Proposes a procedure to establish a secure connection between a UE and a 3G‑SGSN for downlink transmission of signalling or data.
Agreed
-
Approved
-

012
0
Adding Follow-on Function in Attach and Routing Area Update
Proposes addition of a Follow-on mechanism to be negotiated upon attach and RA update.
Withdrawn
-
-
-

011
0
SGSN Controlled PMM State
Proposes that Follow-on timer expiry shall change state from PMM-CONNECTED to PMM-IDLE.
Withdrawn
-
-
-

010
0
Introduction of EGPRS
Proposes text to reflect the EGPRS radio interface, e.g., increased bitrates.
Agreed
-
Approved
-

009
0
MS and GSN-initiated PDP context modification
Proposes that the MS, the SGSN, and the GGSN be allowed to initiate modification of a negotiated QoS profile.
Agreed
-
Approved
-

008
2
Introduction of LOCATION REPORTING procedure
Proposes procedures for location reporting from RNC to 3G-SGSN.
Agreed
-
Approved
-

007
1
Introduction of Service Request procedure
Proposes procedures to establish a secure connection between UE and RNC for uplink transmission of ciphered messages.
Agreed
-
Approved
-

006
1
Addition of APN parameter in Network-requested PDP context activation procedures
Proposes that APN be delivered to the UE upon network-requested PDP context activation.
Agreed
-
Approved
-

005
2
Introduction of Iu Release procedure
Proposes Iu interface release procedures.
Agreed
-
Approved
-

004
1
MM states in UMTS
Proposes UMTS PMM states and transitions.
Agreed
-
Approved
-

003
0
Modification information is not piggybacked
Same as A165.
Agreed
Agreed
Approved
-

002
0
Ga interface to the GPRS Logi​cal Architecture diagram etc.
Same as A168.
Agreed
Agreed
Approved
-

001
0
APN and GGSN selection SDL diagrams
Same as A166.
Agreed
Agreed
Approved
-

A164
1
Parallel handling of multiple user application flows
Proposes a method to allow multiple different QoS profiles to be supported simultaneously for a PDP address.
Agreed
Noted
Approved
-

A162
0
-
Replaced by 013.
-
-
-
-

A160
0
Introduction of the PDP-type IP-ext
Proposes that a new PDP type = IP-ext be introduced to allow the MS to interact with a DHCP server that allocates the PDP address.
Withdrawn
-
-
-

A106
1
MS and GSN-initiated PDP context modification
Replaced by 009 Rev 0.
-
-
-
-

A103
1
Introduction of EGPRS
Replaced by 010 Rev 0.
-
-
-
-

A085
8
Involvement of BSS in QoS provisioning
Proposes a method to include the BSS in QoS negotiation and policing.
Agreed
Noted
Approved
-

CRs to GSM 03.60 v7.1.0 (GSM98)

CR #
Rev
Subject
Description
TSG SA2
TSG CN1
TSG SA#5
TSG CN

A171
2
Clarification on multiplexing of several NSAPIS onto one LLC SAPI
Same as A170.
-
Agreed

Approved

A169
0
Modification information is not piggybacked
Same as A165.
-
Agreed

Approved

A168
2
Ga interface to the GPRS Logi​cal Architecture diagram etc.
Adds the Ga interface and a reference to GSM 12.15.
-
Agreed

Approved

A167
0
APN and GGSN selection SDL diagrams
Same as A166.
-
Agreed

Approved

A163
1
PDP Context Deactivation during an activation
Same as A161.
Agreed
-

-

CRs to GSM 03.60 v6.4.0 (GSM97)

CR #
Rev
Subject
Description
TSG SA2
TSG CN1
TSG SA#5
TSG CN

A170
2
Clarification on multiplexing of several NSAPIS onto one LLC SAPI
Clarifies that NSAPIs that share a SAPI shall use the same radio priority, and that the restriction applies to unacknowledged as well as acknowledged LLC operation.
-
Agreed

Approved

A166
1
APN and GGSN selection SDL diagrams
Proposes SDL diagrams to replace the Annex A.3 pseudo code.
-
Agreed

Approved

A165
0
Modification information is not piggybacked
Proposes that the mention of piggybaking modification information be removed since this is not specified in stage 3.
-
Agreed

Approved

A161
1
PDP Context Deactivation during an activation
Clarifies the SGSN behaviour upon reception of a Deactivate PDP Context Request message for a PDP context that is currently being activated.
Agreed
Noted

-

A1??
0
MS class mode of operation
Proposes that the definition of MS classes be replaced by a reference to GSM 02.60.
-
Reviewed
-
-

CRs to create 3G TS 23.060 v3.0.0 (UMTS99) from GSM 03.60 v7.0.0

CR #
Rev
Subject
Description
SMG12
SMG3 A
SMG3 P
SMG#29

A116
4
Tunnelling of Non-GSM Messages
Proposes that a non-GSM MSC/VLR can be connected to the SGSN. Also proposes a method to transparently tunnel messages between the MS and the non-GSM MSC/VLR.
Agreed
Noted
Rev 2 agreed
Approved

A111
1
Introduction of HPLMN Address Allowed flag
Proposes a method to force a roaming GPRS MS to use a GGSN in the visited PLMN.
Withdrawn
-
-
-

CRs to GSM 03.60 v7.0.0 (GSM98)

CR #
Rev
Subject
Description
SMG12
SMG3 A
SMG3 P
SMG#29

None
0
Charging Information provided by the GGSN
Clarifies that the SGSN and not the GGSN collects MS location charging information. REJECTED BY SMG6 GPRS AD-HOC.
-
-
-
-

A158
0
Mean throughput classes
Same as A132.
-
-
-
Approved

A157
0
MSISDN in GGSN
Same as A131.
-
-
-
Approved

A156
2
Circuit Switched and Packet Switched priority handling
Same as A120.
-
-
-
Approved

A155
1
Clarification of the null routeing area
Same as A119.
-
-
-
Approved

A154
1
Information storage
Same as A118.
-
-
-
Approved

A153
0
SGSN Failure
Same as A117.
-
-
-
Approved

A152
0
Selection Mode consistency between 09.60 and 03.60
Same as A114.
-
-
-
Approved

A151
2
Correction of the handling of CKSN in the attach procedure
Same as A112.
-
-
-
Approved

A150
2
Improving the user data loss-less inter-SGSN RA update
Same as A107.
-
-
-
Approved

A131
0
MSISDN in GGSN
Same as A130.
Agreed
-
-
-

A115
1
Clarification to the PDP-type PPP
Describes the protocol stack used for the PDP type PPP service.
Rev 0 reviewed 
Agreed
Agreed
Approved

A104
1
Octet Stream Protocol and Internet-Hosted Octet Stream Service
Proposes stage-2 description for the work items "Unstructured Octet Stream PDP Type" and "Connecting an Octet Stream to a Port on an Internet Host".
Rev 0 reviewed
Agreed
Agreed
Approved

CRs to GSM 03.60 v6.3.1 (GSM97)

CR #
Rev
Subject
Description
SMG12
SMG3 A
SMG3 P
SMG#29

A132
0
Mean throughput classes
Aligns throughput classes with 04.08 code points.

Agreed
Agreed
Approved

A130
0
MSISDN in GGSN
Proposes that the basic MSISDN be delivered to the GGSN upon PDP context activation.
Agreed
Agreed
Agreed
Approved

A120
2
Circuit Switched and Packet Switched priority handling
Clarifies the behaviour of a class‑B operating MS relative to dedicated mode.

Agreed
Agreed
Approved

A119
1
Clarification of the null routeing area
Proposes that the cells not supporting GPRS in a location area be grouped into a "null routeing area".

Agreed
Agreed
Approved

A118
1
Information storage
Removes an old reference to a non-existent SGSN context table field, and adds APN to SGSN and MS context tables.

Agreed
Agreed
Approved

A117
2
SGSN Failure
Aligns SGSN failure situations including subsequent routeing area updates and paging with recent stage-3 developments.

Agreed
Agreed
Approved

A114
0
Selection Mode consistency between 09.60 and 03.60
Aligns the APN Selection Mode parameter values with the more descriptive values in GSM 09.60.
Agreed
Agreed
Agreed
Approved

A113
0
Correction of the handling of CKSN in the attach procedure
Same as CR A112.
-
Withdrawn
-
-

A112
2
Correction of the handling of CKSN in the attach procedure
Proposes that the authentication procedure can be used to start ciphering without at the same time re-autenticating the MS.

Agreed
Agreed
Approved

A107
2
Improving the user data loss-less inter-SGSN RA update
Proposes that the LLC V(R)-based inter-SGSN RA update data recovery mechanism be replaced by an SNDCP N‑PDU-based mechanism.

Agreed
Agreed
Approved

CRs to create GSM 03.60 v7.0.0 (GSM98) from v6.3.1

CR #
Rev
Subject
Description
SMG12
SMG3 A
SMG3 P
SMG#28

A099
2
GGSN-initiated QoS Re-negotiation
Proposes that the GGSN be allowed to initiate modification of a QoS profile.
Replaced by A106
-
-
-

A091
1
ANSI references
Need to support Bellcore-specific X.75’ interface for interworking with BOC’s data networks.
Rev 0 agreed
Agreed
Agreed
Approved

A087
2
Introduction of PDP type PPP
Introduces the new PDP type PPP, and proposes solution for PPP operation in LLC unacknowledged mode.
Agreed
-
-
Approved

A086
1
Introduction of additional functions to provide end-to-end QoS
Proposes architecture to provision end-to-end QoS guarantees.
Reviewed, on hold
-
-
-

A084
4
MS initiated triggering of QoS Renegotiation
Allows the MS to initiate modification of the negotiated QoS profile.
Replaced by A106
-
-
-

A081
1
Enhanced QoS Support in GPRS for UMTS phase 1
Proposes a method for end-to-end QoS negotiation and policing.
Replaced by A084 - A086
-
-
-

A067
0
RA update for anonymous access
Proposes that RA updates shall be added to the anonymous access case
Reviewed, on hold
-
-
-

CRs to GSM 03.60 v6.2.0

CR #
Rev
Subject
Description
SMG12
SMG3 A
SMG3 P
SMG#28

A110
1
MM/GMM coordination
Proposes clarifications to the behaviour of MSs operating in mode B when the periodic RA update timer expires.
-
Withdrawn
-
-

A109
0
Periodic routing area update and Mobile Reachable Timer
Proposes that the periodic RA update and mobile reachable timers be control​led by RA update procedures and not by STANDBY / READY state transitions.
-
Withdrawn
-
-

A108
0
SGSN Failure
Aligns handling of MSs after SGSN failure with stage‑3 specifications.
-
Agreed
Agreed
Approved

A105
0
No more combined periodic RA / LA updates
Proposes removal of the combined periodic RA / LA update procedure as this procedure is not needed.
Agreed
Agreed
Agreed
Approved

A102
0
STANDBY state clarifications
Clarifies that an MS may be paged, and that SMs may be delivered, even if no PDP context has been activated.
Agreed
Agreed
Agreed
Approved

A101
0
Alignments with GSM 04.64 and 04.65
Proposes minor changes to ensure that 03.60 matches GSM 04.64 and 04.65.
Agreed
Agreed
Agreed
Approved

A100
0
Roaming restriction cor​rections and alignments with 03.15 and 09.02
Proposes improvements to the regional subscription and roaming restrictions descriptions.
Agreed
Agreed
Agreed
Approved

A098
0
Protocol Configuration Options at PDP context activation reject
Proposes that PDP Configuration Options be added to the Activate (AA) PDP Context Reject messages.
Agreed
-
-
Approved

A097
0
Force to Standby procedure
Proposes that only the SGSN, and not the MS, can indicate Force to STANDBY.
Agreed
Agreed
Agreed
Approved

A096
2
Corrections to APN selection tree
Proposes that a user with a single PDP context subscription record containing a static PDP address shall be able to activate the PDP context without explicitly including the PDP address in the Activate PDP Context Request.
Rev 0 reviewed
Agreed
Agreed
Approved

A095
1
Correction to the HLR restart for combined attached Mobile Stations
Proposes that, subsequent to an HLR restart, the SGSN shall indicate the first MS activity to the VLR.
Agreed
-
-
Approved

A094
0
Suppression of SM delivery via GPRS route
Proposes that the operator shall be able to specify that SMs for an individual subscriber shall not travel via an SGSN.
Reviewed
Reviewed



A093
0
Unsuccessful Update PDP Context
Proposes that an inter-SGSN RA update be accepted even if the SGSN cannot update one or several GGSN PDP contexts.
Agreed
-
-
Approved

A092
1
Clarification for the MM Context Information Element
Proposes that the SGSN classmark be transferred from the old to the new SGSN upon inter-SGSN RA updates.
Agreed
-
-
Approved

CRs to GSM 03.60 v6.1.0

CR #
Rev
Subject
Description
SMG12
SMG#27

A090
0
A interface suspend and resume
Clarifies that it is not necessary to support the BSS-to-BSS information transfer mechanism in order to provide suspend and resume.
Agreed
Approved

A089
?
Mandatory BSS to BSS information
Alcatel?
-
-

A088
0
GPRS Information in the SIM and the ME
Describes usage of GPRS information in GPRS-aware SIMs.
Agreed
Approved

A083
0
Clarification for usage of QoS parameters
Proposes to simplify QoS handling by allowing only certain QoS profiles.
Reviewed
-

A082
1
Various improvements
Offers a number of improvements as summarised on the cover page.
Agreed
Approved

A080
1
Inconsistency in MS unreachable specification between 09.18 and 03.60
Clarifies that the SGSN returns an MS Unreachable message when PPF is cleared, and that the association in the MSC/VLR shall not change when the MS Unreachable message is received.
Agreed
Approved

A079
1
Removing GPRS's de​gradation of CAMEL's Any Time Interrogation procedure
Renames the Identification procedure to MS Information procedure. Expands the functionality of the procedure to enable query of the cell last used by an MS.
Agreed
Approved

A078
2
Alignment of references to NSAPI and addition of TI to context tables
Introduces transaction identifiers to the session management procedures.
Agreed
Approved

A077
1
Handling of GPRS Classmark
Introduces the two-split GPRS classmark; one part for radio access capabilities, and one part for the SGSN.
Agreed
Approved

A076
2
Signalling and SMS radio priority levels
Removes hardcoding of radio priority levels for signalling and SMS. Proposes that the radio priority level to be used for MO SMS is included in Attach Accept.
Agreed
Approved

A075
0
Generation and distri​bution of Charging Id
Aligns 03.60 with GSM 12.05 by adding a description of GGSN Charging Id generation and distribution.
Agreed
Approved

A074
0
PDP context deactivation after GGSN failure
Specifies that the SGSN shall deactivate a PDP context when the GGSN reports reception of an uplink tunnel PDU for which no PDP context exists in the GGSN.
Agreed
Approved

A073
0
PDP Context Modifi​ca​tion for one NSAPI only
Clarifies that, due to the introduction of transaction identifiers in GSM 04.08 session management signalling, only one PDP context can be modified with one SM signalling message.
Agreed
Approved

A072
2
Incremental Insert and Delete Subscriber Data procedures
Allows the HLR to insert, modify, and remove PDP contexts in the SGSN.
Agreed
Approved

A071
0
Restoration procedures
Specifies that the SGSN shall only relay paging requests received via Gs for an MS that is unknown in the SGSN if the SGSN has not yet completed recovery.
Agreed
Approved

A070
2
Alignment of 03.60 and 08.18 CR "RAC added to cell identity IE"
Specifies that RAC and LAC shall be included with every uplink LLC frame delivered by the BSS to the SGSN.
Agreed
Approved

A069
0
BSSGP flow control
Aligns the outdated description of Gb flow control with the solutions agreed by SMG2.
Agreed
Approved

A068
1
Improvement for the SGSN change procedure
Improves the handling of inter-SGSN routeing area updates for the case when the MS reselects the old SGSN before the ongoing RAU is completed.
Agreed
Approved

A066
1
Clarification for usage of combined procedures
Clarifies that combined procedures are only and always used in network operation mode I by MSs that are both GPRS and IMSI attached, except when these MSs are CS connected. Specifies that separate RA update and LA update remove the association at the SGSN and MSC/VLR, respectively.
Agreed
Approved

A065
1
Deletion of Standby timer function
Claims that the STANDBY timer is unnecessary, and proposes that the periodic RA update and Mobile Reachable timer functions are adequate.
Agreed
Approved

A064
-
-
-
-
-

A063
-
-
-
-
-

CRs to GSM 03.60 v6.0.0

CR #
Rev
Subject
Description
SMG12
SMG#26

A062
1
Mapping of QoS profile to GPRS radio priority level
Proposes that the uplink GPRS radio priority level is indicated in the Activate PDP Context Accept message.
Agreed
Approved

A061
1
Clarification of network operation mode III
Clarifies mode III: GPRS paging may be performed on either PCH or PPCH.
Agreed
Approved

A060
1
Recovery procedures after HLR and VLR restart
Proposes that any valid uplink LLC frame, and not just RA updates, shall trigger recovering location updates.
Agreed
Approved

A059
0
Clarification of TLLI and TID for anonymous access
Introduces A-TLLI and AA-TID for identification of anonymous access transmission.
Agreed
Approved

A058
4
Use of APN: some clarifications
Proposes that the MS shall send APN upon context activation, and modifies the SGSN's APN handling.
Agreed
Approved

A057
3
Terminology of GPRS MS class and its use
Proposes that MS class be described as MS mode of operation.
Agreed
Approved

A056
0
Suspension and Resumption of GPRS
Proposes an MSC-based method for handling of suspend and resume.
Rejected
-

A055
2
Data forwarding in inter-SGSN routing area update
Proposes a double handshake mechanism between the new and old SGSNs during inter-SGSN RA update.
Agreed
Approved

A054
3
Align 03.60 and 09.60 with regard to QoS negotiation on the backbone
Proposes that the GGSN shall be able to restrict QoS Negotiated during context activation, and that the GGSN shall be able to impact QoS Negotiated during context modification.
Agreed
Approved

A053
1
Attach and RA update alignment with 04.08 and 09.18
Proposes that the attach and location update procedures be aligned with the solutions in 04.08 and 09.18.
Agreed
Approved

A052
1
Various improvements
Proposes a few minor improvements as summarised on the CR cover page.
Agreed
Approved

A051
4
Suspend and Resume
Proposes a method for MS-requested suspend that works in all network modes of operation.
Agreed
Approved

A050
4
Addition of the implicit detach timer functionality in the SGSN
Proposes a new implicit detach timer in the SGSN, and that the timer is separate from the STANDBY timer.
Agreed
Approved

A049
0
Use of dedicated channels for GPRS Mobility Management
Proposes capabilities to enable LLC frame transmission on dedicated channels.
Withdrawn
-

A048
4
Usage of reliability class
Proposes a more relaxed relationship between PDP Type and Reliability Class.
Agreed
Approved

A047
4
Triggering of the Location Updating procedure between the SGSN and the MSC/VLR
Proposes that it shall be possible for the SGSN to update the MSC/VLR before the Update Location procedure to the HLR has completed.
Agreed
Approved

A046
6
Subscription withdrawn
Proposes that the HLR shall be able to indicate if the Cancel Location message is sent due to an update procedure or due to an operator-determined abort.
Agreed
Approved

A045
5
Description of the Send Routeing Information for GPRS procedure
Proposes that the network-requested PDP context activation procedure be described in more detail.
Agreed
Approved

CRs to GSM 03.60 v5.2.0

CR #
Rev
Subject
Description
SMG3 SA
SMG3 Pl
SMG#25

A044
3
Suspend / Resume operation requires further analysis
Removes the need for the MS to indicate it's GPRS class to the network, and states that further study is needed for suspend / resume operation.
Rev 1 agreed
Rev 2 agreed
Approved

A043
1
Screening functionality for GPRS phase 1
Clarifies that network-control​led screening is supported, and that subscription-controlled and user-controlled screening are not supported in the first phase of GPRS.
Agreed
Agreed
Approved

A042
2
Applicability of DRX during MM signalling procedures
Clarifies that DRX shall not be applied during certain signalling events.
Rev 1 agreed
Agreed
Approved

A041
0
Selection mode parameter
Proposes that the GGSN be informed how Access Point Name was resolved.
Withdrawn
-
-

A040
3
More robust Inter SGSN Routeing Area Update
Proposes a fix to a problem with inter-SGSN RA update back to old SGSN.
Rev 1 reviewed, agree by email
Agreed
Approved

A039
0
Provision of resilience upon GGSN failure
Proposes that the HLR may point to secondary GGSNs for each PDP context.
Withdrawn
-
-

A038
3
Packet TMSI
Introduces Packet TMSI, and changes TLLI allocation and usage accordingly.
Rev 0 reviewed, agree by email
Agreed
Approved

A037
1
Selection and sub​scription options of external packet data network
Clarifies GPRS usage of the Domain Name Service and translation of Access Point Names into GGSN addresses.
Agreed
Agreed
Approved

A036
9
GPRS Paging co-ordination
Proposes CCCH constellation depending on the operator's network configuration.
Agreed
Agreed
Approved

A027
6
Addition of the Gs interface MS identification and MM information procedures to 03.60
Adds the existing 04.08 Identification and MM information procedures to the Gs interface.
Agreed
Agreed
Approved

CRs to GSM 03.60 v5.1.0

CR #
Rev
Subject
Description
SMG3 SA
SMG3 Pl
SMG#24

A035
2
No more combined (GPRS + non-GPRS) “Ready for SM” notification to HLR
Proposes that the SGSN and MSC/VLR shall independently send Ready for SM messages to the HLR.
Agreed
Agreed
Approved

A034
0
GTP-MAP protocol-converting GSN
Proposes explicit definition of protocol-converting GSN functionality.
Withdrawn
-
-

A033
0
Detach indication from the SGSN to the VLR
Proposes that a new GPRS Detach Indication message be used instead of Location Updating Request and Accept.
Agreed
Agreed
Approved

A032
1
Further description of the Network-Requested Context Activation procedure
Adds a cause parameter to the Send Routeing Information for GPRS Response message to improve the procedure.
Agreed
Agreed
Approved

A031
2
Alert and monitoring procedures at the MSC/VLR for class A and B mobiles
Proposes a procedure that allows the MSC/VLR to request that the SGSN indicates when a MS shows activity.
Agreed
Agreed
Approved

A030
5
QoS Definitions
Proposes QoS additions according to GSM 02.60 v5.2.0.
Rev 1 reviewed
Agreed
Approved

A029
0
GPRS Attach procedure enhancement
Proposes that GGSN PDP contexts used for network-initiated activation shall be updated with the SGSN address every time the MS changes SGSN.
Withdrawn
-
-

A028
5
Handling of CS paging requests by the SGSN after a failure
Adds capability for the MSC to include Area in Gs interface paging request in case the MS is not known in the SGSN.
Agreed
Agreed
Approved

A026
1
Addition of a reset indication message from the SGSN to the VLR
Specifies that the SGSN shall send a Reset message to the MSC/VLR after a SGSN failure.
Agreed
Agreed
Approved

A025
3
More robust Network-Requested PDP Context Activation Procedure
Converts the PDU Notification and PDU Reject procedures to explicitly confirmed procedures.
Rev 2 agreed
Agreed
Approved

A024
4
Access Point Name
Renames GGSN Address in PDP context activation to Access Point Name.
Rev 3 agreed
Agreed
Approved

A023
3
GSN number and address
Clarifies the usage of the SGSN PDP context table fields GGSN Address and GGSN Address in Use.
Agreed
Agreed
Approved

A022
3
Additional PDP configuration options
Adds the capability for the MS and GGSN to transparently exchange configuration data upon PDP context activation.
Agreed
Agreed
Approved

A021
2
TLLI reallocation
Adds a TLLI reallocation procedure.
Agreed
Agreed
Approved

A020
2
LLC and RLC transmission modes
Allows the user to select LLC and RLC transmission modes.
Replaced by A030
-
-

A019
3
Clarification of the Routing Area Update procedure and cell identifier
Allows the SGSN to extract the RA identifier from uplink messages rather than having to translate CI to RAI.
Agreed
Agreed
Approved

A018
5
Routing Area Update procedure
Proposes fix to the potential security problem associated with sending Routeing Area Update Request messages in plain text.
Rev 4 agreed
Agreed
Approved

A017
4
To align the anonymous PDP context activation with the non-anonymous PDP context activation
Allows dynamic PDP address allocation and GGSN selection upon anonymous access PDP context activation.
Rev 3 agreed
Agreed
Approved

A016
3
Maximum N-PDU size
Limits the maximum network layer PDU size to 1500 octets.
Agreed
Agreed
Approved

A015
4
MS Purge for GPRS
Adds MAP Purge mechanism to GPRS.
Rev 3 agreed
Agreed
Approved

A014
5
Editorial changes and clarifications on GSM 03.60
Various, mostly minor, changes. For a list of changes, see the CR cover pages.
Rev 4 agreed
Agreed
Approved

A013
3
Editorial changes on 03.60
Various editorial changes. For a list of changes, see the CR cover pages.
Agreed
Agreed
Approved

A012
1
SMS delivery path
Specifies that the preferred delivery path for mobile-terminated SMs shall be chosen by the SMS-GMSC and not by the HLR.
Agreed
Agreed
Approved

A011
1
Idle mode and connected mode
Corrects references to GSM IDLE state and CONNECTED state to idle mode and connected mode.
Agreed
Agreed
Approved

CRs to GSM 03.60 v5.0.0

CR #
Rev
Subject
Description
SMG3 SA
SMG3 Pl
SMG#23

A010
0
Clarification on the update of the SGSN-VLR association
Clarifies when the VLR address shall be updated in the SGSN in order to avoid that a Detach is sent to the relay MSC.
N.A.
Agreed
Approved

A009
0
Clarifications to network-requested PDP context activation
For a summary of the changes, see the CR cover page.
N.A.
Agreed
Approved

A008
3
SMS over GPRS
Offers improvements to the solution for SMS support over GPRS. For a summary of the changes, see the CR cover page.
N.A.
Agreed
Approved

A007
1
Various improvements to GSM 03.60
Various outstanding issues. For a list of changes, see the CR cover pages.
N.A.
Agreed
Approved

A006
0
Anonymous Access PDP Context Deactivation
Enables the GGSN or anonymous access server to initiate PDP Context Deactivation based on for example unauthorised use.
N.A.
Agreed
Approved

A005
1
Allocation of NSAPI in the PDP Context Activation procedure
- Changes NSAPIs from being fixed as part of the subscription to be dynamically allocated upon PDP Context Activation.

- Also impacts TIDs because TID=IMSI+NSAPI.
Agreed
Agreed
Approved

A004
1
Selection of the external network reference point by the user
Adds the possibility for the user to in the PDP Context Activation procedure select a logical GGSN. This enables the user to select external network or transit network.
Agreed
Agreed
Approved

A003
0
Reliable MM signalling over the radio interface
Adds the requirement that "The MM procedures shall provide information to the underlying layers to enable reliable transmission of MM messages on the Um interface.".
Agreed
Agreed
Approved

A002
1
Maximum network layer PDU length
- N-PDUs may be longer than 1600 octets.

- The network shall support at least 1600 octets N-PDUs.
Agreed
Agreed
Approved

A001
0
Clarifications to 03.60
Clarifies the Relay function in protocol stacks, and improves the Gb interface section.
Agreed
Agreed
Approved
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