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Abstract of the contribution: Proposal to update the use case for UL/DL GENERIC NAS TRANSPORT in Solution 12 in 3GPP TR 23.720.

Discussion
Solution 12 identifies which MM and SM messages are expected to be re-used for CIoT purposes at S1-Lite, and which are not needed. 
The choice of protocol messages to encapsulate Small Data is not only a protocol design choice, since the semantic rules of some messages bind them to pre-conditions like certain type of attachment to network. 

UPLINK/DOWNLINK NAS TRANSPORT is intended for SMS use, and require combined attach. CIoT UE should not be mandated to perform combined attach, so it is proposed that UPLINK/DOWNLINK GENERIC NAS TRANSPORT messages should be used for Small Data Transfer instead. These messages can be sent when the UE is PS attached.

The following change on 3GPP TR 23.720 is proposed:
Proposal

***************** Start of changes **********************
6.12
Solution 12: Solution on simplification of MM and SM procedures

6.12.1
Description

6.12.1.1
Simplification of MM and SM messages

To support efficient handling of infrequent small data transmissions for low cost CIoT devices, the Mobility Management and Session Management messages shall be simplified (including S1 and Gb case) as follows.

NOTE 1:
The simplification of MM and SM messages in this solution aims to provide some guidance for the further work in CT1.

Table 6.12.1.1-1 Simplification of MM and SM messages (S1)

	Procedures
	Messages
	Needed or Not
	Consideration

	EMM common procedures

	GUTI reallocation
	GUTI reallocation command
	Needed
	Essential for DÉCOR HSS initiated Dedicated Core Network Reselection.

	
	GUTI reallocation complete
	Needed
	

	Authentication
	Authentication request
	Needed
	To be further studied by SA3.

	
	Authentication response
	Needed
	

	
	Authentication reject
	Needed
	

	
	Authentication failure
	Needed
	

	Security mode control
	Security mode command
	Needed
	

	
	Security mode complete
	Needed
	

	
	Security mode reject
	Needed
	

	
	Security protected NAS message
	Needed
	

	Identification
	Identity request
	Needed
	The NW may request UE to provide IMSI or IMEI.

	
	Identity response
	Needed
	

	EMM information
	EMM information
	Needed
	The NW may provide UTC + time zone to UE.
Time handling can be handled on application level, leaving this as not needed.

	
	EMM status
	Needed
	UE may report error conditions. 

	EMM specific procedures

	Attach
	Attach request
	Needed
	UE attaches to NW.

	
	Attach accept
	Needed
	

	
	Attach complete
	Needed
	

	
	Attach reject
	Needed
	

	Detach
	Detach request (UE initiated)
	Needed
	UE detaches from NW.

	
	Detach request (NW initiated)
	Needed
	

	
	Detach accept (UE initiated)
	Needed
	

	
	Detach accept (NW initiated)
	Needed
	

	Tracking Area Update
	TAU request
	Needed
	UE updates the TA.

	
	TAU accept
	Needed
	

	
	TAU reject
	Needed
	

	
	TAU complete
	Needed
	

	EMM connection management procedures

	Service Request
	Service request
	Needed
	UE triggers SR or responds to paging.

	
	Service reject
	Needed
	

	
	Extended service request
	Not
	CSFB is not used.

	Transport of NAS message
	DL NAS transport
	Needed
	To transport SMS.

	
	UL NAS transport
	Needed
	

	Generic transport of NAS message
	DL generic NAS transport
	Needed
	To carry Small Data Transfer (SDT) message.

	
	UL generic NAS transport
	Needed
	


	ESM procedures

	Network initiated ESM procedures
	Activate default EPS bearer context request
	Needed
	To activate the default bearer.

	
	Activate default EPS bearer context accept
	Needed
	

	
	Activate default EPS bearer context reject
	Needed
	

	
	Activate dedicated EPS bearer context request
	Not
	Dedicated bearer is not needed.

	
	Activate dedicated EPS bearer context accept
	Not
	

	
	Activate dedicated EPS bearer context reject
	Not
	

	
	Modify EPS Bearer context request
	Needed
	To transport PCO. Need further consideration if CIoT can live without the info transported as PCO.

	
	Modify EPS Bearer context accept
	Needed
	

	
	Modify EPS Bearer context reject
	Needed
	

	
	Deactivate EPS bearer context request
	Not
	Only one bearer used so UE will be detached once the bearer is deactivated.

	
	Deactivate EPS bearer context accept
	Not
	

	UE requested ESM procedures
	PDN connectivity request
	Needed
	To establish the PDN connection.

	
	PDN connectivity reject
	Needed
	

	
	PDN disconnect request
	Not
	Only one PDN connection used so UE will be detached once the PDN connection is disconnected.

	
	PDN disconnect reject
	Not
	

	
	Bearer resource allocation request
	Not
	Dedicated bearer not supported.

	
	Bearer resource allocation reject
	Not
	

	
	Bearer resource modification request
	Not
	

	
	Bearer resource modification reject
	Not
	

	Miscellaneous procedures
	ESM information request
	Needed
	NW may request UE to provide APN or PCO.
Need further consideration if CIoT can live without the APN and the info transported as PCO 

	
	ESM information response 
	Needed
	

	
	Notification
	Not
	SRVCC or IMS not supported.

	
	ESM status
	Needed
	The error conditions report.


Table 6.12.1.1-2 Simplification of GMM and SM messages (Gb)
	Procedures
	Messages
	Needed or Not
	Consideration

	Attach
	Attach request
	Needed
	UE attaches to NW.

	
	Attach accept
	Needed
	

	
	Attach complete
	Needed
	

	
	Attach reject
	Needed
	

	Detach
	Detach request (UE initiated)
	Needed
	UE detaches from NW.

	
	Detach request (NW initiated)
	Needed
	

	
	Detach accept (UE initiated)
	Needed
	

	
	Detach accept (NW initiated)
	Needed
	

	P-TMSI reallocation
	P-TMSI reallocation command
	Needed
	Essential for DÉCOR HSS initiated Dedicated Core Network Reselection.

	Authentication and ciphering
	Authentication and ciphering request
	Needed
	To be further studied by SA3.

	
	Authentication and ciphering response
	Needed
	

	
	Authentication and Ciphering Failure
	Needed
	

	
	Authentication and ciphering reject
	Needed
	

	Identity
	Identity request
	Needed
	The NW may request UE to provide IMSI or IMEI.

	
	Identity response
	Needed
	

	RAU
	Routing area update request
	Needed
	UE updates the RA.

	
	Routing area update accept
	Needed
	

	
	Routing area update complete
	Needed
	

	
	Routing area update reject
	Needed
	

	GMM Status
	GMM Status
	Needed
	UE may report error conditions.

	
	GMM information
	Needed
	The NW may provide UTC + time zone to UE.
Time handling can be handled on application level, leaving this as not needed.

	Activate PDP context
	Activate PDP context request
	Needed
	To activate the PDP context.

	
	Activate PDP context accept
	Needed
	

	
	Activate PDP context reject
	Needed
	

	
	Activate Secondary PDP Context Request
	Not
	Secondary PDP context is not needed.

	
	Activate Secondary PDP Context Accept
	Not
	

	
	Activate Secondary PDP Context Reject
	Not
	

	
	Request Secondary PDP Context Activation
	Not
	

	
	Request Secondary PDP Context Reject
	Not
	

	
	Request PDP Context activation
	Not
	No need for NW to initiate the PDP context activation.

	
	Request PDP Context activation reject
	Not
	

	Modify PDP context
	Modify PDP context request 
	Needed
	To transport the PCO. Need further consideration if CIoT can live without the info transported as PCO.

	
	Modify PDP context accept
	Needed
	

	
	Modify PDP context reject
	Needed
	

	Deactivate PDP context
	Deactivate PDP context request
	Not
	Only one PDP context used so UE will be detached once the PDP context is deactivated.

	
	Deactivate PDP context accept
	Not
	

	Notification
	Notification
	Not
	SRVCC or IMS not supported.

	SM status
	SM status
	Needed
	The error conditions report.

	Activate MBMS
	Activate MBMS Context Request
	Not
	MBMS not supported.

	
	Activate MBMS Context Accept
	Not
	

	
	Activate MBMS Context Reject
	Not
	

	
	Request MBMS Context Activation
	Not
	

	
	Request MBMS Context Activation Reject
	Not
	


NOTE 2:
The simplification of MM and SM messages may depend on the specific solution.

NOTE 3:
The simplification of security related messages depends on SA3 study.

***************** End of changes **********************
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