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Abstract of the contribution: Addition of new key issue related to the selection of the network over which emergency calls are made when a device supports Emergency calls over WLAN, and both WLAN and 3GPP networks are available.
1
Discussion

During phase 1 of this study it was assumed that “a UE will attempt emergency calls over WLAN only in case of unsuccessful emergency call attempts over the cellular technologies supported by the UE” – since this was only valid for phase 1 of the study in phase 2 we will need to consider supporting emergency calls over WLAN when the capability to initiate emergency calls over cellular.  The decision to use WLAN over cellular may be impacted by many factors, including; available networks, registration status, network conditions, device capabilities, network capabilities, home country regulation, visited country regulation; therefore a flexible framework is needed to evaluate all relevant factors to prioritize the order over which networks emergency calls (or sessions) are attempted.  In addition capabilities introduced in release 12 (NBIFOM) and earlier (IFOM, MAPCON) enabled devices to be simultaneously connected (and route user traffic) to both WLAN and 3GPP networks – supporting emergency calls when device and network support these capabilities may require different techniques from those when traffic may only be routed to one network.  Therefore it is proposed that a new key issue be added to the study, to address the situation when multiple networks can convey the user’s traffic.
2
Proposal

It is proposed to include the following into the text into the TR …
*** First Change ***
X.X
Key Issues for Phase 2

X.X.X
Key Issue X: Means by which the order in which an emergency session is attempted over the available networks
When a device could potentially attempt an emergency call over multiple network types (e.g. 3GPP, WLAN), there needs to be a means by which the order in which an emergency call (or session) is attempted over the available networks.  In some cases WLAN may be preferable to 3GPP and current (i.e. phase 1) solutions do not allow for WLAN to be used for emergency calls if any 3GPP cellular coverage is available.  There needs to be a means by which the network preference (or order) in which emergency calls (or sessions) are attempted is determined.
Since emergency calls are heavily regulated and the requirements of different countries may be contradictory, the network selection preference (or order of setup attempts) needs to reflect the local regulations, and the regulations of the devices home network (if different).

In addition there are many factors (other than regulation) that may influence the preference of network type (this includes; available networks, registration status, network conditions, device capabilities, network capabilities), and a flexible framework needs to be established that can consider these factors when determining the network selection preference (or order of setup attempts).
NOTE:
This key issue applies to UE’s that support simultaneous connections to both WLAN and 3GPP networks (e.g. NBIFOM, IFOM, MAPCON, etc) as well as UE’s that can only support connections over either WLAN or 3GPP.
*** End of Changes ***
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