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Abstract of the contribution: addition of Solution 11.2: Retrieve the list of Emergency Call Numbers from the 3GPP access
1
Discussion

Void.
2
Proposal

It is proposed to modify TR 23.771 as follows…
*** First Change ***
5.X
Key issue X: Determine Emergency Call Numbers

This key issue applies to phase 2.

The key issue is to define how the UE can Determine the local Emergency Call Numbers when connected over WLAN
*** Second Change ***
6.11
Solution 11: Determine Emergency Call Numbers
6.11.1
Solution description
This solution applies for phase 2 and is related with Key Issue X
To determine the list of Emergency Call Numbers that apply where the UE is located, the UE proceeds as follows:

· When the UE receives over 3GPP access, a list of local Emergency Call Numbers (e.g. the “Emergency number list” received via 24.301 signalling) it stores this list and keeps its local storage even though it is detached from the PLMN; The UE needs to keeps only one list i.e. the list received from the last registered PLMN 
· When the user initiates a session and the UE needs to determine whether the session is for an emergency, it proceeds as follows:
-
When the UE has a list of local Emergency Call Numbers received on a 3GPP access and can determine that it is still in the same country than the PLMN from which it has receives this list, the UE uses this list; 
NOTE: 
The way for the UE to determine that it is still in the same country than the country of its last registered access to 3GPP coverage is FFS. It may e.g. leverage solution 13.
-
Otherwise the UE uses the mechanism described in § 6.11.2. 

-
Otherwise the UE uses pre-configured any list 
Editor’s Note: The exact priority between the list received on 3GPP access and the list received on the AP is FFS.


6.11.2
Retrieve the list of Emergency Call Numbers from a WLAN AP
The UE may retrieve from a WLAN AP the list of Emergency Call Numbers that are used in the geographic location of the AP. This list can be retrieved via ANQP procedures either prior or after association with the AP. Each Emergency Call Number provided by AP is a [URN, URI] pair, e.g. [urn:service:sos.fire, tel:112;sip:+15555551002@fire.com] (see IEEE Std 802.11-2012 [5]). The UE may (a) forward the retrieved Emergency Call Numbers to the application which initiates the emergency sessions or (b) may use them to identify emergency session requests.
· *** End of Changes ***
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