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1. Overall Description:

SA2 wishes to thank CT3 for the “LS on addition of delivery content over MB2-C reference point” (S2-153742 / C3-154308). To address the issues raised by the liaison, SA2 has approved CR0149 version 2 against 23.682 in S2-154232 (attached).
SA2’s Answers (A) to CT3’s Questions (Q) follow. The answers are based on Fig 5.5.1-1 of 23.682 version 13.3.0, i.e. prior to the application of the attached CR. 
1. Q: Is the delivery content intended to be delivered in MB2-C messages?
A: No, the content needs to be delivered via the MB2-U interface.
2. Q: If so, is the Bearer Activation Request intended to deliver the "delivery content"?
A: See answer 1.

3. Q: Steps 1 through 4 show that a TMGI is also requested and then provided in the Activate bearer procedure. Preliminary TMGI allocation is optional in TS 23.468 and might be against the purpose of a possible optimization. Is the TMGI parameter in step 8 optional or mandatory to be provided together with "delivery content"? (The whole TMGI allocation part can be omitted, step 5 moved after step 9 and data be sent after the re-placed step 5 using the existing methods.)
A: SA2 has agreed to revise the information flow in Fig 5.5.1-1 of 23.682. The attached CR shows the revised flow. It is clarified that the pre-allocation of the TMGI prior to activation is optional. 
4. Q: Shall the bearer remain allocated after the execution of the Bearer Activation Request, and be terminated via a separate procedure, which may again be against the purpose of a possible optimization?
A: The management of the bearer is up to the application which decides when to allocate, de-allocate, activate and/or deactivate the bearer, as well as what expiration time to request.

5. Q: Which action is intended with the BMSC address and port number provided in step 9. 
A: The BM-SC IP address and the UDP port number are associated with the activated TMGI and represent the destination for the transmission on the MB2-U interface.
6. Q: In the light of the above, should a new MB2-C message be defined?
A: No. SA2 does not see a need to define a new MB2-C message to address the issues identified in the liaison.

7. Q: Step 12 in Figure 5.5.1-1 of 23.682 is a dotted box also requiring the delivery of some contents. Is this content to be delivered via the MB2-U interface using existing procedures, or also over the MB2-C procedure, e.g. using the Bearer Modification Request or some new procedure?
A: The step represents the delivery of content in the user plane across several interfaces. The interface between SCEF and BM-SC is MB2-U and existing delivery procedures are to be used. SA2 does not see a need or advantage in defining or using alternative or new procedures. 
2. Actions:

To 3GPP TSG CT WG3:
ACTION: 
SA2 kindly suggests that CT3 takes the above information into account for its work.

3. Date of Next TSG-SA WG2 Meetings:

TSG-SA2 Meeting #113 
25th – 29th January 2016
Frigate Bay, Saint Kitts and Nevis
TSG-SA2 Meeting #114
11th – 15th April 2016
Sophia Antipolis, France.

