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Abstract of the contribution: Introduces the evaluation of solution 4.
Introduction

Introduces the evaluation of solution 4.
Proposal

It is proposed to capture the following updates in TR 23.710.
***** First Change *****

7.4.3
Solution evaluation


The solution resolves key issues 1 (“Extension of PRA reporting mechanism”) and 3 (“Efficient node resource control for enhancement of user location monitoring and reporting”).

Related to key issue #1: 
· This solution satisfies Key issue #1.

· The solution re-uses the same mechanism to activate and report PRAs as introduced in release 12. The only new functionality is the addition of multiple PRAs in existing signalling i.e. no new signalling is introduced.
Related to key issue #3: 
-
Upon a PCRF/OCS multiple PRA activation request, the MME/SGSN may reject some of the PRAs in case the PCRF request more PRAs than the MME/SGSN is dimensioned to handle i.e. it solves static overload. The rejection order is based on priority set per PRA.
-
It is not intended to cover dynamic overload cases i.e. when MME/SGSN resources decrease or increase: when the load increases after the MME/SGSN have accepted the list of PRAs to be reported; when the load decreases, the MME/SGSN does not reactivate the rejected PRAs on its own.
-
As the solution may reject PRAs, there is a need for the PCRF to re-activate the PRA reporting when changing MME/SGSN. 
-
 This reject mechanism will not give any additional signalling. 
***** End of Change *****
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