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Abstract of the contribution: This contribution proposes to add some definitions to the eDECOR TR23.711.
Introduction
In the solutions in the TR23.711 a number identities are used but they are lacking any definitions which can be needed to make a proper evaluation of the solutions.

The “UE Usage Type” is used in a number of solutions and is taken from the rel-13 DECOR function. In the TS23.401 (rel-13) there is no clear definition of the UE Usage Type, the following can be found in TS23.401:

· UE Usage Type is a subscription parameter

· There can only be one UE Usage Type per subscription

· “The "UE Usage Type" is associated with the UE (describing its usage characteristic)…” and “Indicates the usage characteristics of the UE for use with Dedicated Core Networks (see clause 4.3.25).”

· “When DCNs with dedicated PDN GWs are used, the DNS procedure for PDN GW selection may be extended such that a PDN GW belonging to a DCN serving a particular category of UEs, e.g. identified by UE Usage Type, is selected.”

It can be questioned if it is correct to say that UE Usage Type describes/identifies the UE category/characteristics as the UE Usage Type is a subscription parameter e.g. how will the subscription be handled if the SIM is moved from a UE with one characteristic to another UE with another characteristic?
As the UE Usage Type is a subscription parameter it is related to the subscription characteristics not the UE characteristics e.g. the subscription characteristic can be MBB, energy meter, automotive, etc. Based on above it is proposed to add a definition for clarification of the subscription parameter UE Usage Type into the TR23.711.

Definitions are also proposed for DC Type, DCN Selection Assistance parameter and DCN Isolation/Separation.      
Proposal

It is proposed to capture the following updates in TR 23.711.
***** First Change *****
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].




UE Usage Type: A subscription parameter related to the subscription characteristics e.g. the subscription usage is MBB, energy meter, automotive, etc.
DCN Type: Indicates the type of Dedicated Core Network serving the specific subscription usage type(s) e.g. DCN Type can be high bandwidth, stationary use, mobile use, etc.
DCN Selection Assistance: Identifies the specific DCN instance e.g. the Automotive DCN for Volkswagen or the Automotive DCN for Volvo. The DCN Selection Assistance parameter has a higher granularity compared to DCN Type. 
DCN Isolation/Separation: DCN isolation/separation is to reduce UEs to register to a DCN it does not belong to or is not allowed in.
***** End of Change *****
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