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Abstract of the contribution: This paper updates Key Issue #2.
1. Introduction

Clause 7.2 of TR 22.885 v14.0.0 includes the following consolidated requirement. This requirement needs to be captured as considering aspect for Key Issue #2 (V2X message transmission/reception for V2V Service and V2P Service).
	[CPR-014]
The E-UTRA(N) shall be capable of transferring V2X messages between two UEs supporting V2V/P Service, directly or via an RSU, with a maximum latency of 100ms.


2. Proposal
It is proposed to add the following changes to TR 23.785.
* * * * Start of 1st Change * * * *
5.2
Key Issue #2: V2X message transmission/reception for V2V Service and V2P Service
5.2.1
General description
Transmission of a V2X message for V2V Service and V2P Service can be triggered periodically or based on a certain event. The V2X message can be exchanged when the UE is "served by E-UTRAN" and when the UE is "not served by E-UTRAN". The V2X message can be exchanged when the UE is non-roaming and roaming.
To support V2X message transmission/reception for V2V Service and V2P Service, the following aspects need to be studied at least:
- 
How to enable the exchange of the V2X messages between UEs for V2V Services and V2P Services.

-
Addressing mechanism/identifiers to broadcast a V2X message for V2V Service and V2P Service.

When studying the above aspects, the following needs to be considered:
-
when the UE is non-roaming and when the UE is roaming.

-
when the UE is "served by E-UTRAN" and when the UE is "not served by E-UTRAN".
-
transferring V2X messages between two UEs, directly or via an RSU.
Editor's note: RAN impacts need to be considered for "via the RSU" aspect.
* * * * End of Changes * * * *
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