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Introduction

Introduces the evaluation of solution 4.
Proposal

It is proposed to capture the following updates in TR 23.710.
***** First Change *****

7.4.3
Solution evaluation


The solution resolves key issues 1 (“Extension of PRA reporting mechanism”) and 3 (“Efficient node resource control for enhancement of user location monitoring and reporting”).

Related to key issue #1: This solution enables the PCRF/OCS to activate multiple PRAs for a subscriber and SGSN/MME responds back for the accepted PRAs whether the UE is inside or outside the PRA(s) (as today). The solution re-uses the same mechanism to activate and report PRAs as introduced in release 12. The only new functionality is the addition of multiple PRAs in existing signalling i.e. no new signalling is introduced.

Related to key issue #3: Upon a PCRF/OCS multiple PRA activation request, PCRF/OCS also indicates the priority in between these PRAs (together with the PRA(s) requested to be activated) and in the response back potentially a reject if there are any PRA(s) to be rejected by MME/SGSN e.g. due to dimensioning/overload purpose, the response also includes the rejected PRA(s) (besides the reported of the accepted PRA(s)). Reporting of rejected PRAs is only performed in conjunction with activation of new PRAs. Reactivation of PRAs can be performed at any time the PCRF sends a PRA activation request. The new functionality is the addition of PRA priority and of reject information which both are included in existing rel-12 PRA signalling.
***** End of Change *****
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