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Abstract of the contribution: Proposes a solution for the Location (CP/UP) of the resource allocation functions (F-TEID).
1. Introduction – Discussion
1.1 Introduction

F-TEID-u
Fully Qualified (GTP-u) Tunnel Endpoint Identifier: IP address + TEID of a GTP-u tunnel (TEID-u)

1.2
Allocation of F-TEID-u (SGW/PGW)
When an UP function can interwork with multiple CP function, the question may be raised of whether the allocation of F-TEID-u by the CP incurs the risk that 2 CP (functional entities) may allocate the same F-TEID-u. 
· Considering the TEID: the TEID-u space could be partitioned per CP functional entity. As the TEID size is 32 bits, and considering that an UP entity may interact with 16 CP entities (which seems a lot), this lets 2 32-4 = 2 28 i.e. an order of magnitude of 256 M TEID to allocate per TEID CP per IP @ of an UP entity. So this does not seem to be an issue.
· Considering the IP @ of the F-TEID-u: the IP @ part of the F-TEID-u may (depending on the implementation) correspond to the actual physical resource (e.g. VM instance, physical card) handling the traffic identified by a F-TEID-u. When the UP allocates the IP @ (part of the F-TEID), this allocation can be done based on the local knowledge of the availability and load of this physical resource. When the CP allocates the IP @ (part of the F-TEID), this means that the CP is made aware of the availability and load of the physical resources of the UP entities, which it needs to know anyhow in order to choose the UP entity.
The CP function is responsible of allocating the UP function based on multiple criteria including the location of the UE. This allocation may also take into account the (relative) load of the various candidate UP functions (e.g. to reach an equal load of the UP functions or to favor an unbalanced load so as to facilitate scale in/down). Thus the CP of a GW needs to be aware of the availability and load status of the UP entities it may use.

Nevertheless the allocation of the F-TEID-u by the UP is simpler as it does not require a partitioning of the TEID-u space and as it does not require to make the CP aware of the availability and load of the individual physical resources of the UP entities.
As a conclusion, for the determination of the F-TEID-u, both solutions (allocation by the CP / allocation by the UP) may be considered.
2. Proposal

It is proposed that the following text is added into TR 23.714.
* * * * Start of changes * * * * (245)
6.2.1.1.4
How to realize the selection mechanism

The control plane entity is configured with the list of identities (i.e. IP address or FQDN) of the user plane entities it can use. This list may be updated at run-time via management interface, which is not in scope of 3GPP. . 

NOTE:
DNS based address resolution is performed by the control plane if FQDN of the user plane identity is configured.
The control plane entity is required to be made aware about the user plane entities load and capacity information.. The control plane may be configured with weight factors for each user plane entities, which can be used for user plane node selection. The weight factor may be provided via DNS server. The user plane node may also dynamically report its load information to control plane. 
* * * * Next change* * * *
6.1.1.5.1
Description 

F-TEID-u
Fully Qualified (GTP-u) Tunnel Endpoint Identifier: IP address + TEID of a GTP-u tunnel (TEID-u). When no reference to an IP version is made, “IP address” may refer to an IPv4 address and/or to an IPv6 Prefix. 
This section describes solutions for item A.2 in the table, i.e. solutions for whether F-TEID allocation is performed in the user plane or control plane solutions. 
6.1.1.5.3
Solution 1: F-TEID-u allocation / release in the user plane function 

In this solution the allocation  / release of the IP address and TEID for GTP-U is provided by the user plane function

Whenever a new user plane TEID and IP address allocation is required, e.g. during default bearer establishment, the control plane entity shall request the user plane entity to allocate the user plane TEID and IP address for the new (GTP) tunnel.

The user plane entity shall allocate the user plane TEID and IP address when the resource for the new GTP-tunnel is accepted and signal these parameters to the control plane entity.

The control plane entity shall signal the allocated user plane TEID and IP address to other network entities to complete the bearer establishment.
Editor’s note: Further details are FFS.
6.1.1.5.4
Solution 2: F-TEID-u allocation / release in the Control Plane function 
6.1.1.5.4.1
Overview
In this solution the allocation / release of the F-TEID-u is provided by the Control Plane function.
Whenever a new user F-TEID-u allocation (or release) is required, e.g. during bearer establishment (or release), the control plane entity shall allocate (or release) the F-TEID-u for the new (or released) GTP-u tunnel. The Control Plane shall also provide the F-TEID-u to the user plane entity when it creates the user plane connection. 
The control plane entity shall signal the allocated (released) F-TEID-u to other network entities (MME, SGSN, PGW or SGW) via GTP-c signalling.
The IP address of the F-TEID-u corresponds to the UP function selected to support a bearer..
· NOTE: 
When an User Plane function can interwork with multiple CP function, the question may be raised of whether the allocation of F-TEID-u by the CP incurs the risk that 2 CP (functional entities) may allocate the same F-TEID-u. The TEID-u space can be partitioned per CP function. As the TEID size is 32 bits, and considering that an User Plane function may interact with 16 CP functions (which seems a lot), this lets 2 32-4 = 2 28 i.e. an order of magnitude of 256 M TEID to allocate per CP per User Plane entity. So this does not seem to be an issue.
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