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1. Overall Description:

SA6 would like to thank CT1 for their LS C1-160621 / S6-160005 on ProSe Group Management Parameters. 
Regarding  the following:

"In addition to the ProSe Layer-2 Group ID CT1 also intend to include “ProSe Discovery Group-ID” within the MCPTT Group Document and MCPTT Group MO as this is understood to also be required."

SA6 would like to inform CT1 that SA6 have the understanding that, from MCPTT application perspective, ProSe Layer-2 group ID will be used as the Discover Group ID for ProSe Discovery procedures. This will be captured in Annex B of TS 23.179 as per the agreed CR attached.
Regarding the following:

"During discussion it was pointed out that the above parameters already exist in the ProSe MO in TS 24.333. CT1 make the assumption that duplication of these ProSe parameters in the MCPTT Group Document and MCPTT Group MO as well as in the ProSe MO is intended by SA6. This requires that the MCPTT service provider ensure that the parameters in these documents are all configured with the same values in order to ensure correct operation."
It is SA6 understanding that the ProSe related configuration parameters can be stored in both the MCPTT configuration and in the ProSe MO, and that the MCPTT configuration will take precedence. SA6 would like to refer to ProSe stage 2 TS 23.303 which allows such duplication:
"4.5.1.1.2.3.2
Additional provisioning information for ProSe Direct Discovery

In addition to the parameters indicated in clause 4.5.1.1.2.2, the ProSe-enabled Public Safety UE is provisioned with the following information:

1)
Authorisation policy when the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorised to perform ProSe Direct Discovery for Model A and Model B when "not served by E-UTRAN".

2)
Radio parameters for when the UE is "not served by E-UTRAN":

-
Includes the radio parameters with Geographical Area(s) that need to be configured in the UE in order to be able perform ProSe Direct Discovery procedures when not "served by E-UTRAN". These radio parameters (e.g. frequency bands) are defined in TS 36.331 [33]. The UE uses the radio parameters only if the UE can locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorised to transmit.

3)
Group Member Discovery parameters:

-
Include the parameters that enable the UE to perform Group Member Discovery when provisioned in ME from DPF or configured in UICC:

-
User Info ID: For Model A, this corresponds to the Announcer Info parameter when the UE is acting as an announcing UE. For Model B, this corresponds to the Discoverer Info in Solicitation messages and the Discoveree Info in Response messages, when the UE is acting as a discoverer or discoveree UE respectively.

-
Layer-2 Discovery Group ID: link layer identifier of the discovery group that the UE belongs to.

NOTE:
The relationship between the Layer-2 Discovery Group ID and the ProSe Layer-2 Group ID described in clause 4.5.1.1.2.3.3 is out of scope of this specification.

-
Alternatively these parameters can be provided from the 3rd party public safety provider application server (e.g. GCS AS as in TS 23.468 [26]). If UE receives the same set of data from AS that has been previously provided by DPF then UE uses the data set provided by AS for Group Member Discovery.
4)
ProSe UE-to-Network Relay Discovery parameters:

-
Include the parameters that enable the UE to perform ProSe UE-to-Network Relay Discovery when provisioned in ME from DPF or configured in UICC:

-
User Info ID: For Model A, this corresponds to the Announcer Info parameter when the UE is acting as an announcing UE. For Model B, this corresponds to the Discoverer Info in Solicitation messages and the Discoveree Info in Response messages, when the UE is acting as a discoverer or discoveree UE respectively.

-
Relay Service Code(s): A Relay Service Code identifies a connectivity service the ProSe UE-to-Network Relay provides to Public Safety applications. The Relay Service Codes are configured in the ProSe UE-to-Network Relays that provide connectivity services to Public Safety applications. The Relay Service Codes are configured in the Remote UEs interested in related connectivity services.

-
Alternatively these parameters can be provided from the 3rd party public safety provider application server (e.g. GCS AS as in TS 23.468 [26]). If UE receives the same set of data from AS that has been previously provided by DPF then UE uses the data set provided by AS for ProSe UE-to-Network Relay Discovery.
4.5.1.1.2.3.3
Provisioning information for one-to-many ProSe Direct Communication

The following information is provisioned to the UE for one-to-many ProSe Direct Communication:

1)
Authorisation policy:

-
When the UE is "served by E-UTRAN":

-
PLMNs in which the UE is authorised to perform one-to-many ProSe Direct Communication.

-
When the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorised to perform one-to-many ProSe Direct Communication procedures when "not served by E-UTRAN".

2)
ProSe Direct Communication policy/parameters:

-
Include the parameters that enable the UE to perform one-to-many ProSe Direct Communication when provisioned from DPF in the ME or configured in the UICC:

-
ProSe Layer-2 Group ID;

-
ProSe Group IP multicast address

-
Indication whether the UE should use IPv4 or IPv6 for that group

-
For a specific Group configured to operate using IPv4, optionally an IPv4 address to be used by the UE as a source address. If none is provisioned, then the UE shall use Dynamic Configuration of IPv4 Link-Local Addresses IETF RFC 3927 [16] to obtain a link local address for the Group.

-
Include group security related content for one-to-many ProSe Direct Communication.

NOTE 1:
More details on the necessary security aspect will be defined in SA3 specifications.

-
Alternatively these parameters can be provided from the 3rd party public safety provider application server (e.g. GCS AS as in TS 23.468 [26]). If UE receives the same set of data from AS that has been previously provided by DPF then UE uses the data set provided by AS for one-to-many ProSe Direct Communication.
[…]"
2. Actions:

To CT1 group.

ACTION: 
SA6 kindly asks CT1 to take the above answers into account when defining stage 3 for ProSe related configuration parameters.

3. Date of Next SA6 Meetings:

SA6 Meeting #10
11th-15th April 2016
Ljubljana, Slovenia

SA6 Meeting #11
23rd-27th May 2016
Bangalore, India
