SA WG2 Temporary Document

Page 3

SA WG2 Meeting #114
S2-161438
11 - 15 April 2016, Sophia Antipolis, France
(revision of S2-16xxxx)
Source:
China Unicom, Huawei
Title:
Update of Solution #7
Document for:
Approval
Agenda Item:
6.12
Work Item / Release:
FS_SDCI / Rel-14
Abstract of the contribution: this contribution updates the current solution #7.
Discussion

Three Editor’s notes were added during last SA2 meeting.

Editor's note:
How a packet flow description (PFD) is created by PCEF/TDF is FFS.
In current mechanism, in order to perform service data flow detection, the PCEF needs to extract PFD information (e.g., IP filter) from the first packet(s) of each service flow before it matches the PFD information towards the SDF filters. In order to perform application detection, the TDF needs to extract PFD information from the first packet(s) of each service flow. 

To meet the requirement of SDCI, the PCEF/TDF may need to extract more information from the first packet(s) before service data flow detection /application detection, e.g., URL, SNI, etc. However, how the PCEF/TDF extracts this information is similar to extracting the IP filter from the packet. Therefore, it is to clarify that the PCEF/TDF extracts the PFD information (e.g., IP filter, URL, SNI, etc.) as current mechanism.

Editor's note:
It is FFS how the information retrieved from the SDC is used by the PCEF when there are PCC Rules installed for the IP-CAN session.
As described above, the PCEF performs service data flow detection and finds the corresponding PCC rule as current mechanism. Moreover, the PCEF performs sponsored data flow detection, in local SDC storage or in the SDC Functionality. If corresponding Sponsored data related information is returned, the Charging Key within the corresponding Sponsored data related information takes precedence over the Charging Key received in the corresponding PCC rule.

Editor's note:
How serious the signalling load will be for the solution and the possible solution to reduce the load if needed is FFS
Local SDC cache in the PCEF/TDF is introduced to reduce the signaling load between the PCEF and the SDC Functionality. Therefore, this EN can be deleted.

It is clarified in last SA2 meeting that:

“The enhancements to sponsored data functionality shall be applied either for all subscribers, or for a group of subscribers.”
Therefore it is proposed to describe the solution to the two scenarios as follows.

· Sponsored service for all the users:

All the Sponsored data related rules are always activated for all the users. When the PCEF/TDF receives the first packet (s), the PCEF/TDF extracts the packet flow description (PFD) of this packet (including IP filters, URL, SNI, etc.). 
The PCEF/TDF performs service data flow detection/application detection and finds the corresponding PCC rule as current mechanism.

The PCEF/TDF performs sponsor data flow detection/application detection and finds corresponding sponsored data related information (including Charging key and Sponsored Service ID) as follows:

-
If local SDC cache functionality is supported, then the PCEF/TDF performs the sponsor data flow detection/application detection in local SDC cache; otherwise, or if there is no successful mapping from the local cache, then
-
the PCEF/TDF performs the sponsor data flow detection/application detection in the SDC Functionality. The PCEF/TDF sends a request including PFD information to the SDC Functionality.
Once the corresponding sponsored data related information is returned (locally or from the SDC Functionality), the information (e.g., Charging Key) within the corresponding sponsored data related information override the corresponding policy parameters in the PCC rule related to this IP flow. Otherwise, if the SDC Functionality returns null, the PCEF/TDF uses the Charging Key within the corresponding PCC rule. The PCEF/TDF temporarily stores the PFD information and the corresponding sponsored data related information (or null). Therefore the PCEF/TDF does not need to perform sponsored data flow detection/application detection towards subsequent packets of this IP flow.
· Sponsored service for some users:
The Sponsored data related rules are activated by the PCRF per subscriber. The PCC/ADC rule sent by the PCRF to the PCEF/TDF does not contain the list of service data flow filters, but contains Sponsor Service ID and the corresponding Charging Key.
If the PCEF/TDF supports local SDC storage, the PCEF/TDF performs sponsored data flow detection locally, similar to service data flow detection as described in TS 23.203 [3]. 

If there is no successful mapping from the local SDC storage, including the case when the PCEF/TDF does not support local SDC storage, the sponsored data flow detection is performed in the SDC Functionality. The PCEF/TDF sends a Sponsored data related information request to the SDF Functionality, including the PFD information.

Proposal

It is proposed to update Solution#7 as follows.
* * * 1st Change * * * *

6.7     Solution #7: Unified rule storage for request of sponsored data related information -Key Issue 2
6.7.1
Solution Description

Editor's Note:
Describe the solutions. Sub-clause(s) may be added to capture details, procedural flow etc. 
As figure6.7.1-1 illustrates, the solution introduces the SDC Functionality for Sponsored data related information. PCEF/TDF should have an interface with SDC Functionality for distribution of sponsored data related information. This solution is designed based on the assumption that the sponsored data related information is already configured from 3rd party to SDC Functionality. The sponsored data related information is the same for all the subscribers.

NOTE 1:
How the sponsored data related information is configured from 3rd party to SDC Functionality belongs to key issue#1.
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Figure 6.7.1-1 SDC Functionality for sponsored data service
This solution is designed based on the following assumption:
Due to possible capability limitation, the PCEF/TDF may only store a subset of the sponsored data related rules locally. Instead, the sponsored data related rules are stored in a separated database, i.e., SDC Functionality.
The sponsored data related rule includes sponsored data related filter, sponsored service ID and Charging Key.
6.7.1.1
Request of sponsored data related information - Sponsored service for all users
The request of sponsored data related information is illustrated in the next figure. All the Sponsored data related rules are always activated for all the users.
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Figure 6.7.1.1-1: Request of sponsored data related information - Sponsored service for all users
1.
The IP-CAN session is established. The PCEF/TDF already receives several PCC rules/ADC rules from the PCRF for this IP-CAN session.
2.
When the PCEF/TDF matches a packet against a PCC/ADC rule, the PCEF/TDF tries to extract a packet flow description (PFD) for the service data flow first. The PCEF/TDF checks whether it already knows this PFD and if so (i.e., the corresponding sponsored data related information is found), the PCEF/TDF skips the remaining steps of this procedure. Otherwise, the PCEF/TDF performs service data flow detection and finds the corresponding PCC/ADC rule as described in TS 23.203 [3]. The Charging Key in the corresponding PCC/ADC rule may be overwritten according to the next steps of the procedure.
3.
If a new PFD is detected and the PCEF/TDF supports local SDC storage, the PCEF/TDF searches within the local SDC storage using the extracted PFD information. If corresponding sponsored data related information is found, the PCEF/TDF uses the Charging Key from the sponsored data related information to overwrite the Charging Key in the PCC rule/ADC rule received from the PCRF.
If there is no corresponding sponsored data related information found in the local SDC storage, including the case when the PCEF/TDF does not support local SDC storage, the PCEF/TDF sends a Sponsored data related information request to the SDF Functionality, including the PFD information of the flow.

4-5.
The SDC Functionality searches locally for the sponsored data related information corresponding to the  PDF information and returns sponsored data related information (optionally including Charging key and Service Identifier) to the PCEF/TDF.The PCEF/TDF uses the Charging key from the sponsored data related information to overwrite the Charging Key in the PCC rule/ADC rule received from the PCRF.


If the SDC Functionality does not find any sponsored data related information corresponding to the received  PFD information, the SDC Functionality responds null to PCEF/TDF.

The PCEF/TDF temporarily stores the PFD information and the corresponding sponsored data related information (or null). Therefore the PCEF/TDF does not need to perform sponsored data flow detection/application detection towards subsequent packets of this IP flow.

6.7.1.1a
Request of sponsored data related information – Sponsored service for some users
The request of sponsored data related information is illustrated in the next figure. The Sponsored data related rules are activated by the PCRF per subscriber.
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Figure 6.7.1.1a-1: Request of sponsored data related information - Sponsored service for some users
1.
The IP-CAN session is established. The PCEF/TDF already receives at least one sponsoring PCC rules/ADC rules from the PCRF for this IP-CAN session which does not include a list of service data flow filters, but containing Sponsor Service ID and the corresponding Charging Key.
2.
When the PCEF/TDF matches a packet against a sponsoring PCC/ADC rule, the PCEF/TDF extracts a packet flow description (PFD) information for the service data flow. The PCEF/TDF checks whether it already knows this PFD and if so (i.e., the corresponding sponsored data related information is found), the PCEF/TDF skips the remaining steps of this procedure.
If the PCEF/TDF supports local SDC storage, the PCEF/TDF performs sponsored data flow detection locally, similar to service data flow detection as described in TS 23.203 [3]. The PCEF/TDF searches within local SDC storage using the extracted PFD information. If corresponding sponsored data related information is found and the returned Sponsor Service ID within the sponsored data related information is included in one PCC/ADC rule, the PCEF/TDF uses the corresponding Charging Key within the PCC/ADC rule to perform charging to the service flow.
3.
If there is no successful mapping from the local SDC storage, including the case when the PCEF/TDF does not support local SDC storage, the PCEF/TDF sends a Sponsored data related information request to the SDF Functionality, including the PFD information.
4-5.
The SDC Functionality searches locally for the sponsored data related rule corresponding to the request for PFD information and returns the sponsored data related information to the PCEF/TDF. If the returned Sponsor Service ID within the sponsored data related information is included in one PCC/ADC rule, it uses the corresponding Charging Key within the PCC/ADC rule to perform charging to the service flow.
If the SDC Functionality does not find any sponsored data related rule corresponding to the received PFD information, the SDC Functionality responds null to PCEF/TDF.
The PCEF/TDF temporarily stores the PFD information and the corresponding sponsored data related information (or null). Therefore the PCEF/TDF does not need to perform sponsored data flow detection/application detection towards subsequent packets of this IP flow.
6.7.1.2
Fetch/update/remove of frequently matched Sponsored data related rule
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Figure 6.7.1.2-1: Fetch procedure of frequently matched Sponsored data related rule
Local SDC storage inside the PCEF/TDF allows the PCEF/TDF to store a subset of sponsored data related rules locally. In order to reduce the interactions via the Sxx interface, the PCEF/TDF stores the sponsored data related rules which were frequently matched in the SDC Functionality.

1.
The PCEF/TDF sends Fetch Request (SDC storage support indication) to the SDC Functionality when the PCEF/TDF is deployed. The SDC storage support indication indicates that the PCEF/TDF supports the storage of frequently matched Sponsored data related rule.

2.
SDC Functionality sends Fetch Response, including the sponsored data related rules which are frequently matched.

3.
Periodically, the PCEF/TDF computes the matching frequency of Sponsored data related rules stored locally and sends Fetch Request (Rule Frequency Report) to the SDC Functionality.
NOTE 1:
How frequently the PCEF/TDF computes the matching frequency is implementation dependent.
4.  The SDC Functionality determines the final matching frequency of Sponsored data related rules by combining the Rule Frequency Report received from each PCEF/TDF and sends Fetch Response to update the frequently matched Sponsored data related rules in the storage in the PCEF/TDF.
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Figure 6.7.1.2-2: Update procedure of frequently matched Sponsored data related rule
1.
When the Sponsored data related rules sent to the PCEF/TDF are updated in the SDC Functionality, the SDC Functionality sends SDC rule Update Request message to the PCEF/TDF to update the corresponding Sponsored data related rules.

2.
The PCEF/TDF acknowledge the update request.
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Figure 6.7.1.2-3: Delete procedure of frequently matched Sponsored data related rule
1.
When the Sponsored data related rules sent to the PCEF/TDF are deleted in the SDC Functionality, the SDC Functionality sends SDC rule Delete Request message to the PCEF/TDF to delete the corresponding Sponsored data related rules.

2.  The PCEF/TDF acknowledge the delete request.
6.7.2
Impacts on existing nodes and functionality

Editor's Note:
Capture impacts on existing 3GPP nodes and Functional elements (e.g. UE, MME, eNB, S-GW, P-GW etc.).
SDC Functionality: a new entity is introduced.

-
It shall be able to store the sponsored data related rule;

-
It shall be able to search for the sponsored data related information based on the PDF information from PCEF/TDF;

-
Optionally it should be able to update the frequently matched sponsored data related rule to PCEF/TDF.

PCEF/TDF

-

-
It shall be able to send to the SDC Functionality the request of sponsored data related information with PFD information and receives sponsored data related information from the SDC Functionality.
-
Optionally, it should be possible to store the popular sponsored data related rule distributed from SDC Functionality.

-
The PCEF/TDF shall be able to temporarily store the packet description information of every IP flows and the corresponding Sponsored data related information.




6.7.3
Solution evaluation

Editor's Note:
Use this section for evaluation at solution level. Evaluation at key issue level is done in a separate clause.
* * * End of Change * * * *
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