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Abstract of the contribution: The paper updates the solution 6.6 to remove the editor’notes.
Proposal

It is proposed to add the following text in the TR23.719

/******************* Start of Change *************/
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.101: "Service aspects; Service principles ".

[3]
3GPP TS 23.292 “Multimedia Subsystem (IMS) centralized services”.

[4]
3GPP TS 24.292 “IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS)”.

[4]
GSMA PRD IR.64 “IMS Service Centralization and Continuity Guidelines”.

[5]
3GPP TS 24.008 “Mobile radio interface Layer 3 specification”.

[6]
3GPP TR 23.883: “Study on enhancements to IMS Centralized Services (ICS)”.

[7]
3GPP TR 23.892: “ IP Multimedia Subsystem (IMS) centralized services”.

[xx]
3GPP TR 23.236: “Intra-domain connection of Radio Access Network (RAN) nodes to multiple Core Network (CN) nodes”.
/******************* End of Change *************/
/******************* Start of 2nd Change *************/
6.6
Solution 6: Re-using the existing mechanism for Roamers to non-Enhanced Networks
6.6.1
Description

This solution addresses key issue #3.

To minimize the impact on the VPLMN (SeDoC), one possible solution is isolating the impact only on the small part of the network. The architecture is show as following.
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Figure 6.6.1-1: Reference Architecture for Inbound Roamer

In the SeDoC network, there are few MSCs which are legacy MSC. These MSCs build up a MSC pool, which cover the full area and provide the CS service to the Inbound Roamers.

When the UE is roaming to the SeDoC network, the RNC/BSC selects the MSC in the pool according to the IMSI of UE when the UE initially attach to the network. In other case, the RNC/BSC selects the MSC according to the TMSI as specified in 23.236 [xx]. The interfaces between MSC in the pool of SeDoc network and HPLMN are legacy interfaces. 

For the registration, MO and MT, there is no difference with the existing procedure.
6.6.2
Impacts on existing nodes and functionality

The RNC/BSC selects the MSC in the pool according to the IMSI/TMSI of UE.
6.6.3
Solution Evaluation


The advantage is that, this makes the SeDoC network and procedure much simple. It does not require upgrading all the eMSC.

/******************* End of 2nd Change *************/
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