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Abstract of the contribution: This paper proposes some clarifications to clause 4 of TS 23.285

1. Proposal
The following changes are proposed clause 4.2 of TS 23.285:

1. Definition of V3 reference point states:  "The reference point between the UE and the V2X Control Function in the operator's network. ...". V3 reference point is between the UE and V2X Control Function in UEs HPLMN. Such clarification is proposed in clause 4.2.3.

2. The UEs are configured with a set of Layer-2 IDs corresponding to different type of V2X services. The configuration of Layer-2 IDs is specific to an operator network. Such clarification is proposed by adding a NOTE in clause 4.4.1.1.2   

* * * * Start of Changes * * * *
4.2.3
Reference points
V1:
The reference point between the V2X application in the UE and in the V2X Application Server. This reference point is out of scope of this specification.
V2:
The reference point between the V2X Application Server and the V2X Control Function in the operator's network. The V2X Application Server may connect to V2X Control Functions belonging to multiple PLMNs.
V3:
The reference point between the UE and the V2X Control Function in UE's home PLMN. It is based on the service authorization and provisioning part of the PC3 reference point defined in clause 5.2 of TS 23.303 [5]. It is applicable to both PC5 and LTE-Uu based V2X communication and optionally eMBMS and LTE-Uu based V2X communication.
V4:
The reference point between the HSS and the V2X Control Function in the operator's network.
V5:
The reference point between the V2X applications in the UEs. This reference point is not specified in this release of the specification.
V6:
The reference point between the V2X Control Function in the HPLMN and the V2X Control Function in the VPLMN.
PC5:
The reference point between the UEs used for user plane for ProSe Direct Communication for V2X Service.
S6a:
In addition to the relevant functions defined in TS 23.401 [6] for S6a, in case of V2X Service S6a is used to download V2X Service related subscription information to MME during E-UTRAN attach procedure or to inform MME subscription information in the HSS has changed.

S1-MME:
In addition to the relevant functions defined in TS 23.401 [6] for S1-MME, in case of V2X Service it is also used to convey the V2X Service authorization from MME to eNodeB.
MB2:
The reference point between the V2X Application Server and the BM-SC, and defined in TS 23.468 [7].

SGmb/SGi-mb/M1/M3:
The SGmb/SGi-mb/M1/M3 reference points are internal to the MBMS system and are defined in TS 23.246 [8].
LTE-Uu:
The reference point between the UE and the E-UTRAN.

4.3
Functional entities
Editor's Note: This clause will describe functional entities required for V2X.
4.4
High level function

4.4.1
Authorization and Provisioning for V2X communications 

4.4.1.1
Authorization and provisioning for V2X communications over PC5 reference point
4.4.1.1.1
General
The basic principles of service authorization for V2X communications over PC5 reference point:

-
The UE gets authorization to use V2X communications over PC5 reference point on a per PLMN basis in the serving PLMN by the V2X Control Function in the HPLMN.
-
The V2X Control Function in the HPLMN requests authorization information from the V2X Control Function of the serving PLMN.

-
The V2X Control Function in the HPLMN merges authorization information from home and serving PLMNs and informs the UE of the final authorization information.
-
The V2X Control Function in the VPLMN or HPLMN may revoke the authorization at any time. The V2X Control Function in the HPLMN shall be notified when authorization is revoked by the VPLMN.

4.4.1.1.2
Policy/Parameter provisioning 

The following information is provisioned to the UE for V2X communications over PC5 reference point:

1)  Authorization policy:
-
When the UE is "served by E-UTRAN":

-
PLMNs in which the UE is authorized to perform V2X communications over PC5 reference point.
-
When the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorized to perform V2X communications over PC5 reference point when "not served by E-UTRAN".
2)  Radio parameters for when the UE is "not served by E-UTRAN":

-
Includes the radio parameters with Geographical Area(s) that need to be configured in the UE in order to be able perform V2X communications over PC5 reference point when "not served by E-UTRAN". These radio parameters (e.g. frequency bands) are defined in TS 36.331 [9]. The UE uses the radio parameters only if the UE can locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorized to transmit.

3)  Policy/parameters for V2X communication over PC5 reference point:

-
The mapping of Destination Layer-2 ID(s) and the V2X services, e.g. PSID or ITS-AIDs of the V2X application.  
NOTE:   PLMN operators coordinate to make sure Destination Layer-2 ID(s) for different V2X services are configured in a consistent manner.
* * * * End of Changes * * * *
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