SA WG2 Meeting #116-BIS
S2-165293
29 August - 2 September 2016, Sanya, P.R.China
(revision of S2-164677)
Source:
Rapporteur (Huawei)

Title:
Exception sheet for CUPS

Document for:
Approval 

Agenda Item:
7.1

Work Item / Release:
CUPS / Rel-14

3GPP™ Work Item Exception

Title : 
Control and User Plane Separation of EPC nodes
Acronym  : 
CUPS


Unique Identifier :
720009
Release 14 Submission form

	Feature / Item:
	

	Affects:
	UE/MS:


	CN:

X
	GERAN:


	UTRAN:


	E-UTRAN:



	Expected Completion Date:
	SA#74 (December 2016)

	Service(s) impacted:
	

	Specification(s) affected:
	TS 23.214
Architecture enhancements for control and user plane separation of EPC nodes; Stage 2

	Task(s) within work which are not complete:
	The following normative work is still necessary:

1) Description of functionality for support of LI (depending on feedback from SA3-LI).

2) High level description of functionality for Sx management procedures and other functionality currently defined by CT4.

3) Small extensions for other functionality added in Rel-14.

4) Alignment of description with respect to the Sx parameter names and structure. 
5) Mandatory support of buffering in CP function or UP function.

	Consequences if not included in Release 14
	Incomplete and partially inconsistent description.


Abstract of document:

The TS 23.214 specifies the overall stage 2 level functionality for control and user plane separation of EPC's SGW, PGW and TDF. This enables a flexible placement of the separated control plane and user plane functions for supporting diverse deployment scenarios (e.g. central or distributed user plane function) without affecting the overall functionality provided by these EPC entities.
Contentious Issues:

None.
