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1. Overall Description:

As per subclause 5.6.1.1 of 3GPP TS 23.682, when the HSS detects that the UE has moved into an MME/SGSN that doesn’t support MONTE, the HSS performs one of the following
(a)
Notify the SCEF that the configured Monitoring Event is cancelled, and:

-
shall delete the Monitoring Event, if the Monitoring Event is configured in the HSS, and

-
may include a "retry after" value to inform the SCEF of when (re)-configuration of the Monitoring Event(s) can be attempted again. The "retry after" value can be configured in the HSS by the operator. The SCEF can further notify the SCS/AS and provide the "retry after" value to the SCS/AS.

(b)
Notify the SCEF that the configured Monitoring Event is considered to be suspended. The SCEF interprets this to mean that the network will temporarily be unable to serve the configured Monitoring Event. In this case:

-
When the MME/SGSN for the UE changes (e.g. due to UE mobility), and the new MME/SGSN supports the suspended Monitoring Event, the HSS shall configure the new MME/SGSN with the Monitoring Event and notify the SCEF of resumption of the suspended Monitoring Event;

-
If the criteria for Continuous Reporting expire while the Monitoring Event is suspended, the HSS and the SCEF shall independently delete the Monitoring Event.

For case (a) CT4 discussed the use of sending a "retry-after" value and concluded that there is no way a deterministic value can be set for it. Hence CT4 decided to not provide the "retry-after" value when the monitoring event is cancelled towards the SCEF. Further CT4 also decided that

 
-
for the case of HSS detecting UE moving into an MME/SGSN not supporting MONTE, only case (b) is used and; 

-
for the case of monitoring event configuration failure at the IWK-SCEF, the MME sends a Notify-Request to the HSS carrying the Monitoring-Event-Config-Status received from the IWK-SCEF. In this case the HSS shall send the monitoring event cancellation request to the SCEF without any "retry-after" value.
Subsequently CT4 agreed the attached CR in CT4#73 on 3GPP TS 29.336.
2. Actions:

To SA2 group.

ACTION: 
CT4 kindly asks SA2 group to take into consideration the above along with the agreed stage 3 CR and align their specifications, if necessary.
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