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Abstract of the contribution: This contribution proposes to clean-up the TR23.799  from the Network Slice abbreviations.
* * * Start of changes * * * *

6.1.4.2
Function description 

6.1.4.2.1
UE Initial Attach Procedures and Network Slice Instance Selection

The following procedures describe the UE initial attach procedure for the NextGen network with NG Session Request that selects the appropriate network slice instance to serve the UE.
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Figure 6.1.4.2.1-1: NextGen UE initial attach with NG Service Session Establishment procedures

1. 
UE establishes connectivity to the NextGen Access at the RRC layer.

2. 
UE initiates NGNAS Attach Request to establish connectivity with the NextGen Core over the RRC connectivity. As part of this, the NextGen Access selects the appropriate ACA for the NGNAS Attach Request. It is the NextGen Access to select the target ACA to serve the UE.

Editor's note:
Details on how the NextGen Access selects the ACA (e.g. via pre-provisioning etc.) are FFS.

3. 
If the ACA is not able to identify the UE with the identity given in the NGNAS Attach Request message, it initiates the Identity Request to the UE. The UE responds back with its identity in the Identity Response message to the ACA. After the successful authentication, the network initiates the Security mode command to encrypt the NGNAS message between the UE and the ACA to protect the privacy of the subscriber. NGNAS messages are integrity protected from now onwards.

4. 
After the successful authentication, ACA updates the HSS with the context of the UE using the Update Location Request message and it may also include the request for the subscriber profile for this UE from the HSS. HSS updates its database with the current context of the UE and responds to ACA of the UE's subscriber profile, if requested, in the Update Location Acknowledge message.

5. 
ACA responds to UE with successful NGNAS Attach Response.

6. 
UE initiates NG Service Session Request to its Serving ACA which includes its target NG Service type and the Resource Allocation request information.

7. 
ACA refers to the required network slice instance selection information (e.g. UE's capability, UE's location, UE's HPLMN policy and the NG Service Type information etc.) to select the appropriate network slice instance to trigger the Network Slice Service Initiation Request for the UE.

8. 
The UE performs the NG Service Session Establishment procedures with the network functions within the network slice instance, NextGen Access and the UE.

Note that, the NG Service Session Establishment procedure includes network slice instance access authentication, Session and Mobility Anchor establishment, QoS management, Session Binding with the UE and the NextGen Core, etc.

Editor's note:
Details for how to coordinate the selected NextGen Core network slice instance with NextGen Access upon the successful Network Slice Session Establishment is FFS.

* * * End of Changes * * * 
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