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	Reason for change:
	In the ProSe Restricted Dicovery procedure, the PDUID and RPAUID are designed for the 3GPP layer and application layer to conceal their information to each other.
In the specification, the PDUID is clearly defined as a temporary identifer. That is, in order to prevent the PDUID to permanently represent a certain UE in the application level, the PDUID is designed to change from time to time (i.e. linked with a validity timer). 
On the contrary, the Restricted ProSe Application User ID defition does not explicitly state the temporary nature of the identifier. 
Restricted ProSe Application User ID: An identifier associated with the Application Layer User ID in the ProSe Application Server in order to hide/protect the application level user identity from the 3GPP layer. It unambiguously identifies the user within a given application. The format of this identifier is outside the scope of 3GPP.
Actually, the solution for restricted discovery is well designed to allow the RPAUID change under the control of the 3rd party application server. Therefore, it is desirable to clarify that the RPAUID can change.

	
	

	Summary of change:
	Clarify that theRAPUID can be a temporary identifier changed by ProSe Application Server.

	
	

	Consequences if not approved:
	It’s not clear whether the RAPUID is changeable under control of the application server.
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*** First change ***

4.6.4.8
Restricted ProSe Application User ID (RPAUID)

The application layer user identity is concealed from 3GPP network via the creation by the ProSe Application Server of a corresponding Restricted ProSe Application User ID. The mapping of the RPAUID to the actual application layer identity is maintained by the ProSe Application Server.
NOTE: 
RAPUID is a temporary identifier and can be changed by ProSe Application Server, e.g. in order to further protect the application level user identity.
The structure and value of the RPAUID is out of scope of 3GPP. The UE obtains the RPAUID using application layer signalling prior to the execution of the Discovery Request procedures described in clause 5.3.3. 
*** End of changes ***

