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1. Overall Description:

RAN2 would like to thank SA4 for the LS on Multiple RoHC Contexts for MMCMH.
RAN2 confirms that ROHC supports multiple ROHC contexts for multiple flows within the same radio bearer.
RAN2 also would like to inform SA4 that the number of ROHC contexts supported by the UE, excluding the context sessions with uncompressed header, is indicated as part of UE capability as follows.

ENUMERATED {cs2, cs4, cs8, cs12, cs16, cs24, cs32, cs48, cs64, cs128, cs256, cs512, cs1024, cs16384, spare2, spare1} – where cs2 corresponds with 2 context sessions, cs4 corresponds with 4 and so on
The number of ROHC contexts supported by the eNB is left for implementation and is not standardized or signalled. The details of how the ROHC compressor/decompressor operates with respect to multiple contexts are not specified by 3GPP standards.

RAN2 also understood that the “Transcoder-free operation using fully-meshed media distribution” indicated in the SA4 LS would result in multiple radio bearers being used for multiple flows. For this RAN2 would like to inform that the minimum requirement for the UE supporting VoLTE is to support 3 DRBs (Data Radio Bearers) with RLC-UM (Unacknowledged mode). RLC-UM is typically used for VoLTE among other services that may also use RLC-UM, e.g. Video.
2. Actions:

To SA4 group.

ACTION: 
RAN2 respectfully asks SA4 to take the above information into account.

3. Dates of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 Meeting #95bis 
10 – 14 October 2016
Kaohsiung, Taiwan
TSG-RAN WG2 Meeting #96
14 – 18 November 2016
Reno, Nevada, USA
