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Introduction

This contribution proposes updates to Solution 1.4
FIRST CHANGE
6.1.4
Solution 1.4: Key issue 1 UE reports its 3GPP PS Data Off status to HSS using USSD and USSI
6.1.4.1
Description

The solution below is based upon using USSD and shows the case when USSD over CS has been chosen.  However the functionality is equally applicable to using USSI as specified in TS 24.390 [10].
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Figure 6.1.4.1-1: USSD Activation / Deactivation of 3GPP PS Data Off
Steps 1-6 are optional and are only performed by the UE when UICC is inserted into ME for the first time

1)
UE performs an Attach procedure as specified in 3GPP TS 23.401 [8]

2)
The UE sends a USSD message containing a well known *# sequence that deactivates 3GPP PS Data off.  The domain used for USSD will be selected according to TS 23.221 [7].clause 7.2e. The *# sequence is provisioned in the UE by the HPLMN using device management or on the USIM.

NOTE 1:
The well known 3GPP PS Data Off deactivation *# sequence is chosen from the HPLMN range that can be found in 3GPP TS 22.030 [11].

NOTE 2
The *# sequence could be specified by the GSMA or chosen by the HPLMN.

3)
The MSC analyses the *# sequence received in the USSD message from the UE and determines from the *# sequence that the USSD message is to be routed to the HPLMN.  The MSC includes the IMSI in the message.

4)
The HSS marks 3GPP PS Data Off as being deactive for the IMSI received.

5)
The HSS sends back an acknowledgement.

6)
The UE receives the USSD acknowledge.

Activation

7)
3GPP PS Data Off is activated.

8)
The UE sends a USSD message containing a well known *# sequence that activates 3GPP PS Data off.  The domain used for USSD will be selected according to TS 23.221 [7] clause 7.2e. The *# sequence is provisioned in the UE by the HPLMN using device management or on the USIM.  

NOTE 3:
The well known 3GPP PS Data Off activation *# sequence is chosen from the HPLMN range that can be found in 3GPP TS 22.030 [11].
NOTE 4
The *# sequence could be specified by the GSMA or chosen by the HPLMN.
9)
The MSC analyses the *# sequence received in the USSD message from the UE and determines from the *# sequence that the USSD message is to be routed to the HPLMN.  The MSC includes the IMSI in the message.

10)
The HSS marks 3GPP PS Data Off as being active for the IMSI received.

11)
The HSS sends back an acknowledgement.

12)
The UE receives the USSD acknowledge.

Deactivation

See steps 2)-6).

6.1.4.2
Impacts on existing nodes and functionality

The HSS needs to be provisioned with which services are 3GPP PS Data Off Exempt Services and be able to receive a USSD message and associate that with activating or de-activing 3GPP PS Data Off Exempt Services; and
UE needs to be able to send indications if 3GPP PS Data Off service has been activated or deactivated.

6.1.4.3
Solution Evaluation
The solution requires no new functionality in any VPLMN nodes.  The solution does require UTRAN or GERAN to be available to support the USSD operation otherwise the UE needs to use USSI as specified in TS 24.390 [10]. The solution with USSI works only when USSI is an 3GPP PS Data Off Exempt Service.
NOTE 1:
USSI is not universally deployed everywhere.
NOTE 2:  USSI is not included in GSMA IR.92 compliant terminals..

NOTE 3:
USSI allows only text string exchanges
NOTE 4:
USSD may not be supported in all roaming agreements
NOTE 5:
USSD is not supported in 2G CDMA networks
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