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Abstract of the contribution: this paper proposes to update the interim agreements on mobility on demand.
1. Introduction

Void.
2. 
Proposal

It is proposed to update the interim agreements on mobility on demand into TR23.799.
>>>Start Changes<<<
8.4
Interim Agreements on Mobility on Demand
Interim agreements for mobility on demand are as follows:

1.
The subscription data may include information which can be used to determine the UE mobility level.
2.
UE mobility level is determined by core network based on information such as UE subscription, UE capabilities, UE location, and/or network policies.
3.
UE mobility level can be changed, if it is allowed (e.g. the UE supports this change), due to, e.g., subscription, location, and/or policy change. In addition, UE mobility level can be updated during a mobility management procedure.
4.  For the mobility restriction aspects, the following applies:

A.  The core network may configure an “allowed area”, “non-allowed area” and “forbidden area” to a UE.

Editor's note: The finest granularity of the areas above is FFS.

Editor's note: Further details of what is allowed and not allowed in a “non-allowed area” and “forbidden area” e.g. emergency services is FFS.

B.
In an “allowed area”, the UE is permitted to initiate communication (using CP and UP) with the network as allowed by the subscription. 

C.
In a “forbidden area”, the UE is not permitted to initiate any (neither CP nor UP) communication with the network.

D.
In a “non-allowed area” the UE is not allowed to initiate SM signalling to obtain user services, but the UE can initiate mobility management signalling (e.g. in order for the network to be able to update the allowed area list, forbidden area list, track stolen equipment etc…).

E.  The forbidden area has precedence over both the allowed area and the non-allowed area.
For the mobility pattern specific mobility management, the following applies:

1. UE and core network may negotiate the mobility pattern during mobility management procedure, and the core network determines the final mobility pattern and associated mobility management behaviour based on the UE input, and/or subscription data, and/or from the Application through capability exposure functions, and/or statistics in core network.
Editor's note: The actual mobility pattern and the granularity of the mobility pattern is FFS.

2. The associated mobility management behaviour for specific mobility pattern includes, e.g.
A. determine the state of the UE, and may provide UE state related assistance information to AN.
B. Optimize the tracking area allocation.

C. Minimize the paging area.
D. Limit the periodic location update and location tracking for DL absence UE.
>>>End of Changes<<<[image: image1.png]
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