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Abstract of the contribution: 
Proposal
Our understanding is that 5G Phase 1 will not specify new access network discovery & selection procedures for non-3GPP access but it will instead re-use the existing EPC access network discovery & selection procedures specified TS 23.402. This means that (a) a 5G core network may be able to provision the UE with the policies specified in TS 23.402 clause 4.8 and (b) a 5G UE may support these policies and may apply the access network discovery & selection procedures specified in TS 23.402 clause 4.8.

To capture this in TS 23.502, the following changes are proposed.

NOTE: 
Contribution S2-170083 proposes a new interface N24 between the UE and PCF for provisioning the UE with various types of policies including access network discovery & selection policies. N24 could be similar to or a modified version of the S14 interface in EPS. However, the proposed text below does not refer to this N24 interface.
* * * First Change * * * 

4.11
System interworking procedures with non-3GPP access

4.11.x
Access network discovery and selection procedures
The procedures and the policies used for access network discovery & selection (ANDS) shall be based on the procedures and policies specified in TS 23.402, clause 4.8. In particular:

-
A 5G UE and a 5G core network may support the ANDS procedures and policies specified in TS 23.402
-
When these ANDS procedures and policies are supported by both the UE and the 5G core network, then:
-
It shall be possible for the UE to request new/updated ANDS policies from the 5G core network, according to the procedures specified in TS 23.402, clause 4.8.

-
It shall be possible for the 5G core network to provide new/updated ANDS policies to UE, according to the procedures specified in TS 23.402, clause 4.8.
-
The UE shall select non-3GPP accesses based on the provisioned ANDS policies and the procedures specified in TS 23.402, clause 4.8.

-
The UE shall route traffic between 3GPP and non-3GPP accesses based on the provisioned ANDS policies and the procedures specified in TS 23.402, clause 4.8.
Editor’s note: It is FFS if the existing ANDS procedures and policies specified in TS 23.402 can be applies with no changes or if some changes are required. For example, should the S14 interface be updated / modified?
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