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Abstract of the contribution:
This contribution updates the network slicing description. 
1
Introduction
In order to establish a new PDU session, the UE sends PDU Session Establishment Request message including S-NSSAI, DNN and PDU Session ID. The PDU session belongs to a specific network slice, so the AMF selects the SMF which belongs to specific network slice based on S-NSSAI and DNN to handle the new PDU session. 
According to Table 5.6.1-1: Attributes of a PDU session in the clause 5.6.1 of TS 23.501, if the DNN is not provided by the UE when a UE requests a PDU session establishment, the network determines the DNN based on default information in UE subscription data. 
Table 5.6.1-1: Attributes of a PDU session

	PDU session attribute
	May be modified later during the lifetime of the PDU session
	Notes

	Slicing information
	No
	(Note 1)(Note 2)



	DNN (Data Network Name)
	No
	(Note 1)(Note 2)

	PDU session Type
	No
	(Note 1)

	SSC mode
	No
	(Note 1)

The semantics of Service and Session Continuity mode is defined in clause 5.6.9.2

	PDU session Id
	No
	

	NOTE 1:
If it is not provided by the UE, the network determines the parameter based on default information received in user subscription. Subscription to different DNN(s) may correspond to different default SSC modes and different default PDU session Types
NOTE 2:
Slicing information and DNN are used by AMF to select a SMF to handle a new session. Refer to clause 5.2.


In case the UE sends Registration Request without S-NSSAI, it is assigned to the default NSIs associated with default S-NSSAI in the UE subscription data and has no knowledge about the DNN. Therefore, the UE subscription data contains the default DNN value for the default S-NSSAI

This contribution resolves the Editor’s note below in clause 5.15.3 of TS 23.501.

Editor's note:
The following is FFS …

The UE subscription data may contain a default DNN value for a given S-NSSAI.
2
Proposal

The following text is proposed to be updated to TS 23.501.
***** Start of Change # 1 *****
5.15.3
Subscription aspects

Subscription data include the S-NSSAI of the Network Slices that the UE subscribes to. One or more S-NSSAIs can be marked as default S-NSSAI. If an S-NSSAI is marked as default, then the network is expected to serve the UE with the related Network Slice even when the UE does not send any S-NSSAI to the network in a Registration request.

The UE subscription data contains a default DNN value for a default S-NSSAI.
The NSSAI the UE provides in the Registration Request is verified against the user's subscription data.

***** End of Change # 1 *****
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