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1	Overall description
As part of 5G Phase 1 work item (5GS_Ph1) SA2 is working on a solution for 5GS-EPS interworking with current focus on UE Idle- and Connected mode mobility in the 5GS=>EPS direction.
[bookmark: _GoBack]Given the differences in the EPS and 5GS QoS models (i.e. EPS bearers and QoS flows, respectively) and notably the lack of 1:1 relationship between an EPS bearer and a QoS flow, one of the topics to address for 5GS-EPS interworking is the mapping of QoS information between the two systems.
SA2 has agreed that for a UE connected to 5GS the set of mapped EPS QoS bearers (i.e. the set of EPS bearer IDs and associated TFTs and EPS QoS parameters to be used by UE after mobility to EPS) is determined and stored in both the UE and the 5GC ahead of any inter-system mobility event. 
During the discussions in SA2 it was not clear whether the NG-RAN, too, needs to be aware of the EPS Bearer IDs of the mapped EPS QoS bearers before initiating the (inter-RAT) inter-system handover preparation procedure for handover to EPS.
Question: SA2 would like to ask RAN2 and RAN3 whether the NG-RAN needs to be aware of the EPS Bearer IDs of the mapped EPS QoS bearers before initiating the (inter-RAT) inter-system handover preparation procedure for handover to EPS.
2	Actions
To RAN2, RAN3:
ACTION: SA2 kindly asks RAN2 and RAN3 to provide an answer to the question above.
3	Dates of next TSG SA WG2 meetings
TSG SA WG2 Meeting #121	15-19 May 2017	Hangzhou, CN
TSG SA WG2 Meeting #122	26-30 Jun 2017, 	San José del Cabo, MX

