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Abstract of the contribution: minor corrections to registration management description.
1
Discussion

The following corrections to the registration state model are proposed:
1.1
Periodic registration and reachability
In 5.3.2.1, the following text:
“A UE/user needs to register with the network to receive services that requires registration. Once registered and if applicable the UE updates its registration with the network (see TS 23.502 [3]):

-
periodically in order to remain reachable (periodic registration update);”
Is not correct, as the UE may not be reachable, either due to MICO, or for long periods of times when we introduce power saving functions even when registered. The intention is to keep the UE RM-REGISTERED state in the network.  

Something different is mentioned in 5.3.2.2.3:

“In the RM-REGISTERED state, the UE shall:

-
perform periodic Registration Update procedure triggered by expiration of the periodic update timer to notify the 5GC that the UE is still active.”
In order to not repeat motivation for periodic registration, it is proposed to remove the text in red.
1.2
Registration Reject does not always makes UE transition to RM-DEREGISTERED
In section 5.3.2.2.3 the following text: 

“In the RM-REGISTERED state, the UE shall:

…

-
enter RM-DEREGISTERED state when receiving a Registration Reject message. The actions of the UE depend upon the 'cause value' in the Registration Reject message. See TS 23.502 [3] clause 4.2.2. ”
Is not entirely correct. The UE does not always move to RM-DEREGISTERED when receiving a Registration Reject message. In fact, one of the cause codes can be “congestion”, in which case the UE should remain in RM-REGISTERED. If core network overload control is defined for 5G CN, the core network could provide a back off timer to keep the UE registered but prevent it from performing further signaling for a period of time. 

It is proposed to clarify that the UE enters RM-DEREGISTERED depending on cause value. 

2
Proposal

It is proposed to adopt the following in TS 23.501. 

* * * * First Change * * * *
5.3.2.1
General

A UE/user needs to register with the network to receive services that requires registration. Once registered and if applicable the UE updates its registration with the network (see TS 23.502 [3]):
-
periodically in order to remain  RM-REGISTERED in the network (periodic registration update); or
-
upon mobility (mobility registration update); or
-
to update its capabilities or re-negotiate protocol parameters.
The registration management procedures are applicable over both 3GPP access and non 3GPP access.
* * * * Next Change * * * *
5.3.2.2.3
RM-REGISTERED state

In the RM‑REGISTERED state, the UE is registered with the network. In the RM-REGISTERED state, the UE can receive services that require registration with the network.

In the RM-REGISTERED state, the UE shall:

-
When MO signaling is allowed (see clause 5.3.4.3), perform mobility Registration Update procedure if the current TA I of the serving cell (see TS 37.nnn) is not in the list of TAIs that the UE has received from the network in order to maintain the registration and enable the AMF to page the UE;

-
perform periodic Registration Update procedure triggered by expiration of the periodic update timer.

-
perform a Registration Update procedure to update its capability information or to re-negotiate protocol parameters with the network;

-
perform Deregistration procedure (see TS 23.502 [3] clause 4.2.2.3.1), and enter RM-DEREGISTERED state, when the UE needs to be no longer registered with the PLMN. The UE may decide to deregister the UE at any time.

-
enter RM-DEREGISTERED state when receiving a Registration Reject message depending on the cause value. The actions of the UE depend upon the 'cause value' in the Registration Reject message. See TS 23.502 [3] clause 4.2.2.

In the RM-REGISTERED state, the AMF shall:

-
perform Deregistration procedure (see TS 23.502 [3] clauses 4.2.2.3.2, 4.2.2.3.3), and enter RM-DEREGISTERED state, when the UE needs to be no longer registered with the PLMN. The network may decide to deregister the UE at any time;

-
perform Implicit Deregistration at any time after the Implicit Deregistration timer expires. The AMF shall enter RM-DEREGISTERED state after Implicit Deregistration;

-
when applicable, accept or reject Registration Updates from the UE. The AMF may reject a UE registration upon rejecting a Registration Update from the UE;

-
when applicable, reject a UE registration by sending a Registration Reject message to the UE. The actions of the AMF upon the 'cause value' in the Registration Reject message. See TS 23.502 [3] clause 4.2.2.

* * * * End of Changes * * * *
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