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Abstract of the contribution: In this contribution, the AMF services identified in TS 23.502 are normatively specified in TS 23.501.
1. Introduction
The PCR S2-172943 on TS 23.502 identified the NF services and NF service operations for AMF. This PCR is to normatively specify the identified NF services in TS 23.501 for AMF.
2. Discussion

The following AMF services are identified as discussed in detail in the corresponding PCR on TS 23.502 in S2-17xxxx.

1. Namf_CommSession
2. Namf_UEMobility

3. Namf_MessageEvent (this service is currently just identified but not specified in TS 23.502 as this is dependent on SA3 LI architecture and requirements. Hence this service is not added to the table in TS 23.501 in this PCR)
3. Proposal
It is proposed to add the normative NF services to TS23.501. The “Mechanism” column is removed as the mechanism is tied to service operations and not the service. In TS 23.501, only the service operations are listed with reference to their description in TS 23.502.
* * * First Change * * *
7.2.2
AMF Services

The following NF services are specified for AMF:

Table 7.2.2-1: NF Services provided by AMF
	
	
	
	
	

	
	
	
	
	


	Service Name
	Description
	Reference in TS 23.502 [3]
	Example Consumer

	Namf_CommSession
	This service enables an NF to establish a session with the AMF and communicate with the UE and/or the AN.
	5.2.2.1
	SMF, SMSF, PCF, NEF, Peer AMF

	Namf_UEMobility
	This service enables other NFs to query or get notified of the current mobility management and reachability management related information of the UE.
	5.2.2.2
	SMF, NEF, PCF, UDM


* * * End of Changes * * *
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