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Abstract of the contribution: This contribution proposes to release the editor notes for NR service supported by EIR.
1. Discussion
The following EIR service is defined in section 5.2.4 TS 23.502.

Neir_ME Identity Check
The following table provides a detailed analysis of the above service to specify the NF service and NF service operation supported by EIR.

	Service Name: Neir_ME Identity Check

	Functionality provided by this service: Check the ME Identity and determine whether the subscriber is allowed to use the mobile entity

	Context used by this service: The relationship between PEI and SUPI.

	Design guidelines used for this NF service: 

· The scope of operation of this service is to check the ME identity according to the discover request and provide the checking result to service consumers.
· The direct access to the contexts mentioned above are allowed to be done only by the service operations identified below.

· Service operations defined generic such that any NF like AMF can use it to check the ME identity.

	List of Service Operations:

	Service Operation Name
	Description
	Elementary Operation Semantics
	Consumers
	Used in Procedure

	Neir _ME Identity Check_Get
	Check the ME Identity
	Request / Response
	AMF
	Registration procedures(Section 4.2.2 of TS 23.502): 
AMF initiates ME identity check


Change in this revision:
1. Rename EIR to DIF in 5G to differentiate to legacy EIR.

2. Add an FFS that how to interoperate to the EIR not supports service based interface is FFS.
3. Delete the service operation flow and replace a table to describe the service.
4. Proposal

***** START of 1st CHANGE *****
5.2.4
DIF Services

Editor's note:
How to interoperate to the EIR not supports service based interface is FFS.
	Service Name
	Service Operations
	Known Consumer(s)
	Operation

Semantic
	Reference

	Ndif _ME Identity Check 
	Get
	AMF
	Request/ Response
	Subclause 5.2.4.1.1


5.2.4.1
Ndif _ME Identity Check Service

Service Description: This service is provided by the DIF to check the ME Identity and determine whether the subscriber is allowed to use the mobile entity. The service operations can be consumed by AMF. The service operations provided within this service are depicted as below.
5.2.4.1.1
Ndif _ME Identity Check_Get service operation
5.2.4.1.1.1
Description

Service operation name: Ndif_ME Identity Check_Get
Description: Check the ME Identity and determine whether the subscriber is allowed to use the mobile entity

Known NF Consumers: AMF

Concurrent use: none
Pre-requisite conditions: none
Post conditions: none.

Inputs, Required: PEI, SUPI.
Inputs, Optional: none
Outputs, Required: checking result
Outputs, Optional: none
See sub-clause 4.2.2.2.2 step 12 for the details of usage of this service operation. The consumer (AMF) invokes the Ndif_ME Identity Check_Get operation to the DIF to check the ME identity. The DIF checks the ME identity and determines whether the mobile equipment is known and provides the check result.
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2. Neir_ME Identity Check_Response







1. Neir_ME Identity Check_Request
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