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1 Discussion
Void.
Companion document of Tdoc S2-172920 that deals with AF influence on traffic routing.

The text in yellow supports the case where the SMF would be able to select a PCF different from the one selected by the AMF

2
Proposal

It is proposed to adopt the following in TS 23.501. 

* * * * First Change * * * * all text is new
6.3.x
PCF selection 
Editor’s Note: It is FFS whether slice information  mentioned in this section corresponds S-NSSAI and /or to other kind of information
6.3.x.1
PCF selection for an UE or a PDU session
Editor’s Note: FFS
6.3.x.2
Providing policy requirements that apply to multiple UE and hence to multiple PCF

Authorized applications may, via the NEF, provide policy requirements that apply to multiple UE (i.e. group of UE(s) defined by subscription or to any UE) and hence may apply to multiple PCF. 
NOTE 1:
Application Function influence on traffic routing described in clause 5.6.7 is an example of such requirement

PCF(s) that need to receive application requests that target a DNN (and slice) and / or a group of UE subscribe to receive notifications from the NEF about such application requests.

The NEF, after relevant validation of the application request (and possible parameter mapping) stores the request from the application. When the SDSF is deployed, NEF stores the request from the application info into the SDSF.
Editor’s Note: 
Other ways to store the AF requests (e.g. UDR) may be considered 
The NEF associates the request with information allowing to later modify and delete the application request ; it associates the AF request with:
· When the request targets PDU sessions established by “any UE”:  the DNN and slicing information target of the application  request,

·  When the request targets PDU sessions established by UE within a predefined/subscribed  group of UE: the DNN, the slicing information and  the group of UE target of the application  request

All PCF that serve the DNN and slicing information are triggered by this policy modification induced by the AF request and take it into account for existing and future PDU sessions that match the policy change. In case of existing PDU sessions the change of policy may trigger an N7 rule change from the PCF to the SMF. 
6.3.x.3
Binding an AF request targeting an IP address to the relevant PCF
Editor’s Note: FFS
.

* * * * Next Change * * * *
* * * * End of Changes * * * *
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