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Abstract of the contribution: This contribution proposes to add the description of the selective deactivation of UP connection of existing PDU session in TS 23.501.
Introduction
This P-CR is proposed to solve the following Editor’s note in section 5.6.8 in TS 23.501:

Editor's note:
Which CM procedure is to be described in TS 23.502 [3] but it is expected to be similar to a Service Request procedure.
Editor's note:
Whether CN-initiated PDU session deactivation is necessary or not is FFS.

For the first Editor’s note, the CM procedure is the UE triggered Service Request in CM-CONNECTED state in section 4.2.3.3 in TS 23.502. It is proposed to clarify the CM procedure and delete the editor’s note.
For the second Editor’s note, the description of PDU session deactivation is added. Because UE and UPF can detect the inactivity of the PDU session directly, so it is proposed that either UE or UPF can trigger the PDU session deactivation procedure.
Proposal
It is proposed to add the description of the selective deactivation of UP connection of existing PDU session.
* * * Start of Changes * * * *
5.6.8
Selective activation/deactivation of UP connection of existing PDU session

This clause applies to the case when a UE has multiple established PDU sessions. 
The activation of UP connection of existing PDU session causes UE-CN User Plane connection (i.e. data radio bearer and N3 tunnel) for the PDU session to be activated. The UP connection of different PDU sessions can be activated independently.
For the UE in the CM-IDLE state, either UE or network-triggered Service Request procedure may support independent activation of UP connection of existing PDU session.
An UE in the CM-CONNECTED state invokes a service request (see TS 23.502 [3] clause 4.2.3.3) procedure to request the independent activation of the UP connection of existing PDU sessions.


The deactivation of UP connection of existing PDU session causes UE-CN User Plane connection (i.e. data radio bearer and N3 tunnel) for the PDU session to be deactivated. The UP connection of different PDU sessions can be deactivated independently.
For the UE in the CM-CONNECTED state, either UE or UPF may invokes a PDU session deactivation procedure to request the independent deactivation of the UP connection of existing PDU sessions.
* * * End of Changes * * * *
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