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Abstract of the contribution: This paper presents editorial changes to clause 4.2.8.2
1
Summary
This contribution makes editorial corrections to parts of Clause 4.2.8.2
2
Proposal
 The following changes to TS 23.501 are proposed.
***** START of CHANGE *****
4.2.8.2
Architecture Reference Model for Non-3GPP Accesses

4.2.8.2.1
Non-roaming Architecture for Non-3GPP Accesses


[image: image1.emf]Untrusted Non-

3GPP Access

UE

N3IWF

3GPP 

Access

Data Network

HPLMN

Non-3GPP 

Networks

UPF

N3

N6

Y1

Y2

AMF SMF

N2

N2

N4

N3

NWu

N11

N1

N1


Figure 4.2.8.2.1-1: Non-roaming architecture for 5G Core Network with non-3GPP access
NOTE 1:
The reference architecture in figure 4.2.8.2.1-1 only shows the architecture and the network functions directly connected to non-3GPP access, and other parts of the architecture are the same as defined in clause 4.2.
NOTE 2:
The reference architecture in figure 4.2.8.2.1-1 supports both the point-to-point and service based model reference point between AMF, SMF and other NFs not represented in the figure.

NOTE 3:
The two N2 instances in Figure 4.2.8.2.1-1 apply to a single AMF for a UE which is simultaneously connected to the same 5G Core Network over 3GPP access and non-3GPP access.
NOTE 4
The two N3 instances in Figure 4.2.8.2.1-1 may apply to different UPFs when different PDU sessions are activated over 3GPP access and non-3GPP access.
4.2.8.2.2
Roaming Architecture for LBO for Non-3GPP Accesses, N3IWF in same PLMN as 3GPP access
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Figure 4.2.8.2.2-1: Roaming architecture for LBO for 5G Core Network with non-3GPP access - N3IWF in the VPLMN

NOTE 1:
The reference architecture in figure 4.2.8.2.2-1 only shows the architecture and the network functions directly connected to support non-3GPP access, and other parts of the architecture are the same as defined in clause 4.2.
NOTE 2:
The reference architecture in figure 4.2.8.2.2-1 supports both the point-to-point and service based model reference point between AMF, SMF and other NFs not represented in the figure.

NOTE 3:
The two N2 instances in Figure 4.2.8.2.2-1 apply to a single AMF for a UE which is connected to the 5G Core Network over 3GPP access and non-3GPP access simultaneously.
NOTE 4:
The two N3 instances in Figure 4.2.8.2.2-1 may apply to different UPFs when different PDU sessions are activated over 3GPP access and non-3GPP access.

4.2.8.2.3
Home-routed Roaming Architecture for Non-3GPP Accesses, N3IWF in same PLMN as 3GPP access
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Figure 4.2.8.2.3-1: Home-routed Roaming architecture for 5G Core Network with non-3GPP access - N3IWF in the same VPLMN as 3GPP access

NOTE 1:
The reference architecture in figure 4.2.8.2.5-1 only shows the architecture and the network functions directly connected to support non-3GPP access, and other parts of the architecture are the same as defined in clause 4.2.
NOTE 2:
The two N2 instances in Figure 4.2.8.2.2-1 apply to a single AMF for a UE which is connected to the 5G Core Network over 3GPP access and non-3GPP access simultaneously.
4.2.8.2.4
Roaming Architecture for LBO for Non-3GPP Accesses, N3IWF in different PLMN from 3GPP access
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Figure 4.2.8.2.4-1: Roaming architecture for 5G Core Network with non-3GPP access - N3IWF in the different PLMN from the 3GPP access

NOTE 1:
The reference architecture in figure 4.2.8.2.4-1 only shows the architecture and the network functions directly connected to support non-3GPP access, and other parts of the architecture are the same as defined in clause 4.2.
NOTE 2:
The reference architecture in figure 4.2.8.2.4-1 supports both the point-to-point and service based model reference point between AMF, SMF and other NFs not represented in the figure.

NOTE 3:
The two N2 instances in Figure 4.2.8.2.4-1 apply to two different AMFs for a UE which is connected to the 5G Core Network over 3GPP access and non-3GPP access simultaneously.

4.2.8.2.5
Home-routed Roaming Architecture for Non-3GPP Accesses, N3IWF in different PLMN from 3GPP access
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Figure 4.2.8.2.5-1: Home-routed Roaming architecture for 5G Core Network with non-3GPP access - N3IWF in the different VPLMN from the 3GPP access
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Figure 4.2.8.2.5-2: Home-routed Roaming architecture for 5G Core Network with non-3GPP access - N3IWF in HPLMN and different PLMN in 3GPP access

NOTE 1:
The reference architecture in figure 4.2.8.2.5-1 and figure 4.2.8.2.5-2 only shows the architecture and the network functions directly connected to support non-3GPP access, and other parts of the architecture are the same as defined in clause 4.2.
NOTE 2:
The two N2 instances in figure 4.2.8.2.5-1 and figure 4.2.8.2.5-2 apply to two different AMFs for a UE which is connected to the 5G Core Network over 3GPP access and non-3GPP access simultaneously.

4.2.8.3
Non-3GPP Access Reference Points
The description of the reference points specific for the non-3GPP access:

N2, N3, N4, N6: these are defined in clause 4.2.7.

Y1
Reference point between the UE and the non-3GPP access (e.g. WLAN). This depends on the non-3GPP access technology and is outside the scope of 3GPP.

Y2
Reference point between the untrusted non-3GPP access and the N3IWF for the transport of NWu traffic.

NWu
Reference point between the UE and N3IWF for establishing secure tunnel(s) between the UE and N3IWF so that control-plane and user-plane exchanged between the UE and the 5G Core Network is transferred securely over untrusted non-3GPP access.

***** END of CHANGE *****
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