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Abstract of the contribution: This P-CR proposes evaluation of KI#7.
1.
Discussion
TR 23.733 has the following key issue.
	5.7
Key Issue 7: Support for Emergency and eMPS call from eRemote-UE

5.7.1
General description
When an eRemote-UE is connected to an eRelay-UE, eRemote-UE may attempt to make an eMPS or emergency call toward the network. This requires priority and eMPS subscription handling. This key issue is to study how priority are to be handled in an end-2-end fashion with eRemote-UE, eRelay-UE, and EPC.


As depicted in TR 23.733, the eRemote-UE’s RRC layer and the eNB’s RRC layer are connected in an end-to-end fashion. Also, the eRemote-UE’s NAS layer and the MME’s NAS layer are connected in an end-to-end fashion. 
	4.2.1.1
Control plane protocol stack in case of 3GPP access
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Figure 4.2.1.1-1: Control plane when PC5 is used


In addition, the eRemote-UE has its own PDN connections to the network handled by its own NAS signalling.
Therefore, priority for emergency and eMPS call is considered naturally supported. In this observation, we can conclude that no solution for KI#7 is needed for Layer 2 relay.
2.
Proposal
Based on the discussion above, the following changes are proposed to TR 23.733.
**** Start of 1st Change ****
7.x
Key Issue 7
For this key issue, the eRemote-UE’s RRC layer and the eNB’s RRC layer, as well as the eRemote-UE’s NAS layer and the MME’s NAS layer, are connected in an end-to-end fashion. In addition, the eRemote-UE has its own PDN connections to the network handled by its own NAS signalling. Therefore, priority for emergency and eMPS calls is considered naturally supported.
For Layer 2, for Key Issue 7, no solution is needed in SA2.
**** End of Changes ****
3GPP
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