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Abstract of the contribution: this contribution proposes to update of UE DRX framwork.
1. Introduction
The DRX framework is introduced to 23.501, but there lacks a more detailed description on DRX usage, basically the following issues shall be added.
· How to update the DRX parameters?
After the initial negotiation of DRX parameter between UE and AMF, UE may want to update its DRX parameter. If the AMF receives UE Specific DRX Parameters in a dedicated message from the UE (i.e. in a Registration Update message), then the AMF updates any stored information with the information supplied by the UE and uses the UE provided information in preference to any information that might be received from the old AMF during the same procedure.

· How to handle the DRX parameters when UE moves between AMFs, or between AMF and MME?
At mobility between AMF and AMF, or between AMF and MME, the UE Specific DRX Parameters are sent from the old AMF to the new AMF as part of the MM context information. 
    Proposal
It is proposed to add the above description into TS23.501.
* * * * Begin of first Changes * * * *

5.4.5
DRX (Discontinuous Reception) framework
5.4.5.1
General

The 5G system supports DRX architecture which allows Idle mode DRX cycle is negotiated between UE and the AMF. The Idle mode DRX cycle applies in CM-IDLE state. During the registration procedure, a UE may provide DRX parameters (i.e. Idle mode DRX cycle) that the UE wants to use and the AMF returns the DRX parameters to be used.
Editor's note:
Details of DRX parameters and cycle should be decided by RAN.

If the UE does not provide any DRX parameters during registration procedure to the AMF, the DRX cycle broadcasted by the RAN is applied to the UE.
At mobility between AMF and AMF, the UE specific DRX Parameters are sent from the old AMF to the new AMF as part of the MM context information and should not be sent by the UE in the Registration Request message. 
If the AMF receives UE DRX Parameters in a dedicated message from the UE (i.e. in a Registration Request message), then the AMF updates any stored information with the information supplied by the UE and uses the UE provided information in preference to any information that might be received from the old AMF during the same procedure.
* * * * End of second Changes * * * *
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