SA WG2 Meeting #S2-122BIS
S2-175338

21 - 25 August 2017, Sophia Antipolis, France

3GPP TSG-RAN WG2 NR Ad-hoc#2 Meeting                                            
 R2-1707506
Qingdao, China, 27th-29th June 2017

Title:
LS on default DRB establishment for PDU session
Release:
Rel-15
Work Item:
NR_newRAT-Core
Source:
RAN WG2
To:
SA WG2 
Cc:
RAN WG3

Contact Person:


Name:
Hao Bi
E-mail Address:
hao [dot] bi [at] huawei [dot] com

1. Overall Description
In RAN2 June Ad Hoc, RAN2 has reached the following agreements –

Agreements:

1. There is a need to tell the UE that it has to update the mapping rule.   For the AS reflective QoS it is up to the RAN to decide when to update the mapping rules.  FFS on the details of the header format. 

2. It is up to the RAN to decide when and which mechanism, explicit RRC re-configuration and/or AS reflective QoS, should be used to provide mapping information to the UE.

3. A UE follows the latest QoS flow to DRB mapping information regardless of the fact whether it was explicit RRC or AS reflective QoS.

4. Whether a SDAP header is present or not is configured by RRC per DRB
5. The gNB indicates to UE using RRC signaling the default DRB for a PDU session.  
6. RAN decides and configures the default DRB for a PDU session.  
Agreements 5 and 6 are related to establishing a default DRB per PDU session. Packets of those QoS flows of a PDU session, which are not mapped to any dedicated DRB, are to be carried by the default DRB of this PDU session. RAN2 discussed the question whether the gNB needs additional information to determine the required QoS characteristics of that default DRB considering that the default DRBs in some PDU sessions (e.g. mission critical services) may have tighter requirements than the default DRB in other PDU sessions (e.g. mobile broadband). Different views were identified as to the need for additional information:

· No additional information is needed, based on the understanding that upon PDU session establishment, the CN will provide at least one QFI/QoS profile, and the eNB can configure the default DRB based on the provided QFI/QoS profiles.

· Additional indication is provided that one of the QFI/QoS profiles provided to RAN at PDU session establishment should be used for configuring the default DRB.

· Additional QoS profile is provided from the CN (separate from the QFI/QoS profiles provided by the CN to establish QoS flows at PDU session establishment) that can be used to configure the default DRB.
2. Actions:
To SA2
ACTION: 
RAN2 appreciates input from SA2 on the information available to the RAN during a PDU session establishment for configuring a default DRB for that PDU session. 
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